Mortars: a complex material in cultural heritage. A multi-analytical procedure to characterize historical mortars. by Brunello, Valentina
Department of Science and High Technology (DiSAT)









Mortars: a complex material in cultural heritage
A multi-analytical procedure to characterize historical mortars


Department of Science and High Technology (DiSAT)
Ph.D. Course in Chemical and Environmental Sciences
XXXII Cycle
Mortars: a complex material in cultural heritage









Progetto grafico di ©Valentina Brunello
5
index
List of abbreviations and syMboLs      7
abdtract and structure of the thesis     9
chapter 1          11
	 Introduction	 	 	 	 	 	 	 	 	 11
	 Overview	of	mortar	materials	 	 	 	 	 	 15
  Aerial binders        15
  Hydraulic binders        16
	 State	of	the	art	 	 	 	 	 	 	 	 20
chapter 2 43
	 Materials	and	Methods	 	 43
  Preparation of specimens  43
  Analytical techniques  47
chapter 3 53
	 Raw	materials	characterization	 53
  Powder X-ray diffraction (PXRD) 54
  Infrared spectroscopy (transmission, ATR and external
	 	 reflection	mode)	 57
  Thermogravimetric analysis and
  differential scanning calorimetry (TG-DSC) 64
	 Specimen	analyses		 73
  Powder X-Ray diffraction (PXRD) 73
	 	 	 Specimens	composed	by	one	specific	binder	 	 73
	 	 	 Mortars	composed	by	one	specific	binder	and
	 	 	 one	specific	aggregate	 	 75
	 	 	 Specimens	composed	by	two	binders	 76
	 	 	 Mortars	composed	by	a	mix	of	two	binders
	 	 	 and	a	specific	aggregate	 78
	 	 	 Discussion	and	conclusions	 	 80
  Infrared spectroscopy 82
	 	 	 Specimens	composed	by	one	specific	binder	 	 82
	 	 	 Mortars	composed	by	one	specific	binder
	 	 	 and	one	specific	aggregate	 		 87
	 	 	 Specimens	composed	by	a	mix	of	two	binders	 	 	 92
	 	 	 Mortars	composed	by	a	mix	of	two	binders
	 	 	 and	a	specific	aggregate	 	 96
	 	 	 Surface	roughness	 	 99
	 	 	 Discussion	and	conclusions	 	 104
  Thermal analysis  110
	 	 	 Specimens	composed	by	one	specific	binder	 	 110
6
	 	 	 Mortars	composed	by	one	specific	binder
	 	 	 and	one	specific	aggregate	 113
	 	 	 Specimens	composed	by	a	mix	of	two	binders	 118
	 	 	 Mortars	composed	by	a	mix	of	two	binders
	 	 	 and	a	specific	aggregate	 122
	 	 	 Discussion	and	conclusions	 	 125
	 	 Raman	spectroscopy	and	micro	infrared	reflection
  spectroscopy (µ-FTIR)  126
	 	 	 Raman	spectroscopy	 	 126
	 	 	 Discussion	 	 132
	 	 	 Micro-infrared	reflection	spectroscopy	(µ-FTIR)	 134
	 	 	 Discussion	 138
	 	 	 Conclusions	 139
  Microstructural analysis 143
	 	 	 Mercury	Intrusion	Porosimetry	(MIP)		 144
	 	 	 Computed	microtomography	analysis	 145
	 	 	 Results	 145
	 	 	 Comparison	between	MIP	and
	 	 	 µCT	porosity	results	 	 150
	 	 	 µCT	Aggregate	analysis	 152
	 	 	 Discussion	and	conclusions	 	 156
  Thin section analysis      161
	 	 	 Mortars	composed	by	one	specific	binder
	 	 	 and	aggregate		 	 161
	 	 	 Mortars	composed	by	two	specific	binders
	 	 	 and	one	specifc	aggregate	 171
	 	 	 Discussion	and	conclusions	 	 176
  Environmental scanning electron microscopy (ESEM) 178
	 	 	 Specimens	composed	by	hydraulic	binders	 	 178
	 	 	 Mortars	of	mortars	composed	by	one	binder
	 	 	 and	one	aggregate	 183
	 	 	 Mortars	composed	by	two	binders
	 	 	 and	one	specific	aggregate	 187
	 	 	 Discussion	and	conclusions	 	 195
chapter 4   199
 Discussion	 	 	 199
chapter 5   221
	 Conclusions	 	 221
 Ringraziamenti  225 
 Acknowledgements	 	 227
7
List of abbreviations and symboLs
3D Three-dimensional
A Aluminium oxide (Al2O3), or alumina
ATR Attenuated total reflectance
AFt C6AŜ3H32, sometimes with substitution of Fe with Al, and/or CO32− with SO42− 
(mineralogy: calcium trisulfoaluminate hydrate or ettringite)
BSE Backscattered electron
C Calcium oxide (CaO) or lime
C
3
S Tricalcium silicate (3CaO SiO2) (mineralogy: alite)
C
2
S Dicalcium silicate (2CaO SiO2) (mineralogy: belite or larnite)
C
3
A Tricalcium aluminate (3CaO Al2O3) (mineralogy: celite)
C
4
AF Tetracalcium alumino ferrite (4CaO Al2O3 Fe2O3) (mineralogy: brownmillerite)
CCN Cement chemist notation
CaCO3 Calcium carbonate (mineralogy: calcite)
Ca(OH)2 Calcium hydroxide (mineralogy: portlandite)
C-A-H Calcium aluminate hydrate
CaSO4 2H2O Calcium sulfate dihydrate (mineralogy: gypsum)
CaSO4 0.5H2O Calcium sulfate hemihydrate (mineralogy: bassanite)
CaSO4 Calcium sulfate (anhydrous state) (mineralogy: anhydrite)
CEM I Cement Portland type I (raw material)
CEM IV Cement pozzolanic type IV (raw material)
CP Cross polarization
CSH Calcium silicate hydrate
DSC Differential scanning calorimetry
EDS Energy dispersive spectroscopy
ER-FTIR External reflection Fourier transform infrared spectroscopy
ESEM Environmental scanning electron microscope
F Iron oxide (Fe2O3)
FTIR Fourier transform infrared spectroscopy
LA-ICP-MS Laser ablation - inductively coupled plasma - mass spectrometry
MAS Magic angle spinning
MIP Mercury intrusion porosimetry
NHL 3.5 Natural hydraulic lime type 3.5
NMR Nuclear magnetic resonance
ppl Plane polarized light
PXRD Powder X-ray diffraction
8
S Silicon dioxide (SiO2) or silica
Ŝ Sulfur trioxide (SO3)
SE Secondary electrons
TG Thermogravimetry
TXRF Total reflection X-ray fluorescence
xpl Cross polarized light
XRF X-ray fluorescence
µCT Micro computed tomography
µFTIR Micro Fourier transform infrared spectroscopy
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abstract and structure of the thesis
This thesis deals with the identification of mortars composition in a cultural and historical context. In de-
tail, the main concern was to collect information for proposing an analytical procedure able to define the 
mortar typology, balancing advantages, drawbacks, time and costs. In addition, several new techniques 
have been recently introduced in conservation science and the aim of this research is also to consider these 
new competences too.
To understand the interactions between components of mortars, in Chapter 1 a general overview of the 
subject is given with a description of the materials and of the historical background, based on the review 
of the large bibliography taken into account. In Chapter 2 the methods used for the preparation of the 
model samples and the final composition are explained. Moreover, the analytical techniques used in this 
research (optical microscopy and petrographic analysis, powder X-ray diffraction, infrared spectroscopy, 
Raman spectroscopy, environmental scanning electron microscopy, thermal analysis, mercury intrusion 
porosimetry and computed tomography) are described, specifying the setting of the instruments.
In Chapter 3 the results of the characterization of the raw materials and of the model samples are shown, 
the most meaningful results are shown for each technique. The discussion of the experimental data is 
presented in Chapter 4, and some analytical protocols are proposed, described and explained. In the last 
chapter, Chapter 5, the conclusions and the future development of this research are underlined.
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Building materials are used both in historical and in contemporary architecture. They are an important 
element of the landscape we live, and witnessed our history and for these reasons, it is important to study 
them for better conservation of the architectural objects they comprise. They could be, in the meanwhile, 
very simple but contain, in reality, complex compositional and micro-structural issues.
Building materials may be divided into two main groups: natural and artificial. The first  refers to mate-
rials that are used as they are found in nature (e.g. stones); the second one refers to materials produced by 
humans from a transformational process using natural materials by which they assume different consist-
encies and functions from the raw materials, examples are ceramics, mortars, plasters and stucco works. 
The studies of past recipes used to produce artificial building materials could improve techniques used in 
understanding of new material technologies. In this work the term “recipe” will be used to denote mix 
proportions and used in the preparation of the artificial building material.
In this research our attention was focused on mortar materials. According to “UNI 10924 (2001), Malte 
per elementi costruttivi e decorativi: classificazione e terminologia”, mortars are “a mixture of inorganic or 
organic binders, predominantly fine aggregates, water and in some cases organic and/or inorganic ad-
ditives (or mixture of binder only and water). They are mixed in proportions such as to give to the mix-
ture, in the fresh state a suitable workability and, in the hardened state adequate physical characteristics 
(porosity, water permeability etc.), mechanical characteristics (strength, deformability, adhesion, etc.), 
appearance, and durability.”
In order to create restoration mortars which are as compatible as possible with the original, both the 
composition of a mortar and the knowledge of the construction techniques used in the past is required 
to give accurate historical-technological information. The case studies require the analysis of the com-
position of the mortars for various reasons, for example, for archeological interest in classifying samples 
from various sites and historical stratigraphy or to recall the history of the samples and sites analysed. 
It is important to know the technology in a specific historical period, geographic area and culture and 
for comparing the past knowledge with the new ones. The identification of the original composition is 
important in the study of original materials or for restoration purposes, for the restoration objective the 
composition of mortars is a key point in order to design an effective restoration plan and the removal of 
recent materials if it is necessary. The identification of the mortar composition is important to identify 
the state of conservation of mortars and decay phenomena and to plan the proper analytical campaign 
and conservation work.
The composition of mortars is extremely variable, depending on the historical period and on the ge-
ographical area (different raw materials); thus the identification of the mixture presents considerable 
challenges. In fact, the recipes were traditionally not written, but they were usually transmitted from one 





materials present in the region. Even though the recipes were sometimes written in manuals, a lot of 
misunderstanding in the proportion used or in the choice of the terminology has been created, because 
the authors remained generic: commonly just a rough ratio of the materials was indicated. Coming to 
contemporary uses, more specific recipes can be found, especially in the case of mortars modern cement.
Thanks to research studies, we have a wide knowledge of the various compositions that may be found in 
historical samples, but we do not have the certainty of the original composition. In literature several case 
studies have shown how the composition could vary influencing the different techniques and analytical 
procedures used to detect the material composition. An important and critical point regards the absence 
of a standardized approach allowing a more precise comparison among the results. Several studies use 
distinct techniques and often the results are not comparable each others because of the different approach 
and method used.
Since building materials are usually in contact with the atmosphere, the decay due to time and weathering 
processes may alter the original composition, introducing some newly formed compounds. Water, wind, 
pollution, biological agents and other causes may lead to chemical and physical reactions and then to 
material alteration. All these phenomena make the recovering of the original composition more difficult, 
especially in case of mortars.
The core idea of this project was inspired by the need for robust and reliable analytical methods for 
the characterisation of mortars. In particular, the main concern was to collect information on the type 
of analytical techniques that had been used, the preparation of the samples and the results elaboration. 
In addition, new instruments are now available to conservation science, which could improve the knowl-
edge we have of historical mortars. This research investigates the different performance of various tech-
niques applied to the characterization of mortar materials. In order to test the analytical techniques, and 
to create an analytical protocol a series of model mortar samples was designed,  prepared using known 
raw materials. A wide bibliographical search has been carried out in order to collect the main and the 
most widespread ancient and modern recipes of mortars preparation. For this purpose several manuals 
and articles have been taken into account. Based on these results and on the recipes found, the mortars 
specimens have been designed and prepared. Finding pure and suitable raw materials was a critical point, 
as they are available only from few specialized building materials suppliers. 
The binders chosen were:
•	 lime putty, 
•	 hydrated lime, 
•	 gypsum.
These materials have been selected because they are the most common mortar binders used in the past, 
and/or they are still used in restoration practice. Two cement binders have also been chosen (Portland 
cement CEM I and pozzolanic cement CEM IV) and natural hydraulic lime 3.5. Portland cement was 
selected because it is the most common commercially used cement, while pozzolanic cement was chosen 
for its peculiar composition, whose performances in mortar mixes could be of some interest in restoration 
field. On the other hand natural hydraulic lime 3.5 is one of the commercial natural hydraulic binders 
available nowadays. Two kinds of aggregate have been then selected: quartz and carbonate sand, the most 
widespread types in modern and past technologies. Furthermore, a particular attention to the influence 
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of the aggregate composition in the analytical results was considered, thus also for this reason these two 
types of aggregate were used. Our need to use a pure calcite aggregate is due to the need to exclude the 
presence of Si from the aggregate from the possible results, on the contrary for the same reason we used 
almost pure quartz sand without carbonate phases. The proportions used in the project have been chosen 
among the literature and used in proportions weight/weight in order to be able to reproduce the mixtures 
in the future with the same ratios. 
In this study, different techniques have been compared in order to evaluate their advantages and draw-
backs when applied to these materials. A specific focus was given to the new nondestructive analysis, like 
portable infrared spectroscopy. The main advantage, in the use of portable instruments, lies in the possi-
bility to characterize the artwork surface in case of difficult or impossible sampling.
In literature some studies have been done on an analytical method for mortars’ characterization, but they 
proved to be too ambiguous, often indicating only which type of analysis could be carried out without 
suggesting a procedure. Moreover, these attempts to create protocols generally do not consider the new 
technologies. Therefore, within this project we want to explore in depth the potentiality of analytical 
chemistry and suggest a protocol for mortar analysis, testing various sets of specimens of tailor-made mix-
tures, considering the different response of each technique to standard specimens and testing the results 
on samples of historical materials.
One of the main problems in mortars analysis is the identification of the binders’ composition and of 
the aggregates. The aggregate components are easier to characterize, even if some analytical uncertainty 
could arise when the analyst is called to distinguish very fine particles, due to the influence of the sur-
rounding binder phase and depending on the analytical technique used. The identification of the aggre-
gate is easier with microscopical analysis thanks to the visualization, while in PXRD or FTIR, where all 
the components are mixed together, it is harder.
Consequently, it is hard to define the composition of the two components. In fact, the most common 
procedure to separate the binder from the aggregate consists in heating the sample or in an acid attack. 
In the first case, we cannot be sure that this method manages to separate also the smallest grains, while in 
the second scenario, if we have a carbonate aggregate, the acid digestion will dissolve also this component. 
If the samples are ground into a powder in analysis as PXRD and FTIR, then the discrimination between 
the signals from the aggregate and the ones from the binder becomes more difficult. Other analyses such 
as optical and electron microscopies that work at different spatial resolutions could help with the identifi-
cation of these components. However these analyses are limited by size of sample field of view.
Another problem is the identification of hydraulic phases present in a sample of mortar. In fact, some of 
these phases could be classified as gel (ie. not crystalline), hence it is not possible to identify them with the 
traditional powder X-ray diffraction; however with the use of other techniques, their identification could 
be ambiguous, for example Raman spectroscopy on cements could produce fluorescence.
Another significant problem about mortar study is due to the likelihood of mixed mortars analysis. 
In the past, and also in some restoration practice, several binders could be used mixed together, being still 
used now to improve the properties of the materials. Some examples regard the mortars in which binders 
are composed by lime and gypsum or by lime and cement. From an analytical point of view, this is a prob-
lem concerning the identification of the overall composition.




clude chemical procedures that involve samples dissolution and therefore a destructive approach, ruling 
out the possibility of using the samples for further studies.
This is an important point due to the usual small size of the available historical samples; in order to 
get a suitable identification of all the components the best procedure involves performing different 
analyses with different instruments on the same sample to gather as much information as possible. 
Moreover, some studies have shown how it is difficult to interpret wet chemistry results on mortars if 
previous knowledge of the type of mortars is lacking, since using only the elemental composition the 
precise identification of the type of mortar is hard.
For a better identification of each of the components of the materials it is important to design precisely 
the analytical sequence, which allows creating a methodological approach choosing the best succession of 
techniques in order to use and to optimize the results, the time and the costs.
Because of these reasons and of the ambiguity in the analysis of mortars still present, we attempted an 
implementation proposing a series of model samples with known composition studied with various an-
alytical techniques. By doing this we want to test the response of each technique to the different samples 
compositions. In the following paragraphs, several approaches in the analysis of the different types of 
mortars will be discussed, including microscopy, spectroscopy, and mineralogical studies.
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Mortar is made of a mixture of a binder and aggregate and sometimes additives. Binder materials are 
substances used to compact and join the inert component. The aggregate has the double function to pre-
vent the binder from cracking during the drying process and to favor the evaporation of water from the 
mortar. The aggregate fraction is usually made of quartz or carbonate sand (or combination dominated 
by these materials) [1,2]. 
There are different types of mortar, commonly distinguished as air or hydraulic mortars, depending on 
the type of binder:
•	 aerial binders that harden in the presence of air (lime or gypsum);
•	 hydraulic binders  that can harden both in presence of air or water (natural hydraulic lime, cements).
Aerial binders
Gypsum
Bassanite, that is the partially unhydrated phase of gypsum, is usually produced by the heating of gypsum rock 
mineral. When gypsum (CaSO4 2H2O) is heated at 130°C, it begins to lose part of its water and transforms into 
semi-hydrated CaSO4 ½H2O (bassanite); under these conditions it can be rehydrated easily. If heated above 
200°C, it completely loses the water molecules and turns into anhydrite, which does not easily rehydrate. 
The gypsum firing process allows different materials to be obtained, depending on the heating temperature.
Two	allotropic	varieties	are	known	for	semi-hydrate	gypsum,	a	rapid-setting	α	and	a	slow-setting	β	[3].
Gypsum behaviour between 128°C and 163°C:
CaSO4 2H2O -> CaSO4 ½H2O + 3 ½H2O at 128°C
CaSO4 ½H2O -> CaSO4 + ½H2O at 163°C
Ready-to-use plaster is obtained at temperatures between 120-180°C [mainly composed of bassanite 
(CaSO4 ½H2O)], and commonly employed in stuccos and models. At a temperature between 200-250°C, 
anhydrite with a slower setting is obtained, mainly used for masonry.
Over 500°C-600°C calcium sulphate becomes insoluble in water due to a partial superficial vitrification 
of the particles. The product is called “dead chalk” (or “overcooked plaster” or “burnt plaster”) [3], and 
reacts	with	water	or	sets	very	slowly.	The	dead	chalk	is	called	insoluble	anhydrite	or	anhydrite	β.	Instead,	
anhydrite	obtained	after	cooking	at	temperatures	around	163°C	is	called	anhydrite	α	and	tends	to	hydrate	
itself, being an unstable form.
When the temperature reaches 600°C, the plaster is completely dehydrated and it requires a long setting 
time. At temperatures between 800-1000°C another type of gypsum is obtained, mainly composed of CaSO4, 
which is similar to anhydrite but with a very slow setting. Over 1000°C there is a partial dissociation of the 
insoluble anhydrous calcium sulfate to produce calcium oxide or quicklime and basic calcium sulfate [3–5].
When water is added to bassanite the re-hydration process takes place in order to form again gypsum.





The most commonly used air binder is calcium hydroxide Ca(OH)2 (slaked lime). It is derived from the 
calcination of carbonate rocks (limestone, lime marble or calcareous shell fragments) at a temperature 
not exceeding 850°C. CaO (lime oxide), which is commonly called quicklime, is obtained by calcination at 
about 1000°C of limestone:
CaCO3	→	CaO	+	CO2
The quicklime (CaO) is then hydrated to obtain the slaked lime (calcium hydroxide):
CaO + H2O	→	Ca(OH)2
Once the lime is slaked (slaked lime), it can be mixed with aggregates (such as cocci, sand, etc…) to im-
prove its properties. Indeed, without these aggregates, lime laid in thick layers is cracked during the dry-
ing process, due to volume reduction, thereby losing its adhesive properties.
During the wet slaking process quicklime is matured under water to obtain a very plastic material, rich 
in H2O, which is called lime putty. For as long as storage lasts, the crystals of calcium hydroxide become 
smaller and finer.
On the contrary, during the dry slaking only the amount of water strictly necessary for hydrating is added 
to the lime and a floury product is obtained.
After the slaking process, two phases occur: a period of setting, in which the dough loses the first fluidity 
and becomes the desired shape, followed by later hardening, when the mass progressively increases its 
mechanical strength as the reaction between calcium hydroxide and atmospheric carbon anhydride leads 
to the formation of calcium carbonate and water:
Ca(OH)2 + CO2	→	CaCO3 + H2O
The process is called carbonation and is very slow. The rate of reaction depends on the size and shape of the 
grains and is also influenced by the type of limestone and the presence of impurities in the materials [4–6]. 
Hydraulic binders
Natural hydraulic lime (NHL) and cement
Natural hydraulic lime (NHL) is a lime binder with hydraulic properties obtained by burning siliceous 
or argillaceous limestone or calcareous marls at temperatures below 800-1200°C. After the heating, the 
product is impure quicklime that also contains hydraulic phases. The hydraulic phases (Ca-silicate and 
aluminate phase) give water resistance to the binder. The main mineralogical phases are: Ca(OH)2, C2S, 
amorphous aluminate and un-reactive phases.
Hydraulic mortars based on aerial lime are complex systems, whose properties are known from ancient 
times. The Romans needed mortars that could set in the presence of water too and thus introduced the use 
of Pozzuoli’s volcanic ash (i.e. Roman cement). This was taken from the north part of the Naples bay, in 
the volcanic area of the Flegrei fields and Vesuvio. The ash was added to the lime air, obtaining a hydrau-
lic lime or also called pozzolanic lime mortars. The ash is very rich in alumina Al2O3 and silicates, which 
react with lime hydroxide giving water resistant products. A similar transformation is obtained by mixing 
aerial lime with the finely ground materials as ceramics (i.e. terracotta, cocciopesto) contain a lot of quartz 
and minerals, such as aluminum silicates, which give hydraulic properties [4,5,7,8]. 
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Portland cement was the first cement produced in the mid-1840s in England. The name “Portland” was 
given because of the supposed similarity with white or pale/gray limestone quarried in the Island of Port-
land. In the first half of 19th century the cement was burnt in shaft kilns and then cooled slowly, but from 
the 20th century rotary kilns were used. In modern Portland cement, whose composition is different from 
the first Portland cement, a percentage of gypsum (about 5%) is added to control the setting. The EN 197-
1 normative defines the different type of cements that are commercially available. 
In modern cements the amount of clinker (clinker is the name of the results of the heating of the lime-
stones and clay minerals over 1450°C) has decreased and been substituted with blast furnace, fly ash, or 
micro-silica, to increase the performance of the cements at lower price. Moreover, these materials could 
reduce CO2 emissions that occur in the clinker production. Portland cement is made by the mixture, the 
grinding and the heating of limestone and clay minerals in rotary kilns at a temperature of 1450-1550°C. 
A partial fusion occurs and clinker nodules are produced. Then the clinker is finely ground and mixed with cal-
cium sulphate. Table 1 describes the cement chemist notation, that is used to express chemical composition [9].
CCN formula name
C CaO Calcium oxide, or lime
S SiO2 Silicon dioxide, or silica
A Al2O3 Aluminium oxide, or alumina
F Fe2O3 Iron oxide
T TiO2 Titanium dioxide, or titania
M MgO Magnesium oxide, or periclase
K K2O Potassium oxide
N Na2O Sodium oxide
H H2O Water
Ĉ CO2 Carbon dioxide
Ŝ SO3 Sulfur trioxide
P P2O5 Phosphorus hemi-pentoxide
Table 1. The table describes the cement chemist notation (CCN)..
The main unhydrated cement phases are alite (3CaO SiO2) (C3S) 50-70%, belite (2CaO SiO2) (C2S) 15-30%, 
tricalcium aluminate (3CaO Al2O3) (C3A) 5-10% and ferrite (4CaO Al2O3 Fe2O3) (tetracalcium alumino 
ferrite C
4
AF) 5-10% and gypsum (CaSO4 2H2O) (CŜH2) 5% (table 2).
CNN formula name mineral phase
C
3
S 3CaO SiO2 Tricalcium silicate Alite/Hatrurite
C
2
S 2CaO SiO2 Dicalcium silicate Belite/Larnite
C
3
A 3CaO Al2O3 Tricalcium aluminate Aluminate or Celite
C
4
AF 4CaO Al2O3 Fe2O3 Tetracalcium alumino ferrite Ferrite/Brownmillerite
Table 2. The main unhydrated cement minerals.
Overview of mortar materials
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Chapter 1







) (Ca6Al2S3O18 32H2O) forms, followed by portlandite (CH) (Ca(OH)2). Later, the hydra-
tion of calcium silicates takes place, forming different small crystals of calcium silicates hydrates indicated 
to as (CCN) C-S-H. The crystal structure of calcium silicates hydrates is not well resolved but usually C-S-H 
is similar to the following crystals: tobermorite (Ca5H2(Si3O9)2 4H2O)) or jennite (Ca9(Si3O9)2(OH)6 8H2O) 
(table 3 and 4).
2C
3
S + 6H -> C3S2H3  or (C-S-H) + 3 CH
2Ca3 SiO2 + 6H2O -> Ca3Si2O4(OH)6 + 3Ca(OH)2
alite + water ->
(C-S-H) gel phase 
tobermorite
+ portlandite




S + 4H -> C3S2H3  or (C-S-H) + CH
2Ca2 SiO2 + 4H2O -> Ca3Si2O4(OH)6 + Ca(OH)2
belite + water ->
(C-S-H) gel phase 
tobermorite
+ portlandite
Table 4. Description of belite hydration process. Legenda. First row: CCN notation. Second row: chemical formula 
and mineral name.
In the absence of gypsum in the cement paste, the setting and hardening would take place too quickly; 
the tricalcium aluminate in the presence of water tends to hydrate immediately with the formation of a 
gel around the C
3








), and then 




. Gypsum is added to the cement clinker to moderate the reaction in the 
cement paste. During the hydration (table 5), gypsum reacts quickly with C
3
A forming the ettringite phase 
on the surface of C
3
A crystals which retards the hydration. This ettringite is commonly termed primary 










3CaO Al2O3 + 3CaSO4  2H2O + 26H2O -> Ca6Al2S3O18 32H2O
tricalcium 
aluminate
+ gypsum + water -> ettringite
Table 5. Description of the formation of ettringite. Legenda. First row: CCN notation. Second row: chemical 
formula and mineral name.
Also AFm (calcium monosulfoaluminate) phases are hydration products of calcium aluminate phases. 
The general formula for AFm phases is [Ca2(Al,Fe)(OH)6] X xH2O, where X stands for a charged anion 
(OH-, SO42- or CO3-2). AFm phase could be schematically represented as sheets of M(OH)6 (octahedral ions 
like brucite or portlandite) with 1/3 of M2+ replaced by a trivalent ion like Al or Fe, giving to the layers a 
strong positive charge that creates a larger space between the layers and attracts anions and water mole-








 [9–12].  C
4
AF hydration reaction is similar to that 
of C
3
A and the reactivity is also influenced by the presence of gypsum, which slows down the hydration.
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Mixed mortars
Mixed mortars are a type of mortars in which different binders are used, these being mixed together to 
improve the properties of the material. The variability of mixed mortars is shown in many manuals and 
case studies [3,8,12].
For example, gypsum and aerial lime were mixed together in equal proportion with the addition of sand 
to use this mixture in different uses. Manuals like Turco’s manual [3] underline how the addition of 
gypsum to lime increases the speed of hardening of lime, and also lends higher adherence to the mortar if 
compared to a mortar with lime alone [3,13]. Mixing gypsum and hydraulic lime in different proportion 
is used to improve the setting time and the resistance to decay caused by humidity. Another example of 
mixed mortars is represented by the mixture of aerial and hydraulic lime to obtain a mortar that can set 
also in presence of humidity [12]. Later with the discovery of cement and its wide use, the practice of mix-
ing cement binders with lime became common where the masonry is exposed to rain or humidity [8,12].
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In order to follow our objective a first level of literature was analysed searching for previous attempts in 
creating a shared procedure to analyze mortars. The attention was especially focused on the different an-
alytical approach with the aim to identify the most representative analysis of the overall composition and 
features of the samples [1–9]. Several attempts to standardise and create an analytical protocol have been 
proposed in literature [1,3,4,8,10–12].
For example RILEM TC 203-RHM [1], focused on repair mortars, shows how to analyse those already 
existing on buildings, and gives general instructions on how to make a good reintegration mortar. 
RILEM, in their technical report, considered the environmental conditions, the classification of decay 
patterns and other parameters essential to build a reintegration mortar, such as colour, porosity pattern, 
and the size distribution of the aggregate.
RILEM TC 167-COM [12], gives an ample overview on the methodologies of characterisation of historic 
mortars. The report presents indications of the characteristic of old mortars in relation to their repair, 
then it presents different methods of characterisation: “in-situ visual analysis and practical sampling of 
historic mortars, mineralogical characterization of historic mortars, chemical characterization of historic 
mortars, mechanical tests on mortars and assemblages and porosity of mortars”, and in the end it treats 
degradation processes and case of studies. They consider optical microscopy, scanning electron micros-
copy, X-ray diffraction and acid dissolution and wet chemistry techniques. They underline as the wet 
chemistry analysis, if used independently, lacks information. In this RILEM report also the porosity char-
acterisation is considered. They report the criticism already underlined by Diamond, for MIP and present 
the other measurement for the specific surface like BET, tomography and NMR. Middendorf et al [13] 
give an interesting review of the microscopic analysis like SEM-EDS and WDS, thin section analysis, 
thermogravimetry, differential scanning calorimetry and X-ray diffraction on mortars and cements, in 
the second chapter (2.2) of RILEM TC 167-COM “Characterisation of Old Mortars with Respect to Their 
Repair”. In this review, thanks to some examples from the case studies, they also proposed a flow chart 
similar to the one made by Alessandrini [11] and Veiga et al [4] in which a general approach to the anal-
ysis of mortars and cements is suggested and they explains schematically which type of information could 
be obtained from each technique. He focused mainly on microscopy analysis (SEM-EDX), TG-DSC and 
separation of binder from the aggregate. In the second chapter (2.3), Middendorf et al. concentrate also 
on chemical characterisation of historical mortars [3] focusing on elemental composition in destructive 
way for the sample, like dissolution, extractions, heat treatments, etc.. In RILEM TC-167 the mechanical 
tests were also taken into account, both on site and in laboratory, but a big restriction of the application 
of mechanical tests on historical mortars is the small dimensions of the samples taken from historical 
buildings, which limit the applicable analyses. 
Normal 27/88 [14], in 1988 suggested a general procedure to characterize mortars by means of analyt-
ical techniques. The Normal committee suggested the mechanical separation between binder and ag-
gregate and their characterisation with XRD, infrared spectroscopy, DTA and thermogravimetry, but 




Moreover, they suggested the preparation of thin sections or cross sections but the SEM analysis have 
been recommended only on these last ones. Furthermore, this protocol lacks information on the analyti-
cal results and how these are useful to identify one type of mortar from another. In addition, with the new 
technology, other analyses could be added to the ones listed in this Standard.
Alessandrini et al. provided a flow chart to suggest which analyses could be performed and which informa-
tion can be deduced by each technique. They differentiate between bulk analysis and powder analysis. They 
propose also a second flow chart where they introduce the analytical sequence for the chemical characterisa-
tion of a mortar, suggesting a series of extraction, filtration, and heat treatments. The first flow chart lacks in 
the mineralogical and chemical information that can define one type of mortar from an another, while the 
second flow chart is very specific but it shows only methods that dissolve the samples. In cultural heritage, 
due to the small samples, the loss of the sample could be a restriction in the choice of the analysis [11].
Another scheme of the sequence to identify the composition of ancient mortars is presented by Rosario 
Veiga et al. [4]. They suggest as the first step after sampling stereomicroscope observation, then XRD 
for the “nature of the components”, TGA-DSC for the lime content, SEM-EDX for morphological com-
ponents and deterioration and FTIR for the identification of the nature of the organic compounds. In 
parallel they suggest the use of wet chemistry analysis for the identification of soluble salts and to measure 
the grain size distribution. Several observations can be made on this scheme, first of all the preparation 
of thin sections requires a certain amount of sample that not always is possible to collect. Secondly XRD 
does not characterize each of the phases, as in the case of hydraulic compounds, these present problems, 
moreover SEM-EDX can also help in the identification of hydration/carbonation rims and also of the 
hydraulic compounds. Furthermore, FTIR can additionally identify inorganic compounds and not only 
the organic fraction. For what concerns the wet chemistry treatment suggested should be considered with 
care because these techniques require the dissolution of the samples, and in the case of historical mortars 
this is a restriction.
Goins et al. [8] underlined on one hand how the ASTM C114 (American Society for Testing and Ma-
terials) and the wet chemical tests exhibit the inability to distinguish the soluble silicates in cements and 
on the other hand they also evidenced that the acid digestion technique for the separation and analysis of 
aggregate could incur problems when the aggregate is partially or total composed by carbonate phases. 
The authors of this article claim that the X-ray fluorescence is a good alternative method for the identifi-
cation of oxides and that these methods do not give the mineralogical composition of the material.
Van Balen et al. proposed [9] two methods for the identification of hydraulic binders. They focused on the 
comparison of the results with XRD and DTA/TGA analysis and the use of complementary procedures 
as the acid attacks in order to quantify soluble silica and they perform a pozzolanicity test. They do not 
consider the problem that in the case of mixed mortars; the signals of hydraulic phases could be weaker 
and not visible.
Martinet et al. [10] proposed a complementary methodology for mortar analysis, combining examination 
under optical microscope, thermogravimetric analysis, X-ray diffraction, SEM-EDX analysis with chem-
ical analysis of the acid soluble fraction. They compare the results from the above-mentioned techniques 
and propose the use of specific software for determining the mortars composition.
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Alvarez et al. [15] did a comparative analysis of different methods for the attack of mortars with silicate 
aggregate with diluted HCl. They compared the cold attack with the hot attack saying that the latter is 
more effective while the cold attack is suspected to be able to solubilize only a part of the binder.
The ASTM C114 standard [16] provide a series of test method to perform the chemical analysis of hy-
draulic cements. This standard refers only to wet chemistry methods to estimate each component of the 
cement like: silicon dioxide, ferric oxide, phosphorus pentoxide, titanium dioxide, aluminum oxide, calci-
um oxide, magnesium oxide, sulfur, and other oxides. Also the UNI 11088 [17], UNI 11089 [18] and UNI 
11189 [19] establish the chemical procedure and the calculations that should be done for the identification 
of the chemical compounds. These procedures are time consuming and require a certain amount of sam-
ples that at the end of the analysis will be destructed, reducing the possibility to perform other analyses on 
the same samples. It is a destructive analysis that for cultural heritage samples could be a severe restriction. 
Moreover from the oxides it is not always easy to go back to the mineralogical composition of the mortar.
The second phase of the literature research was on the mix proportion and methods of past and mod-
ern mortars “recipes”. Several manuals and scientific literature were examined, several case studies have 
shown how the composition could vary and the different ways and techniques that are used to detect the 
material composition. The main manuals of Leon Battista Alberti, Vitruvio, Plinio il Vecchio, Francesco 
Milizia, Andrea Palladio and many others have been considered in this study [20–29]. In these manu-
als a lot of misunderstanding emerged regarding the proportion used or in the use of the terminology. 
Usually just an estimated ratio of the materials was indicated. In our times, especially in the case of ce-
ments, a wide range of normative with well-defined proportions is present and also the methods to test 
the compositions are fully highlighted [30,31]. It is important to underline that the UNI EN 196-2, just 
cited, is applicable for cements without historical interest, because as the other norms for the mortars, 
it implies destructive analyses of the sample, based on wet chemistry. Also the results and the studies 
reported in the articles and case studies have been considered in the study of past recipes [32–45]. Some 
case studies are exemplified in the following paragraph, having chosen the most representative among 
the huge quantity present in literature. For example Elert et al. [32] focus their attention on lime mortars 
in the field of conservation of buildings. They take into consideration from the calcination of the raw 
materials until the re-carbonation of the lime, taking also into account the hydration of lime and the ag-
ing of lime putty Moropoulou et al. [33] explain, through a case study, the different mortar technologies 
analyzing them with mineralogical and chemical analysis. 
A third phase of literature was examined to identify the analytical techniques applied to the characteriza-
tion of mortars. Aerial mortars composed by hydrated lime, lime putty and gypsum mortars are usually 
identified using petrographic microscopy, X-ray diffraction, or with the help of other more detailed an-
alytical techniques such as scanning electron microscopy (SEM), thermal analysis DSC, TG and FTIR. 
For hydraulic mortars such as natural hydraulic lime and cements the above mentioned techniques could 
be used, but also Raman spectroscopy and NMR have an important role according to literature.
Polarized light microscopy (petrographic microscopy) is one of the most common method of mortar 
analysis. Thin section observations are important because they give an optical visualization of the sample 
providing information on the structure and the minerals present in it and often used to analyze building 
materials and geological samples. This method requires a long and careful preparation in order to obtain 
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the correct thickness of the sample, which is required for this type of analysis. This technique exploits the 
optical properties of minerals when polarized light is passed through them in order to make easier the 
identification of minerals. Thanks to the optical analysis, the main minerals, the size, the dimensions and 
shape of the pores (spherical or irregular), aggregate grains and some information on binders can be iden-
tified. For this type of analysis, a certain amount of sample is necessary and for this reason its use is not 
always possible (especially on cultural heritage materials). Some unpublished research by “Forum calce” 
shows how the interpretation of thin sections could be difficult and strictly dependent by the operator 
[46]. The use of petrographic analysis are well documented application of microscopy techniques in the 
study of mortars mineralogical composition [2,33,55–64,47–54]. In his review, Elsen [2] clearly explains 
the different techniques like polarized light microscopy, polarization fluorescence microscopy, scanning 
electron microscope applied to mortars and cements. He also focuses on the different nature of the aggre-
gates, binders and hydraulic additives giving a great deal of examples. 
Several are the case studies regarding the application of thin section analysis on historical mortars and of 
their alterations [33,39,56,60,65,66]. Weber et al. [67] provide a complete overview on the microscopical 
methodologies for the identification of hydraulic binders in historical mortars. They explain a meth-
odological approach from the preparation of the samples to their observation with stereo-microscope, 
polarizing microscopy and scanning electron microscopy.
In this research, polarized optical microscopy has been applied to mortars samples made with a single 
binder or on mixed mortars (with two binders); both types of mortars were made using two different 
types of aggregate (quartz-sand and carbonate-sand) in order to evaluate the influence of the aggregate in 
the analysis of mortars with known composition. The samples of mortars with aggregate and one single 
binder have been used as a reference and compared to the mortars with two binders. On these latter the 
possibility of distinguishing the presence of two mixed binders has been evaluated.
In the last decades this technique has been applied also to the analysis of cements [2,62,67–77] with good 
results thanks to the identification of cement unhydrated particles in the binder. Optical microscopy is 
usually employed in combination with scanning electron microscopy or environmental scanning electron 
microscopy, to confirm or study in depth the phases previously identified with optical microscopy at the 
highest possible resolution. This happens especially when cements are analyzed, like Pintér or Weber 
and others authors works [61,64,68,69,73,78–80] shown. In this study an environmental scanning elec-
tron microscope (ESEM) has been used: it allows analysing the samples without the need of a coating. 
The analyses have been performed mostly with back-scattered electrons (BSE). The production of 
back-scattered electrons is mainly linked to the atomic number of the atoms that constitute the sample, 
giving images with black/white contrast. The scanning electron microscope analysis has been used to 
investigate the samples at high resolution in order to evaluate the morphological differences between 
each mortar and their elemental compositions (EDS detector). Since ESEM analysis is an image analysis, 
it could give information about the microstructure of the sample investigated adding data to the powder 
sample analysis performed with other techniques (PXRD, FTIR, TG-DSC). A particular attention was 
given to the samples blended with cements, in order to verify the possibility of recognizing the cements 
when they are mixed with other materials.
Powder X-ray diffraction (PXRD) is another largely used technique. It allows the identification of the 
mineralogical components of a sample. PXRD is an invasive non-destructive analysis; in fact it requires 
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samples but it is non-destructive because the samples, although in powder, could be used for other inves-
tigations after the analysis. In order to perform PXRD analysis on mortars approx 1g of powdered sample 
is required. Once the powder is analysed the information obtained will represent the overall bulk of the 
sample. PXRD analyses are performed to obtain the mineralogical reference composition of the sam-
ples. PXRD is widely applied to mortars [37,78,81–86] and cements [70,80,87–93] in several examples. 
The research of Aranda et al. [89] represent a valuable and helpful work in the identification and quanti-
fications of phases and hydration products present in ordinary Portland cements. Unfortunately, PXRD 
presents some restrictions in the analysis of hydrated phases of cements, because these are usually in gel 
form, not well crystallised, and thus they are difficult to identify with this technique.
Infrared spectroscopy is a vibrational technique that allows studying the vibrational movements of atoms 
in the molecules of a sample. It is often used in combination with PXRD or petrographic microscopy to 
detect the chemical composition of the samples [37,78,83–85,94]. It is usually used in different modalities 
like attenuated total reflection mode and transmission. These are two bench-top modes of analysis that 
require a small amount of powder sample. 
In this research study, three different FTIR instruments are compared to evaluate their drawbacks and 
advantages applied to mortars. FTIR in transmission mode was compared to attenuated total reflectance 
(ATR) mode and to portable infrared spectroscopy in external reflection mode (ER-FTIR).
A comparison between different infrared spectroscopic modalities of analysis was already studied by Del-
gado et al. [95] applied to cement minerals and hydrated products. They compare transmission, pho-
toacoustic spectroscopy and diffuse reflectance infrared (DRIFT). They underlined as the three tech-
niques provide similar results but infrared in transmission mode is more “labour-intensive” compared to 
the other two. Moreover Ghosh and Handoo [96] provide an interesting and early review on the use of 
infrared and Raman spectroscopy applied to the identification of cements components, before and after 
the hydration. Hughes et al. studied the identification of cements compounds with DRIFT technique pro-
viding the characteristic absorbance bands for cement minerals [97]. Yu et al. studied in near-, mid- and 
far-infrared spectroscopy the calcium silicate hydrate (C-S-H), Ca(OH)2, tobermorite and jennite minerals 
while Ren et al. [93] studied the structure of tricalcium silicate with infrared spectroscopy and X-ray 
diffraction. Bensted et al. [98] and Gastaldi et al. [99] provide interesting studies on the application of 
infrared spectroscopy in the assignation of the bands of ettringite, Gastaldi in particular, focused their 
attention in the near-infrared identification of ettringite bands.
ER-FTIR is a relatively new non-invasive technique that allows performing infrared analysis with porta-
ble instruments without sampling the object of the analysis. It is based on the reflection of incident infra-
red radiation. The peaks obtained with this technique could be harder to interpret than the ones found with 
other infrared techniques because of the presence of inverted and derivatives peaks. They appear because 
Fresnel’s law rules the reflection connecting the absorption index (k) and the refractive index (n). When k 
< 1 a derivative-like signal is observed; on the other hand, when k >> 1 inverted (restrahlen) peaks can 
be seen. The specimens are composed by a mixture of different components, thus it is not possible to 
know the specific reflection coefficients of the surfaces [100–102]. Moreover, the reflectance infrared 
spectrum of the instrument used in this research, has a double wavenumber range compared to trans-
mission infrared spectrum: in fact, it starts at about 300cm-1 and ends at more than 7000cm-1; therefore 
more information could be recorded. The ATR mode spectrum ranges from 600cm-1 to 4000cm-1, while 
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the transmission spectrum x axis scale starts around 400cm-1 ending at 4000cm-1. With these differences 
in the length of the spectrum, we can have a change in the detection peaks related to the presence of one 
substance which could indeed influence the results. It is known the presence of the so-called “ATR-shift”. 
This phenomenon, in our spectra, appears in the zone between about 1000 and 1450cm-1. In addition 
to the compositional analysis performed with the three infrared techniques, a part of the research fo-
cused on the interaction between the surface roughness and the infrared incident and reflected radiation. 
Since external reflection has been found to be influenced by the surface roughness [103,104] as in the case 
of painting films [104–106] and of natural stone [107], the diffuse component of the signals determines its 
intensity and shape. The signals collected are composed of both surface and volume reflection [108]. The 
surface component is related to specular reflection of the surface microstructure and depends on the ab-
sorption phenomena and on the refractive index, leading to the presence of derivative and restrahlen peaks.
To study the thermal behavior of the mineralogical phases the TG-DSC analysis is usually used in mortar 
analysis requiring at least 40mg of powdered sample. This technique is used for mortar characteriza-
tion in several case studies [33,37,94,109,110] or in phase transition in research on cement phase forma-
tion [81,82,87,88,91,92,111–118], as Guirado et al. [119] showed in their study where they analyzed the 
thermal decomposition of hydrated alumina cement (CAH
10
). These techniques are used in quantitative 
studies, to reconstruct the proportion of binder/aggregate [33,37,94,110] or to study hydraulic phases 
[94,110,120]. Ramachandran et al. [121] provided a systematic study of cement raw materials and hy-
drated phases with  differential thermal analysis, and they studied the thermal behavior of hydration of 
different compound at different time from the beginning of the hydration process. Gabrovsek et al. [112] 
showed the shift in the decomposition of the carbonates as a function of the hydration time and miner-
alogical phases. Also Dweck et al. studied the hydration of cement with addition of calcium carbonate 
with the use of thermal analysis and underline that the analysis with this technique of these types of 
samples is more challenging than the analysis on samples of only cement. Moropoulou et al. [82] show 
different examples of the application of thermal analysis on different types of mortars: lime mortar, lime 
mortar with portlandite, hot lime, modern cement and gypsum mortar. They also demonstrated that the 
CO2/H2O ratio (hydraulic water) in relation with CO2 expresses the hydraulic character of the mortar. 
This technique was included in this methodological study to evaluate if this technique could add informa-
tion on the analysis of mortars compared with those performed with the other techniques and help in the 
identification of composite mortars. It is known its use in the analysis of mortars but a systematic study of 
this technique on this material was not done yet.
Cements, the most used analytical techniques to study their composition and chemical characteristic are 
petrographic microscopy, X-ray diffraction, scanning electron microscopy, infrared spectroscopy and 
thermogravimetric analysis as already discussed before. In addition, also Raman spectroscopy and MAS 
NMR are used.
Raman spectroscopy on cementitious materials has already demonstrated a good response, except when 
it is affected by fluorescence especially on this type of material [69,96,122–132]. In literature it is used 
for the evaluation of hydration process of cement [123,128,132–138], or for the study of a single phase 
[122,127,138–146] or also to identify cement and mortars paste composition [69,73,76,85,125,129–
131,144–150]. It is important to underline that in most of the above mentioned examples, the authors fo-
27
cused on the identification of a single phase in model samples, while there are fewer examples on real case 
studies [85,131]. Schmid et al. [131] have shown the application of Raman micro-spectroscopic imaging 
in the analysis of historical mortars with promising results. They applied this technique to cement mor-











or between dolomite and calcite. Higl et al. [123] used the confocal Raman spectroscopy to investigate the 
hydrated cement microstructure. They synthesized C
3
S raw material with known composition, and then 
they studied the phase formed after its hydration. With this study they identified the most characteristic 





In this research Raman spectroscopy was used to evaluate its possible applications in the identification 
of cement phases in mortars. We wanted to evaluate its application on samples of known composition 
considered as a real case samples to estimate its applicability. On the other hand, we wanted to prove the 
use of this technique to identify some phases that cannot be detected by XRD or other techniques because 
of their minor crystallinity or because out of the range of identification (for example oxides in the case of 
FTIR analysis). The samples analysed with this technique are cement and natural hydraulic lime powders 
of raw material (before hydration), cement and natural hydraulic lime samples after the hydration without 
the aggregate and hydraulic mortars. The hydrated samples without the aggregate have been prepared in 
order to collect the signals from the pure binder as a reference. Finally, the samples with cement and the 
aggregate have been analysed to evaluate the aggregate influence on the analysis’ results.
Nuclear magnetic resonance is a chemical technique that is largely used in the investigation of liquid com-
pounds. The Magic Angle Spinning Nuclear Magnetic Resonance (MAS NMR) is a solid state NMR spectros-
copy technique that is applied to massive samples. Its chemical shifts are very large, if compared to liquid NMR. 
These signals are large bands that sometimes need a de-convolution process to be interpreted. MAS NMR 
is influenced by the same variables of the liquid NMR but, since the samples are solids, some interactions 
are not averaged. Thus the samples are influenced by the anisotropy of the chemical shift and the orienta-
tion of the atoms in the solid. The analyses are performed at the so called “magic angle” 54.74°, because the 
anisotropic dipolar interactions of the sample are reduced and homogenized by introducing rotation of 
the sample at this specific angle. There are other modes of performing solid state NMR, such as the cross 
polarization (CP): in this technique the polarization is transferred to the most dilute atoms from the most 
abundant, in order to amplify their signals. A further technique is the high power decoupling: this implies 
the decoupling of 1H in order to cancel the possible 1H interaction with the isotope that we are studying 
(notation {1H}). Usually these techniques are coupled together, in order to obtain the best signals.
MAS NMR spectroscopy is used to analyse cement pastes. It can be used to study and investigate the 
structure of calcium silicate hydrate gel as Cong et al. demonstrated in their work [140], by monitoring 
the 17O sites. The samples of cement, made with different CaO/SiO2 ratios, have been studied after the 
isotopic enrichment in the content of 17O. Different chemical bonds (Si-O-Si, Si-O-Ca and Ca-OH) have 
been monitored in order to study the hydration of C-S-H. The chemical bonds in the spectra have been 
assigned on the basis of the chemical shift only. They identified a zone that is connected to the presence of 
H2O because after the heating of the sample the corresponding band disappears. In another article Cong 
et. al. [151] studied the structure of different types of tobermorite, jennite, and other Ca-silicate phases 
studying the 17O,29Si and {1H}29Si CP-MAS NMR. MAS NMR was also used to monitor the sulphate at-
tack in cement. Peyvandi et al. [152] after the exposure of their cement specimens to a solution of 5% of 
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sodium sulphate for different times, studied 27Al and 29Si to investigate the changes in the specimens after 
the attack. They studied 29Si and 27Al because sulphate attack changes the relative proportions of cement 
hydrates products like ettringite, monosulphate, calcium silicate hydrates. In other cases as Andersen et 
al. [153] and Mendes et al. [154] they demonstrated how the use of MAS NMR could improve the studies 
and the characterisation of calcium aluminates and aluminate hydrates. To do that, they mainly studied 
the 27Al and 29Si isotopes.
In our research this technique was not used because it requires specific instrumentations, experience 
and ability in the analysis of MAS NMR data. Anyway, it was considered and cited as a powerful tech-
nique that could help in the study of cement chemistry and in the hydration processes of these materials. 
In addition, MAS NMR was not applied to our samples due to the specificity of the techniques and be-
cause the study of the single phase hydration was not in our purpose.
Another technique that is often used on mortar materials is the X-ray fluorescence (XRF); it could be 
portable or bench-top instrument with the advantages and drawbacks of each modality of analysis. Since 
this technique gives only the elemental composition, without the help of another technique the identifi-
cation of the typology of the mortar analysed could be difficult. Moreover, for classical portable and some 
bench-top instruments there is the impossibility of this technique to identify elements lighter than silicon 
silicon because they are too light; as a consequence the quantitative analysis applied on mortars could 
be difficult due to the inability of the identification of all the elements. On the other end the bench-top 
total reflection X-ray fluorescence (TXRF) presents better performances than XRF and could be used 
for elemental analysis, quantitative and provenance studies, but it requires liquid samples. For example 
Bonizzoni et al. [155] applied XRF and PXRD on Roman mortars. They also provide a classification of 
the XRF data thank to dendrogram obtained by the cluster analysis. Ergenç and Fort [156] present a mul-
ti-analytical characterisation of Roman mortars; they performed bench-top X-ray fluorescence, powder 
X-ray diffraction, thermal analysis, scanning electron microscope – EDS, petrographic analysis and stable 
isotopes analysis. Focusing on XRF analysis, they calculated different ratios like CaO/MgO vs TiO2/Fe2O3 
or CaO+MgO vs SiO2 + Al2O3 + Fe2O3 to classify the samples with more binder and less aggregate be-
tween the samples with the opposite ratios. They also focused on trace elements to give an idea on the raw 
materials. Miriello et al. [64] performed analysis on Pompeian mortars. They performed petrographic 
analysis, bench-top X-ray fluorescence analysis, laser ablation inductively coupled plasma mass spectrom-
etry, and scanning electron microscope and powder X-ray diffraction. In this study, XRF and LA-ICP-MS 
data were used for compositional and provenance studies using multivariate analysis.
In our research this technique was not used because it is specific for provenance studies that are not 
among the specific purposes of the project on our model samples. Certainly in a real case of study it is an 
important analysis if there is the possibility of the analysis also of the raw materials or mortars of different 
period to recover the historical background of the excavation for example. 
In parallel to the above mentioned analytical techniques, a focus on the study of the microstructure of 
mortar samples has been carried out. It was done by using computed X-ray tomography (CT) [157–166] 
and mercury intrusion porosimetry (MIP) [138,163,167–170]. Thanks to X-ray tomography the poros-
ity, the size, the grains distribution of the aggregate and the volume distribution of the binder could be 
evaluated. Among the techniques considered in this research, X-ray tomography is the most uncommon. 
In fact it requires specific and expensive equipment, software both for acquisition and elaboration of the 
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data, and an in depth experience in this field of studies. Computed X-ray tomography have been applied 
to building materials to investigate the stone decay as showed by Cnudde et al. [171] where they develop 
a software for 3D analysis, with a resolution of 3.96µm. With this research they studied the porosity, 
the pore size distribution of the pores of the sample. Moreover they could suppose the presence of four 
mineral phases visually recognizable. An example of the application of X-ray tomography on mortars is 
given by Lanzon et al. [166]. They use µCT to characterize modern mortars; they could calculate the total 
porosity, the equivalent diameter and the partial porosity (porosity variation in longitudinal direction).
Then the results of the porosity distribution have been compared to the traditional mercury intrusion po-
rosimetry results. Computed X-ray tomography is a non-destructive technique. This approach is of major 
concern studying building materials since it allows subsequent analysis. It was also possible to compare 
the aggregate’s size with the known dimension of the sieved aggregate used to prepare the specimens. 
At the end, to help the visualization of the result of the µCT analysis, a 3D reconstruction of pores, aggre-
gate and binder was made.
This research produced interesting results that can contribute to the critical and necessary knowledge 
on artificial building materials. It suggests and analyzes the contribution of each analytical technique 
used when applied on artificial building materials in cultural heritage context. It studies in depth the 
advantages and drawbacks of each technique. In addition, mortars were investigated also the pore-issue. 
The results of this last part underline the benefit and the weakness of pore analysis on this type of material.
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Preparation of specimens
A set of 4.5×2.5×1cm specimens were prepared (tables 6-10) with different mix designs based on recipes 
selected from the literature [1–26]. The dimension of the samples was chosen to have small samples in 
order to facilitate the re-carbonation of the binders in the bulk of the samples.
The specimens of pure binder were prepared with dispersing aerial lime putty, Portland cement, poz-
zolanic cement, natural hydraulic lime or gypsum in a measured amount of water in order to obtain the 
proper workability [27,28], and then the mix was poured into silicone moulds. The raw materials were 
taken from those commercially available and traditionally used in restoration practice. 
From these prepared specimens of pure binder, the spectra of a single component not influenced by 
aggregate compound peaks could be recorded. Then the specimens with the aggregate (either carbonate 
or quartz, to study separately their possible contribution to the aggregate) were prepared. The binder/
aggregate ratio was 1:3 (weight/weight) it was closed among the most diffused proportion found in lite-
rature. The type of quartz sand used for the specimens was a standard sand (referred to as “quartz sand” 
in the text) according to UNI EN 196–1 (standard quartz sand with controlled granulometry and constant 
mineralogical composition). This sand was sieved in order to have a grain size distribution similar to that 
carbonate sand. The carbonate sand was bought from a supplier specialized in restoration product. The 
grain size of this type of sand is 0,063-0,5mm and 0,7-1,2mm because of they sell the sand in two different 
bins. The samples were prepared according to UNI EN 196-1.
The set was prepared in a steady environment room at 20 °C and 65% of RH [29]. The specimens with 
aerial binders were then removed from the mould and cured in the same environmental conditions for 6 
months (65% of RH at 20 °C). The cements and natural hydraulic mortars were cured at 90% of RH and 
20 °C, according to EN196 [30]. 6 months were chosen as a compromise between the long carbonation 
times and the technical times for carrying out the analyzes, furthermore, this aspect was considered du-
ring the interpretation of the results. Thus, each specimen presents two different surfaces, and the one 
originally in contact with the silicon mould was smoother than that in contact with the external air, which 
was rougher by a naked eye observation. A further roughness level was prepared using coarse sandpaper 
(P180) on one of the remaining faces in order to study the effect of the roughness in ER-FTIR analysis on 





Mixes made of one specific binder
Binder 1 (B1) Binder 2 (B2) B/water (w/w) Label
Lime putty - - G
Hydrated lime - 100:67 C
CEM I - 100:50 CI
CEM IV - 100:50 CIV
Gypsum - 100:55 Gs
NHL 3.5 - 100:55 N
Mixes made of two specific binders




Lime putty NHL 3.5 50:50 100:27.5 GN
Lime putty CEM I 50:50 100:25 GCI
Lime putty CEM IV 50:50 100:25 GCIV
Lime putty Gypsum 50:50 100:27.5 GGs
Hydrated lime NHL 3.5 50:50 100:61 CN
Hydrated lime CEM I 50:50 100:58.5 CCI
Hydrated lime CEM IV 50:50 100:58.5 CCIV
Hydrated lime Gypsum 50:50 100:61 CGs
NHL 3.5 CEM I 50:50 100:52.5 NCI
NHL 3.5 CEM IV 50:50 100:52.5 NCIV
NHL 3.5 Gypsum 50:50 100:55 NGs 
Table 6. Model samples made of one specific binder and mixes made of two specific binders.
Mortars with quartz aggregate
Binder Aggregate B/Water (w/w) B/Ag (w/w) Label
Lime putty quartz sand - 1:3 GQ
Hydrated lime quartz sand 100:67 1:3 CQ
CEM I quartz sand 100:50 1:3 CIQ
CEM IV quartz sand 100:50 1:3 CIVQ
Gypsum quartz sand 100:55 1:3 GsQ
NHL 3.5 quartz sand 100:55 1:3 NQ
Table 7. Model samples made of one specific binder and quartz aggregate.
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Lime putty NHL 3.5 quartz sand 50:50 100:31.5 1:3 GNQ
Lime putty CEM I quartz sand 50:50 100:25 1:3 GCIQ
Lime putty CEM IV quartz sand 50:50 100:25 1:3 GCIVQ
Lime putty Gypsum quartz sand 50:50 100:27.5 1:3 GGsQ
Hydrated 
lime
NHL 3.5 quartz sand 50:50 100:61 1:3 CNQ
Hydrated 
lime
CEM I quartz sand 50:50 100:58 1:3 CCIQ
Hydrated 
lime
CEM IV quartz sand 50:50 100:58 1:3 CCIVQ
Hydrated 
lime
Gypsum quartz sand 50:50 100:61 1:3 CGsQ
NHL 3.5 CEM I quartz sand 50:50 100:52.5 1:3 NCIQ
NHL 3.5 CEM IV quartz sand 50:50 100:52.5 1:3 NCIVQ
NHL 3.5 Gypsum quartz sand 50:50 100:55 1:3 NGsQ
Table 8. Model samples made of two specific binders and quartz sand.
Mortars with quartz aggregate
Binder Aggregate B/Water (w/w) B/Ag (w/w) Label
Lime putty carbonate sand - 1:3 GM
Hydrated lime carbonate sand 100:67 1:3 CM
CEM I carbonate sand 100:50 1:3 CIM
CEM IV carbonate sand 100:50 1:3 CIVM
Gypsum carbonate sand 100:55 1:3 GsM
NHL 3.5 carbonate sand 100:55 1:3 NM















Lime putty NHL 3.5
carbonate 
sand
50:50 100:31.5 1:3 GNM
Lime putty CEM I
carbonate 
sand
50:50 100:25 1:3 GCIM
Lime putty CEM IV
carbonate 
sand




























50:50 100:61 1:3 CGsM
NHL 3.5 CEM I
carbonate 
sand
50:50 100:52.5 1:3 NCIM
NHL 3.5 CEM IV
carbonate 
sand




50:50 100:55 1:3 NGsM
Table 10. Model samples made of two specific binders and carbonate sand.
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Analytical techniques
Optical microscopy and petrographic analysis
Optical microscopy was performed with a Zeiss Axioscope A.1 equipped with an Axiocam camera and 
Axiovision software. The sections were prepared to have 30μm thickness. The abundancy of the different 
components was measured by point counting using JMicrovision freeware. The point counting analysis 
was performed with JMicroVision software using 200 points and a random grid. Before performing point 
counting, the classes of selection were created.
X-Ray Diffractometry (XRD)
For each test, three diffractions were made to study the reproducibility of the method, depositing each 
time a new aliquot of powder in the circular aluminium sample holder. For a test, three repeated tests 
were performed on the same powder in the sample older of the same sample always to study the repro-
ducibility of the method. The X-ray diffraction instrument used in this study requires about one gram of 
finely grounded sample. The obtained diffractograms were analysed using the PDXL2 software, which 
also enabled the recognition of the phases present by comparing with the ICDD-PDF2 and COD databas-
es. The results obtained were also verified by further comparison with paper databases. 
A particular attention was given to samples containing cement. After the first scans with Miniflex were per-
formed some scanes with high resolution XRD D8 Bruker that is 40kv 40A and for a longer time to see if the 
change of the instrument could improve the results. The results are showed in the next chapter (Chapter 3).
The X-ray diffraction analyses were conducted on samples ground, using a Rigaku Miniflex 300 diffrac-
tometer (30 kV, 10 mA, Cu-Kα radiation (λ = 1.5418Å), 5-75° Theta/2-Theta, step scan 0.02°, scan speed 
3°/min attachment: Standard; Scan axis Theta/2-Theta; Filter scan range: 5.0000 - 75.0000 deg; CBO 
selection slit-Incident slit; diffracted beam mono; Length limiting slit 10.0mm; detector receiving slit 
# 1, 1.250deg; Scan mode CONTINUOUS; receiving slit # 2 0.3mm.). PDXL2 software, supporting the 
International Centre for Diffraction Data (ICDD) PDF2 databases, was used to identify the phases in each 
diffractogram, by comparing experimental peaks with reference patterns.
D8 Brucker for long measurements, data parameters:
Bruker AXS D8 Advance diffractometer, acquiring data at room temperature in the 4.0–85.0° 2θ range, 
with steps of 0.02°, and time per step of 1s. Microcrystalline powders of the samples were deposited in the 
hollow of a silicon zero-background plate 0.2 mm deep. Data acquisitions of Zn-H/NO2 S and Zn-H/NO2/
NH2 S were performed on a vertical-scan Bruker AXS D8 Advance θ:θ diffractometer, equipped with a 
Lynxeye linear position-sensitive detector, an X-ray tube (CuKa, l = 1.5418 Å), a filter of nickel in the 
diffracted beam and the following optical components: primary beam Soller slits (2.5°), fixed divergence 
slit (0.5°), antiscatter slit (8 mm). The generator was set at 40 kV and 40 mA.
Infrared spectroscopy
FTIR analyses in external reflection mode FTIR measurements were conducted using an Alpha Bruker 
FTIR portable spectrophotometer in reflection mode for contactless measurements and a DTGS detector. 
Spectra were collected between 7500 and 375cm−1 with 4cm−1 resolution and 200 scans. The background 
was periodically acquired using a flat gold mirror. The measured area was about 6 mm in diameter. The 




Spectra were processed using the pseudoabsorbance [log(1/R); R = reflectance] as the intensity unit. Data 
were analyzed using an homemade database of minerals, raw materials and bibliographic resources. For 
each face of the specimens, five spectra were acquired at different points to evaluate the repetitiveness of 
the analysis and to examine as much surface as possible in the study. 
FTIR analyses in transmission and ATR mode spectra were recorded with a Thermo Scientific Nicolet 
iS10 instrument in the 4000-600cm-1 range (ATR) and 4000-400cm-1 (transmission), with a resolution of 
4 cm-1, 32 scans. With regard to the ATR analysis, a diamond crystal was used, while the pellets for trans-
mission mode were prepared using a sample/KBr dilution of 1/20. Prior to each specimen a background 
analysis was performed, whose spectrum was automatically used to correct the measurement. The sam-
ples were ground in an automatic ball grinder for 5-7 minutes at intensity 1 (Pulverisette 0 FRITSCH) [31].
The micro FTIR (µFTIR) analyses were performed by a Thermo Scientific Nicolet Nexus spectrophotom-
eter equipped with a DTGS detector (spectral range 4000–400 cm−1) coupled with a ContinuμmTM infra-
red microscope with mercury cadmium telluride detector (MCT/A) cooled with liquid nitrogen (spectral 
range 4000–650cm−1). The spectral resolution used was 4cm−1, with accumulations of 128 scans. The sam-
ples were embedded in polished cross section and analysed in external reflection mode. The background 
was collected on a golden coated plate.
Raman Spectroscopy
Micro-Raman analyses on binder specimens were performed with a Bruker Senterra instrument, whose 
settings were changed from time to time as needed. The specimens were analyzed using the fragments as 
they are and embed in the epoxy resin. The settings of the instrument are as follows:
The experiments were carried out using a Senterra dispersive Raman microscope (Bruker Optik GmbH). 
The spectral resolution is about 9-15cm-1 (400 grooves/mm gratings). The most used conditions are the 
following: laser 532 nm, output power 5-50 mW laser, microscope objective 50x LWD e 100x, acquisi-
tion time 0.2-10s e 10-80 coadditions, pinhole 50 micron.
When with 532 nm there was florescence (samples N, CIVQ, NQ) the 785nm laser was used, with objec-
tive 50x LWD e 100x, acquisition time from 10 to 100 mW, 2-10s 10-50 coadditions, pinhole 50 micron.
Environmental Scanning Electron Microscope (ESEM)
Analysis by Environmental Scanning Electron Microscopy and elemental analysis samples were per-
formed by an electronic microscope from FEI/Philips, model XL30 ESEM in low vacuum mode (1torr 
H2O) at 20kV acceleration potential, using the backscattered electron detector (BSE). Elemental analysis 
was performed by an energy dispersive X-ray spectrophotometer from Ametek Element.
Thermal analysis
Termogravimetric analysis and differential scanning calorimetry were performed together, with the same 
instrument (Netzsch sta 409 pc/pg) on 40 mg of powder for each sample. The powder used for the anal-
ysis was taken from the powder previously analysed with XRD. At least 10-40mg of grinded sample are 
required, for the analysis was used 40mg. A NETZSCH STA 409 PC/PG was used for TG-DSC analysis, 
with N2 fluxes of 20 and 40 ml/min respectively with a temperature ratio of 20/10.0(K/min)/900.
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Microstructure analysis
The microstructure analysis was focussed on porosity analysis. A selection of the samples made with 
one binder and the two types of the aggregate were analysed. The choice was performed selecting six 
samples of mortars with quartz aggregate and one specific type pf mortar and other six samples with the 
same binder but with carbonate aggregate. This selection was done in order to test the influence of the 
aggregate in the samples structure and also to study the porosity of the different binder used. In fact in 
this section the microstructure analysis done with MIP are compared to ones done with X-ray computed 
tomography to evaluate the similarity and the differences between the two techniques. 
Mercury intrusion porosimetry (MIP)
Mercury intrusion porosimetry (MIP) was carried out using a Thermo Scientific PASCAL 140 and PAS-
CAL 240. The measuring range (pressure) is 0.1-200 Mpa, the resolution (pressure) is from 0.01 Mpa to 
100 Mpa and from 100 to 200 Mpa. The accuracy >0.2% while the resolution in volume is 0.1 mm3. The 
measuring range radius is between 7.5 and 3.7 X 10-3 microns. For each specimen two samples were 
analysed with this technique.
Computed tomography (µ-CT)
X-ray Computed microtomography (µCT) images were measured on the custom-built HECTOR scanner 
at the Centre for X-ray Tomography of Ghent University (UGCT). This scanner rotates the sample 360° 
during the analysis, and geometric settings resulted in a voxel size of 10 micron. Images were obtained 
with an X-ray tube operated at 160kV and 10W, equipped with a 1mm Al filter and by taking 1401 
frames. Beam hardening was reduced by the presence of a 1 mm Al filter between the X-ray source and the 
sample. Octopus Reconstruction and Octopus Analysis were used for reconstruction and image analysis 
respectively. VGStudio was used for 3D visualizationn [32–35].
For the calculation of the sphericity only voids with at least 3 voxels of equivalent diameter were consid-
ered in order to exclude the smallest volumes that could produce error in the calculation. The program 
Octopus analysis calculates the equivalent diameter as “the diameter of a sphere with the same number 
of voxels as the object” and the maximum opening as “the diameter of the largest inscribed sphere in the 
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The raw materials compositions are according to EN 459-1 [1] and EN 197-1 [2]. The X-ray diffraction, 
infrared spectroscopy and thermal analyses were performed to characterize their compositions, and to 
have reference sample for future analysis and of the unhydrated phases. Unfortunately it was not possible 
to analyze lime putty because of its quick hardening; in fact, for example, in powder X-ray diffraction, 
during the analysis the sample started to carbonate and all the peaks appear shifted and impossible to be 
interpreted. In any case the analysis was possible on the hydrated paste made with one binder: lime putty. 
They were analyzed with different techniques to detect impurities or, as in the case of reflection infrared 
spectroscopy, to study the response of the instruments to these materials.
The raw materials are:
•	 Lime putty
•	 Hydrated lime
•	 Natural hydraulic lime 3.5 (NHL 3.5)
•	 Portland cement (CEM I)
•	 Pozzolanic cement (CEM IV)
•	 Bassanite commercially sold as “gesso alabastrino”
•	 Quartz sand
•	 Carbonate sand (commercially sold as “polvere di marmo” with two particle size ranges mixed to-




Powder X-ray diffraction (PXRD)
The main phases identified are listed in table 11, from the more intense to the less intense. Figures 1 - 3 show 
the diffraction pattern of CEM IV, CEM I and NHL 3.5 respectively. In some cases some phases could not 
have been discriminated because of the overlap of the main diffraction peaks. This the case for larnite (C
2
S) 
(Ca2SiO4), hatrurite (C3S) (Ca3SiO5) and calcite (CaCO3). Larnite [00-033-0302] presents its main peaks at 
d-spacing [Å] 2.78 (max intensity), 2.74, 2.61 and 2.18 while hatrurite [01-086-0402] has its main peaks at 
3.03, 2.77 (max intensity), 2.75, 2.74, 2.60 and 2.18 d-spacing [Å] in CEM I and CEM IV. Moreover, calcite 
presents some overlapping with these phases, as its main diffraction peak is at 3.06 d-spacing [Å] where 
overlaps with one of the most intense peak of hatrurite. The identification of C
3
A is more doubtful becau-
se this phase presents numerous overlapping diffraction signals with all the other phases and the signals 
are very weak. The presence of mullite in CEM IV is uncertain because the peaks obtained are not intense, 
but its occurrence could be due to the presence of fly ashes in this type of cement.
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Table 11. The mineralogical phases of the raw materials are written from left to right from the more intense to the weaker.
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▲Figure 2. PXRD pattern of Portland cement (CEMI) raw material.
Raw materials characterisation
▲Figure 3. PXRD pattern of Natural hydraulic lime 3.5 raw material
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Infrared spectroscopy (transmission, ATR and external reflection mode)
Carbonate sand
▲Figure 4. ATR, transmission and external reflection mode spectra of “Carbonate sand” 0.7 -1.2 (gray) and “Carbonate sand” 
0.063 – 0.5 (black) of carbonate sand, with the main peaks.
Figure 4 shows the spectra of the raw material in ATR, reflection and transmission. The peaks at 714cm-1 
and 875cm-1 are clearly visible in transmission mode; they correspond to v4 CO32- symmetric in-plane bend-
ing and v2 CO32- out-of-plane asymmetric bending respectively [3–7]. These two signals are also visible in 
ATR mode (figure 4) and in reflection mode but in the latter, the peaks are derivative-shape. The intense 
band at 1427cm-1, in transmission, is related to asymmetric stretching v3 CO32- [3–8]; in ATR mode this 
peak shifts to 1399cm-1 [9] while in reflection mode the peak splits in its characteristic shape (peak at 1516 
and 1416cm-1) [10,11]. The peak at 1797cm-1 (v1+v4 CO32- and/or overtone v2) [6,12–14] is visible in all 
the three modes of FTIR analysis.
The bands at about 2513cm-1 and its shoulder at 2594cm-1 are generally assigned to v1+v3 and/or 2v2+v4 
(CO32-) [6,7,10,12,13] is present in all the three FTIR methods used. The signals at 2875cm-1 and 2987cm-1 
(2v3 and overtone) [6,14–16], are the same in all the three FTIR modes used, in ATR and transmission 
there is also a peak at 2924cm-1, which is the combination band 2v3+47 [7] or 2v3 [6]. The peak at 1088cm-1 
is assigned to the v1 CO3-2 mode [4]. The peak at 3946cm-1 and the shoulder at 4005cm-1 are assigned to 2v3+v1 
vibrations [17]. The peak at 4276cm-1 is the second overtone of v(CO) [18,19] and the peak at 4630cm-1 is 




The doublet at 781cm-1 and 798cm-1 is assigned to the Si–O symmetrical stretching vibrations. 
It is observed  and it is visible in all the spectra (figure 5) [20–22]. The peak at 397cm-1 related to quartz 
[21,23] in transmission is visible. The peak at 461cm-1 with its shoulder at 514cm-1 (Si–O asymmetrical 
bending vibration) [20–22] is visible in transmission, while in reflection they are slightly shifted to 481 and 
538cm-1 respectively. The peaks at 1085cm-1 and 1166cm-1 from Si–O asymmetrical stretching vibrations 
[20] are assigned to Si-O asymmetrical stretching vibrations; In ATR mode in this zone it is present also a 
peak at 1037cm-1 and this band could be due a splitting of quartz or to the presence of feldspar in the sand 
[21]. In reflection mode in the zone centered at 1161cm-1, it is present the splitting at 1128 and 1169cm-1. 
Also the peaks at 1885 and 2002cm-1 are also assigned to quartz phase. In reflection there is a small shoul-
der at 650cm-1 that could be related to the presence of minor feldspar [20–22]. 




The spectra in transmission and ATR mode are very similar (figure 6). In the hydrated lime there is also 
CaCO3, as it is confirmed by X-ray diffraction analysis (table 1). In fact the main peaks of CaCO3 are 
identified: the peaks at 715cm-1 (v4 CO32- symmetric in-plane bending), 1428cm-1 (antisymmetric CO32- 
stretching (v3)), 1793cm-1 (v1+v4 CO32- and/or v2 overtone) and the bands at about 2513cm-1 and its shoul-
der at 2594cm-1 is generally assigned to v1+v3 and/or 2v2+v4 (CO32-) [6,7,10,12,13]. The peak at 3643cm-1, 
assigned to Ca(OH)2 due to the O-H stretching of Ca(OH)2, is also visible [14]. In reflection, this peak is 
slightly visible in this case because of the noise, but for example in sample C it is visible also in reflection. 
In reflection an additional peak assigned to Ca(OH)2 is visible, it is at 7088cm-1; its assignment is still un-
certain, but it should be the first overtone of Ca(OH)2 stretching mode [24–27].
▲Figure 6. Hydrated lime spectra, in clockwise order from the bottom left: ATR, transmission and external reflection mode.
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▲Figure 7. Portland cement (CEM I) spectra, in clockwise order from the bottom left: ATR, transmission and external reflection mode.
In all the spectra the peaks at 715cm-1 (v4 CO32- symmetric in-plane bending), and 875cm-1 (v2 CO32- out-
of-plane asymmetric bending), 1428cm-1 (antisymmetric CO3−2 stretching (v3)), 1793cm-1 (v1+v4 CO32- 
and/or v2 overtone) [3,4,7,13], 2877 and 2985cm-1 [7–9,15,16] (overtones and combination bands of 
the 2v3 CO32- stretching) are related to the presence of calcite in the sample. In the zone between 2850 
and 2950cm-1 it could also be that C-H stretching that indicates the presence of organic compounds [3]. 
Portlandite is present, as it is identified by the peak at 3641cm-1.
In the spectra, in figure 7, bassanite (CaSO4 0.5H2O) is probably identified. It is recognized by the ab-
sorption signal corresponding to the v3 stretching vibrations SO42- at 1095cm-1 and the shoulder at 
1155cm-1 [16,28,29]. The peaks at 1124 and 1139cm-1 are connected to the presence of gypsum [9,29,30]. 
In transmission mode the peak at 659cm-1 is assigned to v4 asymmetric bending SO42-, which shifts at 
657cm-1 in ATR and at 661cm-1 in reflection mode; the previous one and the peak at 601cm-1, v4 asymmet-
ric bending SO42- (in transmission, 597cm-1 in reflection, while in ATR it is not visible) could be related 
to the presence of both gypsum and bassanite. Looking at the zone of OH stretching, the absorption at 
3608cm-1 could be due to the presence of bassanite [16,28,29]. The presence of sulphates is confirmed also 
by the bands at 3405 and 3541cm-1 (v3 and v1 H2O) [16,28–31]. The peaks at 1621 and 1685cm-1 are the 
v2 bending H2O, while the peaks at 3405 and 3541cm-1 correspond to v3 and v1 H2O [29-31]. The peak at 
3643cm-1 is assigned to the O-H stretch of portlandite [16,32]. According to Rosi et al [29] the signals at 
2093 and 2133cm-1 are assigned to combination v1+v3 bands while the band at 2215cm-1 is 2v3 vibration 
of bassanite. The band that is only visible in reflection mode at 5211cm-1 is assigned to the presence of 
bassanite (v1/v3 OH + v2 OH according to Rosi et al.) [29].
Portland cement (CEM I)
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Some peaks related to silicates are identified. The peak at 922cm-1 and the shoulder at 891cm-1 could be 
assigned to the asymmetric stretching bands (v3) of [SiO4]4- of monoclinic C3S [30,33] but both peaks could 
be found also in C
2
S [16,30] and in C
3
A [30]. In these two last reference articles the shape of the peak is 
different from the band measured in this study, but small quantities of these phases could be present in 
the mixture. The peak at 876cm-1 could be CaCO3 [4,6,7,17] or an overlapping of signals of CaCO3 and 
C
2
S [16,29,31]. The shoulder at 846cm-1 is the symmetric stretching vibration (v1) [SiO4]4- C3S [5,33] or C2S 
according to Hughes and Ghosh [16,30].
The signal at 521cm-1 corresponds to the out-of-plane bending v4 of [SiO4]4- [16,33], while the ones at 
461cm-1 (in-plane bending vibration v2 of [SiO4]4-) is related to the presence of C3S [33]. This last one 
could be also due to the vibrations of AlO6- octahedral groups of C
3
A as Ghosh and Handoo in their work 
[5,30]. The presence of this last phase could be confirmed by the presence of the peak at 406cm-1 that is 
also related to the presence of C
3
A [5].
Cement IV (CEM IV)
▲Figure 8. Pozzolanic cement (CEM IV) spectra, in clockwise order from the bottom left: ATR, transmission and external 
reflection mode. The main peaks are shown.
Cement IV presents similar signals to those identified in Portland cement. In fact, also in this ce-
ment, the presence of CaCO3 and Ca(OH)2 are visible (figure 8) [16,32]. Also the peaks at 926cm-
1 and the peak at 889cm-1 are present in all the spectra (in reflection they are inverted) [30,33,16]. 
The shoulder at 846cm-1 C
3
S [5,33] is the symmetric stretching vibration (v1) [SiO4]4-, or C2S, according to 
Hughes and Ghosh [16,30], is still present.
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Natural hydraulic lime 3.5 (NHL 3.5)
▲Figure 9. Natural hydraulic lime (NHL 3.5) spectra, in clockwise order from the bottom left: ATR, transmission and external 
reflection mode. The main peaks are shown.
CaCO3, Ca(OH)2 and quartz are visible in the sample (figure 9). Peaks at 712, 847, 1424, 2515 and 
3938cm-1 are assigned to CaCO3, the peak at 3643cm-1 is assigned to Ca(OH)2, while the peaks at 467, 
517, 693, 778, 847, 1164cm-1 are assigned to quartz [21,23,34] (see paragraphs carbonate sand, hydra-
ted lime and quartz sand for the assignations). The peak at 875cm-1 is assigned to CaCO3 [5,14,16,27], 
but this peak could be also assigned to C2S according to Hughes, or to C3A according to Ghosh [16,30]. 
The peak at 910cm-1 could be assigned to C3S according to Delgado and Ren [14,33], while the peak at 
998cm-1 could be assigned both to C2S [5,16] and C3S phases [33]. 1103cm-1 could be due to the presence 
of sulfates in the material, probably as impurity.
The sulphates are present as well. Gypsum is identified thank to the peaks at 597cm-1 (v4 asymmetric 
bending SO42-), 668cm-1 (v4 asymmetric bending SO42-), 1140 and 1126cm-1 (v3 stretching vibrations SO42-), 
1626 and 1684cm-1 (v2 bending H2O), 3403 and 3543cm-1 (v3 and v1 H2O) [29-31]. The peak at 1103cm-1, 




▲Figure 10. “Gesso alabastrino” (bassanite) spectra, in clockwise order from the bottom left: ATR, transmission and external 
reflection mode. The main peaks are shown.
The doublet 603 and 667cm-1 (v4(SO4) and v4(SO4) vibrations [31,35] is well visible in all the spectra 
(figure 10), even if in ATR mode the spectrum is interrupted in the middle of the peak at 608cm-1. 
In all the spectra it is well visible the v1(SO4) at 1005cm-1 [29]. The antisymmetric stretching v3 mode 
presents the characteristic splitting at 1097 and 1152cm-1. In reflection mode these two peaks are inverted 
while in ATR they are shifted to 1085 and 1114cm-1 respectively. It is also present the peak at 1623-34cm-1 
(OH bending mode (v2)) in all the spectra. The OH stretching region shows the characteristic doublet at 3548 
and 3612cm-1 [29]. The reflection spectra present additional peaks at 2013cm-1 (2v1 SO4), 2091 and 2136cm-1 
(v1 + v3 SO4), 2219cm-1 (2v3 SO4) and 5213cm-1 (v1/v3 OH + v2 OH), which are assigned to bassanite.
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Thermogravimetric analysis and differential scanning calorimetry (TG-DSC)
▲Figure 11. The images show the TG (left) and DSC (right) graphs of the raw materials.
The transition of quartz alpha into quartz beta is well visible at 573.8°C in the differential scanning calo-
rimetry curve of quartz sand, while the TG curve is without a loss of weight, as it is expected in a phase 
transition (figure 11) [39]. Under 100°C there is only the loss of water due to surface water desorption [40]. 
The endothermic peak at 822°C allows us to identify the CaCO3 in the carbonate aggregate (figure 11) 
[39,41–44]. Natural hydraulic lime 3.5 presents mainly the decomposition peaks of calcium carbonate and 
of calcium hydroxide at 774.7 and 439°C, respectively (figure 11) [39,41].
◄Figure 12. DTG of 




The cement raw materials (figure 12) present a similar trend. Under 100°C, there is only the loss of water 
present in the sample as surface water desorption [40]. The peak at 115°C is due to the presence of gypsum 
and/or the hemihydrates (since only one peak is visible), that are contained in anhydrous cements [39–
41,45]. The endothermic transition at 411°C is related to the presence of portlandite [39–41,46], while the 
double peaks at 590 and 682°C are due to the presence of carbonated phases [39–41,47] or could be present 
also C
2
S transformations (beta to alpha form) according to Ramachandran et al. and Taylor et al. [45,48]. 
The peaks below 600°C could be also related to the C
3
S transitions according to Taylor et al. [45]. Sample 
made by CEM IV (figure 13) present more attenuated peaks if compared to CEM I graph (figure 14).
▲Figure 13. DSC (left) and TG (right) graphs of CEM IV Pozzolan cement.
▲Figure 14. DSC (left) and TG (right) graphs of Portland cement (CEM I) raw material.
The “gesso Alabastrino” raw material contains mainly bassanite, as suggested by the endothermic peak at 
150°C (figure 15) [39,41]. It presents also an exothermic peak at 365°C that could be a transition between 
some	organic	impurities	in	the	material	[43]	or	to	the	conversion	of	soluble	anhydrite	γ	(III)	to	insoluble	
anhydrite	β	(II)	[48]	or	to	the	rearrangement	in	anhydrous	CaSO4 from hemihydrate to anhydrate struc-
ture [39] and the carbonate decomposition at about 700°C.
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Raw materials characterisation
In table 12, the weight loss in percentage is shown. The percentage is calculated after the calculation 
of the weight loss in mg for each sample. The results are represented in percentage in order to com-
pare the results. The range under 120°C has been considered as related to the presence of free water. 
The range between 120-200°C has been assigned to dehydration of sulphates while the range between 
400-600°C to the dehydration of portlandite. The weight loss over 650°C has been assigned to to CaCO3 
decomposition. All the values found are in accordance with what is indicated in the norms with the excep-
tion of hydrated lime. NHL 3.5 is conform to the classification in UNI EN 459-1. CEM I and CEM IV are 
in accordance with EN 197-1. While “gesso alabastrino” is in accordance with EN 13279-2. Hydrated lime 
seems to be partly carbonated but we have to consider that the data reported in this thesis has been col-
lected in a wide time span of the PhD thesis, during which time the hydrated lime inevitably carbonated. 
However, considering that by the compositional analysis there were not found impurities and non-com-
pliant compounds, we are confident that the issue of hydrated lime partial carbonated should not affect 
the task, the analytical data and the goals achieved by this study. Moreover this type of hydrated lime that 
we used is classified as CL-70 that is that one that has the lower quantities of calcium hydroxide. In table 
13 the results of the raw material analysis are summarized.




Values given as mass fraction in percent
Material <120°C 120-200°C 400-600°C >650°C
Hydrated lime 0.45% - 36.23%* 59.13%
NHL 3.5 0.53% - 26.32% 31.84%
Gesso Alabastrino 0.75% 86.53% - 4.55%
CEM I 0.27% 2.29% 3.54% 2.27%







Quartz sand 0.04% - - -
* the values are based on the product after subtraction of its free water and bound water content.
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Specimen analyses 
Powder X-Ray diffraction (PXRD)
Specimens composed by one specific binder
Specimens made of one binder were analyzed to have reference data on hydrated pastes. In samples like 
G (lime putty) and C (hydrated lime) is evident how the carbonation process is still in progress because of 
the presence of portlandite (table 14).
In C (hydrated lime), G (lime putty), N (natural hydraulic lime), and Gs (gypsum) the presence of quartz 
has been identified but its diffraction peaks are very low. It is probably a residue from the rocks where the 
raw materials have been excavated. According to Ranjbar et al and Sun et al. [1,2] the presence of quartz 
and mullite in CIV is related to the crystalline components of fly ashes.
The identification of hydrated cement phases has not been easy since there is also a gel phase that it does 
not create scatter; obviously after a long curing time, the gel phase will convert into crystalline phases. 
For what concerns cement specimens CI (Portland cement) and CIV (pozzolanic cement) the ettringite 
has been identified. The recognition of larnite, hatrurite and tobermorite present the same problems 
already underlined in the paragraph of the raw materials: the main peaks of these phases are very close 
one to each other. Moreover these phases do not present intense scattering thus the differentiation and 
identification of the diffraction peaks is difficult. In the sample of natural hydraulic lime hydrated (N) only 
calcite, quartz and aragonite are detected while there are not signals of hydraulic phases.
In both cement samples the presence of calcite and vaterite is identified, as a product of carbonation [3–10]. 
The presence of vaterite could be due to a different crystallization of calcium carbonate in presence of 
cement material. As already seen in infrared spectroscopy chapter, the presence of aragonite or vaterite 
in lime-based and cement specimens could have been ascribed by the literature [3–5,7,8,11] for example 
to the interaction of lime with Mg atoms, as suggested by Duchi et al. and by Raymond and Clifford 
[7–10]. Elsewhere, the formation of aragonite is related to the use of raw materials which have been expo-
sed to temperatures over 600°C [5], or to room temperature conditions with pH values close to 11 [8]. 
In this particular case, it is not possible to unambiguously explain the formation of aragonite or vaterite 
and further analysis beyond the scopes of this thesis should be designed.
An attempt to better identify these phases was done with the use of Bruker D8 instrument, with longer 
acquisition times (Materials and Methods). The results are shown in table 15, while the diffractogram of 
sample CI is visible in figure 16. These measures gave more intense peaks and helped allowing an easier 
identification of cement phases but always with some uncertain because of some overlapping of the pea-
ks, as already discussed before. With regards to case studies, it is important to consider that this analysis 
is very time consuming. As it is possible to see, comparing tables 14-15, and figure 16-17, that the main 
phases are detected by both the diffractograms. There are some differences in the relative intensities that 
could be due to a preferential order, the scattering, casual different distribution of phases in the pow-
der of the analysis. Anyway with both the instruments was possible to identify the same main minerals. 




G Calcite Portlandite Quartz
C Calcite Portlandite Quartz












Gs Gypsum Anhydrite Dolomite Quartz
N Calcite Quartz Aragonite
Table 14. The results obtained by the analysis with the Miniflex instrument are shown. The mineralogical phases are written 
from the more intense to the weaker (key in table 6).
Label Mineralogical phases



















N Calcite Quartz Aragonite Portlandite
Table 15. The results obtained by the analysis with D8 instrument are shown. The mineralogical phases are written from the 
more intense to the weaker (key in table 6)..
▲Figure 16. CI (Portland cement) sample analysed with 
Bruker D8 diffractometer.
▲Figure 17. CI (Portland cement) sample analysed with Rigaku 
Miniflex diffractometer.
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Mortars composed by one specific binder and one specific aggregate
The mortars made with one binder and the aggregate were analyzed to evaluate the influence of the aggre-
gate on the analysis. For samples with quartz sand, the presence of quartz is predominant in the pattern with 
the highest peaks. In addition, feldspars were detected in samples with quartz sand (Table 16). In GsQ and 
GsM, anhydrite coming from the raw material is still visible. In cement mortars (model samples CIQ, 
CIVQ, CIM and CIVM the presence of ettringite is always clear). In samples CIVM and CIQ  vaterite is 
also present, probably due to a different carbonatation of CaCO3 in cements probably caused by some ion 
interactions or pH influence during the carbonation process [3–5,7,8,10,11].
Moreover, in samples with carbonate sand dolomite is visible, coming from the aggregate (Raw materials 
characterization paragraph) while the signals of calcite and magnesian calcite are often overlapped and not 
distinguishable. It was not possible to detect hydraulic phases also in samples NQ and NM, as in sample N.
Label Minerological phases





CIQ Quartz Vaterite Portlandite Calcite Ettringite Feldspar Gypsum





















Dolomite Portlandite Quartz Ettringite









Specimens composed by two binders
The analysis on specimens with two binders (table 16) was performed in order to have references for the 
interpretation of mixed mortars. In mixture like GN e CN the presence of calcite, portlandite and quartz is 
identified, while the hydraulic phases are not detected. The presence of cement in samples like GCI (figure 
18) and CCI is mainly suggested by the occurrence of ettringite while the presence of hydrated silicates is 
hardly detected. In some cases, for example GCI, CCI, NCI and NCIV specimens some carbonate phases 
like vaterite or aragonite are detected concurrently with calcite. The presence of these phases is probably 
connected to the presence of cement phases that probably influence the crystallization of carbonates [10]. 
NCI have a very small peak at 7.7 d-spacing [Å] between 10° and 13°, where the peaks of some AFm phases 
peaks like hydrocalumite (Ca4Al2(OH)12[Cl(CO3)0.5] 4.8(H2O)) or CSH phase [12] could be found, thus it is 
not possible to have a reliable assignation. In samples like GCIV, GCI and CCI it is not possible to identify 
the diffraction peaks of ettringite (figure 18).
▲Figure 18. Diffraction pattern of sample GCI  (lime putty and Portland cement)
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label Minerological phases
GN Calcite Quartz Portlandite
GCI Calcite Portlandite Vaterite Gypsum (?)
GCIV Calcite Vaterite Portlandite Quartz Mullite (?)
GGs Gypsum Calcite Portlandite Anhydrite
CN Calcite Portlandite Quartz
CCI Calcite Gypsum Aragonite
CCIV Calcite Quartz Portlandite Vaterite Mullite
CGs Gypsum Calcite Portlandite Anhydrite
NCI Calcite Vaterite Portlandite Ettringite
NCIV Calcite Portlandite Vaterite Quartz Ettringite Gypsum
NGs Gypsum Calcite Quartz Anhydrite




Mortars composed by a mix of two binders and a specific aggregate
The mixed mortars present all together the peaks observed in the single raw materials. When quartz 
sand is present, quartz usually has the most intense diffraction peak. The presence of magnesian calcite 
and/or calcite is usually detected in samples with carbonate aggregate with the highest intensities among 
the other mineralogical phases identified (the sand probably represents both the phases). Calcite usually 
presents the main diffraction peak at 3.03 d-spacing [Å], while magnesian calcite here identified has it at 
3.02 d-spacing.
As is possible to observe in table 17, it is not always possible to distinguish the ettringite phase or other cement 
phases like tobermorite and AFm phases, when cement is present in the specimens (figure 19). In figure 20 an 
example of a blended mortar with natural hydraulic lime, gypsum and carbonate aggregate is shown. 
◄Figure 19. Diffractogram of 
sample CCIQ, showing the sig-
nals of quartz, calcite, portlan-
dite and feldspar.
◄Figure 20. Diffractogram of 
sample NGsM, showing the signals 
of magnesian calcite/calcite, 








Dolomite Quartz Portlandite Vaterite Ettringite





























CCIQ Quartz Calcite Portlandite Feldspar
CCIVM
M a g n e s i a n 
calcite/Calcite
Quartz Dolomite Portlandite




Gypsum Quartz Portlandite Dolomite Micas (?)




















Gypsum Calcite Dolomite Anhydrite Quartz










The drawbacks and advantages of X-ray diffraction analysis of model samples are summarized in table 18. 
Beside the well-known opportunity to detect the crystal the possibility of also distinguishing also the pol-
ymorph phases that are the product of the carbonation process could give some suggestion on the nature 
of the material. On the other hand, XRD presents a strong limitation in the identification of hydrated 
cement phases because they are usually not crystalline and because the patterns are hidden by other phases 
such as calcite, portlandite, gypsum or quartz. Notwithstanding this drawback, we have demonstrated 
that long acquisition time analyses could help in the identification of cement phases. With regards to rou-
tine analyses, this high quality acquisition mode is suggested when the presence of cements is supposed.
Advantages Drawbacks
Identification of crystalline phases No identification of gel phases
Identification of different CaCO3 polymorphs. No identification of C2S and C3S hydrated phases 
(gel).
Identification of ettringite in samples with cement 
and in mortars made by cement and aggregate.
Difficult identification of ettringite in samples 
with cement in mixed mortars and samples made 
by two binders.
In natural hydraulic lime 3.5, the identification of 
hydraulic compounds is possible in the raw mate-
rial.
Impossibility of distinguishing between samples 
with natural hydraulic lime (N) and samples with 
lime (C, G).
Identification or lime and gypsum when mixed to-
gether.
Table 18. Summary of advantages and drawbacks of powder XRD analysis applied on mortars model samples.
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Specimens composed by one specific binder
Hydrated lime (C) 
Figure 21 shows that the main shift between ATR and transmission FTIR is related to the main band of 
the carbonate group, ascribable to v3 CO32- antisymmetric stretching [1–3]. The peak at 1428cm-1 in the 
transmission spectrum is in fact shifted to 1397cm-1 in the ATR spectrum and inverted in the external 
reflection, as observed in the literature [4]. This band also splits in the transverse and longitudinal compo-
nent of the vibration, at 1409 and 1507cm-1. The peaks at 712cm-1 (v4 CO32- symmetric in-plane bending) 
and 873cm-1 (v2 CO32- out-of-plane asymmetric bending) are very similar in transmission and ATR spec-
tra, but they appear as derivatives in the reflection mode spectrum [1,3,5]. The reflection is ruled by the 
Fresnel’s law that explains the different behaviour of the inverted and derivatives peaks connected to the 
absorption index (k) and the refractive index (n). When k < 1, in fact, a derivative-like signal is observed; 
on the other hand, when k >> 1 inverted (restrahlen) peaks can be seen. The specimens are composed by 
a mixture of different components, thus it is not possible to know the specific reflection coefficients of 
the surfaces [2,6]. The peak of the v1 CO32- symmetric stretching can be observed at 1075cm-1 (or slightly 
shifted) in all the spectra [2,3,5]. For the combination and overtone bands, the signal at 1797cm-1 (v1+v4 
CO32- and/or v2 overtone) is visible in all the spectra [2,7,8]. The band around 2512cm-1, with its shoulder 
at 2594cm-1, is generally assigned to v1+v3 and/or 2v2+v4 (CO3-2) [2,8]. Its results are particularly amplified 
in the reflection mode. The two peaks around 2981cm-1 and 2875cm-1 (overtone and combination bands 
of the v3 CO32- antisymmetric stretching) are amplified in reflection mode, while they are not visible in the 
ATR spectrum [7,9–11]. The peak at 4269cm-1 (in reflection mode) is attributed to the second overtone 
mode of the asymmetric stretching of CO32- (3v3) [2,12]. 
In all the spectra (figure 21), a peak around 3640cm-1, due to the O-H stretching of Ca(OH)2, is also visible 
[7]. In addition, a peak at 7082cm-1 is visible in the reflection spectrum: its assignment is still uncertain, 
but it should be the first overtone of Ca(OH)2 stretching mode [13–16]. This peak was also found in 
the spectrum of reference hydrated lime, composed mainly of Ca(OH)2, as evidenced by XRD analysis. 
The band at 5160cm-1 could be due to the presence of water, particularly to one of its overtones [14].
The results obtained by FTIR analysis are in accordance with those given by PXRD analysis, which iden-
tified the presence of calcite, portlandite and a very small amount of quartz [17].
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▲Figure 21. From the bottom left in clockwise order: ATR, Transmission, Reflection spectra, of a specimen of hydrated lime (C). 
The main peaks are shown. In the right bottom the overlapping of the three spectra underline the different shape of the main 
peak of carbonate (1428cm
-1
).
Natural hydraulic lime (N)
The main peaks and bands of CaCO3 and Ca(OH)2 were identified, as in the previous example (at about 
713cm-1, 875cm-1, 1074cm-1, 1397cm-1 and/or 1428cm-1, 1797cm-1, 2512cm-1, 2594cm-1, 2981cm-1, 2874cm-1, 
4273cm-1, 3640cm-1 and 7087cm-1) (figure 22). The peak at 1796cm-1 attributed to CaCO3 is particularly 
evident in the reflection mode. The peak of O-H stretching of Ca(OH)2, around 3640cm-1, has a very weak 
intensity and it cannot be seen in the ATR spectrum. The band at 5178cm-1 in reflection mode could be 
ascribed to the presence of water, particularly to one of its overtones [14]. One noteworthy result is that 
no portlandite was identified by PXRD analysis, and it was probably present under the limit of detection, 
while it can be observed using FTIR analysis. Another carbonate was found, which was aragonite (857cm-1 
v2 CO32-) [18], in agreement with the PXRD analysis.
Some peaks related to silicates, such those at about 470, 555, 780, 798, 1059, 1082 and 1161cm-1 are 
also visible, and they complicate the spectrum pattern particularly in the region at lower wavenumbers. 
Differences can be noted between the ATR and transmission spectra: for example, the peak at 1054cm-1, 
clearly defined in the ATR spectrum, becomes a shoulder in the transmission spectrum. The characteris-
tic doublet around 798 and 775cm-1, visible in both the spectra, can be assigned to the Si-O symmetrical 
stretching vibrations of quartz [1,19]. Other peaks related to quartz and visible in the transmission and 




in the transmission spectrum due to the shorter ATR range of analysis), 1163cm-1 (Si-O asymmetrical 
stretching vibrations) [19,20]. The peak at about 1083cm-1 is common to both silicates and aragonite 
(Si-O asymmetrical stretching vibrations and v1 symmetric CO3 stretching respectively) [1,10,19–21]. 
In terms of the reflection mode, the region under 1300cm-1 is very complex, probably due to the presence 
of silicates, as identified by PXRD analysis that also determined quartz. The characteristic doublet of quartz 
is much less evident here and could only be hypothesised as inverted small peaks at 776 and 790cm-1. The 
presence of quartz may also be supported by the presence of the band at 1990cm-1 [22]. PXRD analysis also 
confirms calcite as a main component, and the presence of aragonite.
The presence of aragonite in lime-based specimens has been ascribed by the literature [23–28] for example 
to the interaction of lime with Mg atoms, as suggested by Duchi et al. and by Raymond and Clifford [27–30]. 
Elsewhere, the formation of aragonite is related to the use of raw materials which have been exposed to 
temperatures over 600°C [25], or to room temperature conditions with pH values close to 11 [28]. In this 
particular case, it is not possible to unambiguously explain the formation of aragonite and further analysis 
beyond the scopes of this thesis should be designed [17].
▲Figure 22. From the bottom left in clockwise order: ATR, transmission, reflection spectra, of a specimen of natural hydraulic lime (N). The main 
peaks are shown in the fourth graph (bottom right) the overlapping of the three spectra acquired in the three modes are shown (range 650-2000cm
-1
).
Portland Cement – Cement I (CI)
In figure 23, the transmission, ATR and reflection spectra of Portland cement are compared. The main 
peaks of Ca(CO)3 and Ca(OH)2 are visible at 713, 874, 1424, 1796, 2516, 2846, 2915, 3940cm-1 and 3643 and 
7082cm-1, respectively. 
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▲Figure 23. From the bottom left in clockwise order: ATR, Transmission, Reflection spectra, of a specimen of Portland cement 
(CI). The main peaks are shown.
The signal peak at 459cm-1 could be related to the presence of different phases. According to Wilson 
and Fernandez-Carrasco et al. it could be a peak of quartz (antisymmetric bending of the O-Si-O bonds) 
[31,32], while in their recent work they assign this peak to C
3
A phase (AlO6-octahedral groups.) as Ghosh 
and Handoo in their work [5,33], Ren assigns the peak at about 460cm-1 to C
3
S in-plane bending vibration 
v2 (indicating a dehydrated phase present) [34]. In this specimen, powder X-ray diffraction highlighted 
the presence of hydraulic silicates, but we could not identify C
3
A not hydrated phase and quartz. It could 
show as the two techniques present different sensitiveness to these phases.
The absorbance at 976cm-1 in transmission spectrum is assigned to v3(Si-O) absorption band of CSH ac-
cording to Ghosh [33], while Fernandez-Carrasco et Al. attributes it to Si-O vibrations [5], or elsewhere 
Si-O vibration of tobermorite is suggested [13]. In ATR mode this peak is shifted to 962cm-1.
The peak at 1116cm-1 is due to v3 [SO4]2- that could be connected to the presence of sulphates (gypsum or 
ettringite) [35–37]. This peak, in ATR mode, shifts to 1102cm-1. It is ascribable to sulphates zone accord-
ing to Ylmen et al. [11] and (1110cm-1) Fernandez-Carrasco et al. to ettringite [31], while according to 





G CaCO3 Ca(OH)2 SiO2 (?)
C CaCO3 Ca(OH)2 SiO2 (?)
CI CaCO3 Ca(OH)2 Silicates/SiO2 CSH (?) C3S (?) C3A (?) ettringite
CIV CaCO3 Ca(OH)2 Silicates/SiO2 CSH (?) C3S (?) C3A (?) ettringite
N CaCO3 Ca(OH)2 Silicates/SiO2
Gs CaSO4 2H2O CaCO3
Table 19. List of the specimens and of the main chemical compound found in specimens made with one binder .
The peak at 1082cm-1 could be due to the v1 CO32- calcite symmetric stretching [1–3,5,10,21,32] or it could 
be the Si-O asymmetric stretching vibrations of quartz [20,21,31,32].
The band at 1652cm-1 is attributed to v2 H2O bending vibration of ettringite [7,35,36] (1646cm-1 in ATR 
mode), or to CAH
10
 according to Fernandez-Carrasco et al., while according to Ylmén et al. this peak is 
caused by the bending vibration v2 of irregularly bound water [5,11]. Since the OH absorbance could have 
different origins, in this zone, it could be observed an overlapping of vibration of water present in dif-
ferent hydrated minerals that are present in cements. The presence of ettringite is confirmed by the peak 
at 5171cm-1 (OH combination band of water (v2+v3)), and the combination band of the OH and Al-OH 
stretching mode at 4491cm-1 [35].
The band at about 3433cm-1 is assigned to the stretching vibration v3 of H2O and of v1 H2O to ettringite 
[5,31,33,35]. This signal could also originate from the absorption of OH assigned to aluminum hydroxide 
Al(OH)3 (bayerite) [5], which is confirmed also by the presence of the band at 3531cm-1 assigned to alu-
minum hydroxide [5,35].
The peak at 3643cm-1 (3641cm-1 in ATR mode) is assigned to OH stretching vibrations of Ca(OH)2 but in 
the presence of CSH [13] and ettringite [33,35,36] it could represent an overlapping of the signals of all 
these phases. The peak at 7082cm-1 is the first O-H stretching overtone of Ca(OH)2 [15]. In table 19 the 
main chemical compounds found in specimens made by one binder are listed. 
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Mortars composed by one specific binder and one specific aggregate
Hydrated lime and quartz sand (CQ)
As shown in figure 24, the peaks previously ascribed to CaCO3 and Ca(OH)2 can be observed in spectra of 
sample CQ. The most interesting feature in reflection mode is the presence of two inverted peaks at 1093 
and 1213cm-1, apparently corresponding to the splitting of the band of quartz between 1000 and 1200cm-1. 
Its characteristic shape is clearly identifiable in both CQ and CIQ reflection spectra (figures 24, 25) and 
also in the quartz reflection reference spectrum. Another proof can be found in the spectrum of Quartz 
GDS74 Sand Ottawa in the geological survey data book, series 1035 [38]. These peaks can be assigned to 
Si-O asymmetrical stretching vibration [1,19,20]. The region between 620cm-1 and 395cm-1 is very noisy in 
reflection mode, and only the peaks at 523 and 563cm-1 and the inverted doublet of quartz at 799 and 781cm-1 can 
be connected to the presence of silicates, whose reliable identification was not possible by using infrared spectros-
copy. On the contrary, powder X-ray diffraction analyses determined the presence of quartz and feldspar [17].
▲Figure 24. From the bottom left in clockwise order: ATR, Transmission, Reflection spectra, of a specimen of hydrated lime and 
quartz sand (CQ). The main peaks are shown. In the fourth graph (bottom right) the overlapping of the three spectra acquired in 
the three modes are shown (range 650-2000cm
-1
).
Portland cement and quartz sand (CIQ)
The transmission spectrum (figure 25) is very similar to the reference spectrum of Portland cement 
shown by Fernandez-Carrasco et al. [5]. The ATR and transmission spectra show the same pea-
ks even if some differences in the relative intensities are detectable; as the peaks at 1083 and 978cm-1. 




the transmission mode. Below 1000cm-1 some peaks assigned to calcite and quartz are present, while the 
peaks between 400 and 1100cm-1 are ascribed to the bending and stretching vibrations of silicates, but 
infrared spectroscopy does not allow a reliable interpretation as the bands are common to several com-
pounds with similar composition [32].
The peak of O-H stretching of portlandite at 3642cm-1 is visible only in the transmission and ATR spectra. 
In the reflection spectrum, only a very weak peak at 7077cm-1 can be identified. Furthermore, in the 
reflection spectrum a huge band from 1600 to 3600cm-1 is found. This band is not present in the other 
reflection spectra and hides some of the peaks linked to the presence of calcite. This broad band could 
be a particular aspect of the signals obtained from cement materials, probably ettringite and aluminum 
hydroxide, with reflection set up, but more specific studies are required to confirm this hypothesis [35]. 
In the reflection spectrum of this sample, as in CQ, the characteristic shape of the inverted peaks of Si-O 
asymmetrical stretching vibration at 1081 and 1219cm-1 and the inverted doublet of quartz at 799 and 781 
cm-1 can be observed [38]. The infrared results are confirmed by PXRD, but with FTIR it was not possible 
to distinguish the characteristic cement silicates usually present [17,33]. The band at about 3436cm-1 is assi-
gned to the stretching vibration v3 of H2O with some character of v1 H2O to ettringite [5,31,33,35] and/or to 
absorption of OH of the aluminum hydroxide Al(OH)3 (bayerite) [5], while the band at 3529cm-1 is assigned 
to aluminum hydroxide [5,35].
▲Figure 25. From the bottom left in clockwise order: ATR, transmission, Reflection spectra, and the overlapping of the three 
spectra between 650 to 2000 cm
-1
 of the specimen of Portland cement and quartz sand (CIQ). The main peaks are shown.
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Natural hydraulic lime and quartz sand (NQ)
In the sample NQ the characteristic peaks of calcite and portlandite are identified (714, 875, 1428-10, 
1796 and 2512cm-1 and 3642 and 7077cm-1) (figure 26). The peaks of silicate are more visible than in N 
specimen due to the presence of quartz in the aggregate. The doublet at 800 and 780cm-1 is visible in all 
the spectra. Furthermore the peaks at 1080 and 1184cm-1, in transmission, and at 1080 and 1162cm-1, in 
ATR mode, could be assigned to the presence of quartz (or carbonates (1080cm-1)) as already discussed in 
the previous paragraphs (hydrated lime and quartz sand, CQ).
The peak at 1046cm-1 visible only in ATR mode could be related to the presence of feldspar according to Farm-
er [21]. In reflection mode this sample presents the splitting of the quartz band to 1213 and 1091cm-1. In N the 
presence of quartz was already visible but it was related to the presence of some impurities and some peaks were 
not clear. The peak at 5214cm-1 presents a shape similar to the one at about 5177cm-1 (O-H combination band 
of water (v2+v3)) in cements material assigned to OH of ettringite, but sulphates here are not present so it could 
be related to OH combination of other hydrated phases as silicates. The hydrated lime (composed by Ca(CO)3) 
presents a band in this region (between 5000 and 5500cm-1) but the shape and the intensity of the band in the 
material are different from those recorded in this sample, probably it is related to the different OH absorbance 
combination present.
▲Figure 26. From the bottom left in clockwise order: ATR, Transmission, Reflection spectra of a specimen of natural hydraulic 




Gypsum and carbonate sand (GsM) 
An example of a specimen with carbonate sand with a binder made of gypsum is discussed, so that the 
carbonate assignments are exclusively ascribable to the aggregate fraction.
The spectra, in figure 27, show very well-defined spectral patterns of the main components CaCO3 and 
CaSO4 2H2O. The peaks related to CaCO3 have been previously discussed. Both the binder and the ag-
gregate fractions are clearly identifiable in all the spectra. As outlined, the ATR shift is always present 
and is particularly visible in the deformation and shift of peaks at 1143cm-1 and 1120cm-1 (v3 stretching 
vibrations SO4-2) [39], which are visible as a doublet in transmission and become a unique broad band in 
ATR at 1113cm-1, while in reflection mode a single inverted peak at 1153cm-1 can be found. The peaks 
at 466cm−1 (v2 symmetric bending SO4-2) and 604cm-1 (v4 asymmetric bending SO4-2) are visible only in 
transmission mode. The peak at 669cm-1 (v4 asymmetric bending SO4-2) is well visible in both the ATR 
and transmission spectra [39]. For the reflection mode, a peak at 465cm-1 is present, together with two 
inverted peaks at 604 and 672cm-1. The doublet centred at about 1620–1683cm-1 (v2 bending H2O) is well 
identifiable in both ATR and transmission spectra, and it is only slightly shifted (1630–1685cm-1) in the 
reflection mode [39].
Two strong peaks at 2138 (v1+v3 SO4) and 2222cm-1 (2v3 SO4 and v2+vL H2O) are clearly visible only in 
reflection mode [2]. The characteristic peaks of CaSO4 2H2O around 3400 and 3540cm-1 (v3 and v1 H2O) 
become a unique broad band in reflection mode [39]. A peak at 5144cm-1 (v1 and/or v3 OH + v2 OH) can 
▲Figure 27. From the bottom left in clockwise order: ATR, transmission, Reflection spectra, and the overlapping of the three 
spectra between 650 to 2000 cm
-1
 of a specimen of gypsum and carbonate sand (GsM). The main peaks are shown.
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be found in the reflection spectrum [2,40]. At last, three overtones (v(OH)) peaks are identified at 6495 
cm−1, 6708cm−1 and 6938cm−1 [12]. 
For what concerns the other samples with carbonate aggregate there are not difference in composition if 
we compare CM and GM samples with the samples C and G, since the chemical composition is the same.
In the case of sample GsM, the bands connected to Ca(CO)3 and CaSO4 2H2O are clearly visible, as shown 
in figure 27. In the other samples (CIM, CIVM and NM) the signals of calcite are amplified if compared 
to the sample with the same binders. In table 20 the main chemical compounds found in specimens made 
by one binder are listed.
Mortars with quartz sand (Q)
Label Chemical compound
GQ Ca(CO)3 Ca(OH)2 SiO2 silicates (?)
CQ Ca(CO)3 Ca(OH)2 SiO2 silicates (?)
CIQ Ca(CO)3 Ca(OH)2 SiO2 ettringite CSH (?) Al(OH)3 (?)
CIVQ Ca(CO)3 Ca(OH)2 SiO2 ettringite CSH (?) Al(OH)3 (?)
NQ Ca(CO)3 Ca(OH)2 SiO2
GsQ CaSO4 2H2O Ca(OH)2 SiO2




CIM Ca(CO)3 Ca(OH)2 ettringite Al(OH)3 (?) silicates (?) CSH (?)
CIVM Ca(CO)3 Ca(OH)2 ettringite Al(OH)3 (?) silicates (?) CSH (?)
NM Ca(CO)3 SiO2 or sili-
cates (?)
GsM CaSO4 2H2O Ca(OH)2




Specimens composed by a mix of two binders
Samples with a mix of two binders
Label Chemical compounds
GN Ca(CO)3 Ca(OH)2 SiO2
GCI Ca(CO)3 Ca(OH)2 CSH (?) C3S (?) ettringite or 
gypsum
silicates (?)
GCIV Ca(CO)3 Ca(OH)2 CSH (?) ettringite or 
gypsum
Al(OH)3 (?)
GGs Ca(CO)3 CaSO4 2H2O Ca(OH)2
CN Ca(CO)3 Ca(OH)2 SiO2 silicates (?)
CCI Ca(CO)3 Ca(OH)2 CSH (?) C3S (?) ettringite or 
gypsum
silicates (?)
CCIV Ca(CO)3 Ca(OH)2 CSH (?) C3S (?) ettringite or 
gypsum
silicates (?)
CGs Ca(CO)3 CaSO4 2H2O Ca(OH)2
NCI Ca(CO)3 Ca(OH)2 ettringite CSH Al(OH)3 (?) silicates (?)
NCIV Ca(CO)3 Ca(OH)2 ettringite
NGs CaSO4 2H2O Ca(CO)3 silicates (?)
Table 21. List of the samples made with a mix of two binders.
In table 21 the specimens prepared by a mix of two binders and the chemical compounds found are listed. 
GCIV and CCIV present similar spectra both in transmission, in ATR and in reflection mode. The same 
similarities are visible also in GCI and CCI samples since the composition is comparable. CCI sample is re-
ported as an example in the next paragraph. In general, both components of the mix of binders are visible 
in the samples, as calcite and gypsum, or silicates when cement is present. In reflection mode the peak at 
5171cm-1 is sometimes slightly shifted but with the characteristic shape observed in cements.
Sometimes, especially on the so called “rough” surfaces, only peaks related to calcite are identified. This 
may be due to the surface roughness that enhances some peaks and to the presence of a surface layer with 
different composition from other surfaces. The formation of different layers is linked to the first steps of 
water evaporation from the specimens, carbonation and hardening. The presence of a layer different from 
the bulk in some samples is confirmed by ESEM analysis.
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Hydrated lime and Portland cement (CCI)
▲Figure 28. From the bottom left in clockwise order: ATR, Transmission, Reflection spectra of a specimen of hydrated lime and 
cement Portland (CCI). The main peaks are shown.
The peaks of Ca(CO)3 and Ca(OH)2 are identifiable in all the spectra (figure 28). The peak at 1037cm-1 in 
transmission mode shifts to 1015cm-1 in ATR mode. If we consider the transmission mode, it could be a 
peak related to the presence of feldspars [32], that is not present in our sample since there is no aggregate. 
If we consider the ATR mode, the signal at 1015cm-1 could be a peak of sulphates (anhydrite) [37,40] or 
again a feldspar [32]. Therefore this peak, in this sample, is assigned to sulphates vibrations. Some peaks 
of CSH between 970 and 1100cm-1 could be present according to Ylmen et al. [11]. Considering the over-
lapping of different bands the single peaks are not clearly identifiable.
The peak at 1083-4cm-1 is assigned to quartz impurities (Si-O asymmetrical stretching vibrations) or to 
symmetric CO3 stretching of Ca(CO)3, or both. The shoulder at 1135cm-1 could be due to the presence of 
anhydrite or ettringite [5,33]. The peak at 1632-6cm-1 in transmission and ATR respectively is assigned 
to sulphates, like ettringite or gypsum [31,33,36,40,41], tobermorite according to Yu et al. [42] and to 
a peak of CSH according to Delgado et al [7]. In reflection mode the peaks at 1101cm-1 and 5211cm-1 
are connected to the presence of sulphates and/or ettringite [11,33,35,40]. In the reflection spectra, be-
tween 900-1100cm-1, there are two peaks: the first one in absorption (1101cm-1), and the other inverted 




Hydrated lime and gypsum (CGs)
In the spectra of this mixture the components of both the binders are identified. The peak at 602cm-1 
(v4(SO4) vibrations [39,43]) is visible in transmission and reflection but not in ATR mode because of the 
difference in the wavenumbers ranges between the two different instruments. The peak at 669cm-1 is well 
visible in all the spectra (v4(SO4)). The v1(SO4) at 1005cm-1 is observable only in the spectrum in ATR mode 
[39,43]. The peak at 1119cm-1 (in transmission) and 1113cm-1 (in ATR mode) are assigned to v3(SO4) [2]. 
This band appears as an inverted peak in reflection mode at 1146cm-1 v3(SO4) according to Anbalagan et 
al [39]. The doublet at 1630 and 1685cm-1 (v2 bending H2O) is present in all the spectra, although the peak 
at 1630cm-1 is slightly shift between transmission, ATR and reflectance mode [39,43]. The bands at about 
2121cm-1 and 2224cm-1 are assigned to (v1+v3 SO4) and (v2 + vL H2O), respectively [2,40].
The peak at 2512-16cm-1 (v1 + v3 and/or 2v2 + v4 (CO3−2)) is well visible in transmission and reflection 
modes, and the shoulder at 2583cm-1 is more intense/clearly identifiable in reflection mode. Also the main 
peaks of calcite are identified (715, 875, 1453, 1796cm-1). The zone between 3000 and 4000cm-1 shows 
several differences in reflection mode, probably because the signals of gypsum are influenced by the sur-
face roughness. These aspects will be discussed later. In the spectrum, in figure 29, the most intense peak 
is at 3496cm-1, (v2(H2O)) [44], that is visible also in transmission presenting a lower intensity compared 
to the peaks at 3406 and 3547cm-1 assigned to v1(H2O) and v3(H2O) [39,45]. The combination bands about 
5155cm-1 (v1 and/or v3 OH+v2 OH) [2,40] and the overtone bands over 6000cm-1 (6495cm-1 1st overtone 
v(OH), 6702cm-1 1st overtone v(OH), 6919cm-1 1st overtone v(OH)) are detectable in the reflectance spec-
trum [12].
connected to an unhydrated cement silicates phase as C
3
S [7]. Its presence should be less frequent since 
the sample is made by hydrated cement, but in any case the presence of some unhydrated particle in the 
mixture could be possible. 
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▲Figure 29. From the bottom left in clockwise order: ATR, Transmission, Reflection spectra of a specimen of hydrated lime and 




Mortars composed by a mix of two binders and a specific aggregate
Samples with 2 binders and carbonate and quartz sand
Mortars with quartz sand (Q)
Label Chemical compounds
GNQ CaCO3 Ca(OH)2 SiO2 silicates (?)
GCIQ CaCO3 Ca(OH)2 SiO2 ettringite Al(OH)3 (?)
GCIVQ CaCO3 Ca(OH)2 SiO2 ettringite silicates (?)
GGsQ CaSO4 2H2O CaCO3 SiO2
CNQ CaCO3 Ca(OH)2 SiO2 silicates (?)
CCIQ CaCO3 Ca(OH)2 SiO2 ettringite silicates (?)
CCIVQ CaCO3 Ca(OH)2 SiO2 ettringite silicates (?)
CGsQ CaSO4 2H2O CaCO3 SiO2
NCIQ CaCO3 Ca(OH)2 SiO2 ettringite CSH (?)
NCIVQ CaCO3 Ca(OH)2 SiO2 ettringite
NGsQ CaSO4 2H2O CaCO3 SiO2
Mortars with carbonate sand (M)
Label Chemical compounds
GCIVM CaCO3 Ca(OH)2 silicates (?)
GCIM CaCO3 Ca(OH)2 silicates (?) ettringite (?)
GGsM CaSO4 2H2O CaCO3 Ca(OH)2
GNM CaCO3 Ca(OH)2 SiO2 (?) silicates (?)
CNM CaCO3 Ca(OH)2 SiO2 (?) silicates (?)
CCIM CaCO3 Ca(OH)2 silicates (?) ettringite (?)
CCIVM CaCO3 Ca(OH)2 ettringite silicates (?)
CGsM CaSO4 2H2O CaCO3 SiO2 (?)
NCIM CaCO3 Ca(OH)2 ettringite CSH (?)
NCIVM CaCO3 Ca(OH)2 SiO2 (?) CSH (?) ettringite
NGsM CaSO4 2H2O CaCO3 SiO2
Table 22. List of the samples made with two binders and aggregates.
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Hydrated lime, natural hydraulic lime and quartz sand (CNQ)
In GNQ and CNQ (figure 30, and table 22) the band between 900-1000cm-1 of hydrated hydraulic silicates 
is not visible; the peak at 1083cm-1 is assigned both to quartz or CaCO3, while the doublet of 797cm-1 and 
778cm-1 and the signals at 508 and 459cm-1 are assigned to quartz. In the same sample the peak at 1047cm-1 
in ATR mode could due to a splitting of quartz or a feldspar component present in the sample.
The aggregate pattern sometimes covers the signals of other components. For example, the presence of 
quartz covers the signals of silicates. In all samples containing carbonate as aggregate the signals of calcite 
are amplified. In fact in the samples CNM and GNM only small peaks of silicates are visible, while the 
main peaks are assigned to calcite and portlandite. The peak at 5189cm-1 in the zone of OH overtone could 
indicate the presence of hydrated phases in the mixture.
▲Figure 30. From the bottom left in clockwise order: ATR, Transmission, Reflection spectra of a hydrated lime, natural hydrau-




Hydrated lime, cement Portland and quartz sand (CCIQ)
▲Figure 31. From the bottom left in clockwise order: ATR, transmission, reflection spectra of a hydrated lime, Portland cement 
and quartz sand (CCIQ) specimen. The main peaks are shown.
The main peaks of calcite are present in all the spectra, while portlandite is visible only in transmission 
mode (figure 31). The prominent presence of 5219cm-1 that is assigned to OH of ettringite indicates the 
presence of cement in the mixture. The peak at 1616cm-1 (in transmission mode) confirms the presence 
of sulphates. In the reflection spectrum, at 1209 and 1087cm-1 there is the splitting of quartz that covers 
any other possible Si-O signals in this zone. A band at about 1000-980cm-1 is visible on infrared reflec-
tion spectra acquired on the smooth surface; in that case the components of quartz are less intense. This 
behaviour is seen also in samples like GCIQ, GCIVQ and CCIVQ. The dissimilar behaviour between the 
different surfaces will be discussed later. Moreover, the peak at 456cm-1 could be the overlay of quartz 
and hydraulic hydrated silicates vibrations, thus indicating the presence of silicates in the sample. The 
shoulder at 1025cm-1 (in transmission mode) could result by the overlapping of quartz and the silicates 
present in the cement. In ATR, a peak at 1035cm-1 is present, as in the ATR spectrum of quartz sand. In 
this case it could be considered a splitting of quartz or a feldspar component or both as already discussed 




The derivative peaks belonging to CaCO3 at 712cm-1 v4, CO32- and 873cm-1 v2, CO32- [1,3,5] are visible 
only in the spectrum recorded on the “rough face” and scarcely recognizable on the other faces (figure 
32). Conversely, the peaks related to Ca(OH)2 (3640cm-1 O-H stretching [7] and 7087cm-1 1st overtone 
of Ca(OH)2 stretching modes [7,13,14]) are less intense on the “rough face” than those observed when 
analyzing the “smooth face” and the “180 face”. In the same range, the weak peaks between 900 and 1300 
cm-1 are visible only in the “smooth face” and the “180 face”. In addition, the peak at about 1458cm-1, 
which may suggest the presence of CaCO3, presents the characteristic derivative shape also described in 
the literature only in the spectrum of the “rough face” [4]. The peak at 4185cm-1 could be a combination 
band of Ca-OH, as discussed in the literature [46], and it also appears in the spectrum of the reference 
commercial hydrated lime [17].
The shape of the double band at 4276cm-1 and 4268cm-1 (CO32- (3v3)) [2,12] is the same for “180” and 
“rough” faces, while the relative intensity is the opposite in the “smooth face” [17].
▲Figure 32. From the top: reflection spectra (4500–400 cm−1) of smooth, 180 and rough faces of specimen C, the main peaks are 







The doublet at 1633 and 1685cm−1 (v2 bending H2O) is present in all the spectra but the relative intensities 
of the two peaks change [39] (figure 33). In the spectrum of the “180 face” the two peaks have almost the 
same intensity, while in the other two spectra the peak at 1634cm−1 is higher than the other one. The 
shape of the bands at about 2128cm−1 (v1+v3 SO4) and 2220cm−1 (v2 + vL H2O) also depends on the rough-
ness, becoming weaker from the “180 face” to the “smooth face”, where the intensity is the same for the 
two peaks [2]. A more impressive difference emerges from the bands in the range 3000–4000cm−1 com-
posed of the peaks 3245, 3388 and 3509cm−1 (v3 and v1 H2O) [45]. In the spectrum of the “180 surface” a 
unique, large and intense band can be observed. Conversely, in the “rough face” the typical three peaks at 
3497, 3443 and 3246cm−1 are more clearly distinguished, and in the “smooth face” they are well separated. 
The combination bands around 5155cm−1 (v1 and/or v3 OH+v2 OH) [2,40] and the overtone bands over 
6000cm−1 (6495cm−1 1st overtone v(OH), 6702cm−1 1st overtone v(OH), 6910cm−1 1st overtone v(OH)) are 
detectable in all three spectra, but are much clearer in the “smooth face” [12].
▲Figure 33. From the top: reflection spectra (7500–400 cm−1) of 180, smooth and rough faces of specimen Gs, the main peaks are 




Hydrated lime and quartz sand (CQ)
The analysis of the specimen made of hydrated lime and silicate sand shows better defined peaks around 
2200 and 1100cm−1 for the “180 face” (figure 34). The derivative bands at 712 and 873cm−1 are clearer in 
the “rough faces”. In addition, the main peak at 1424cm−1 (v3 CO3−2, the antisymmetric stretching) in some 
cases is inverted and split into two peaks at 1409 and 1507cm−1 and it is derivative in others [4].
▲Figure 34. From the top: reflection spectra (7500–400 cm−1) of 180, smooth and rough faces of specimen CQ, the main peaks are 
at 712, 873, 1409, 1507, 1796, 2514, 2594, 2873, 2979, 3640, 3697, 4185, 4276, 4268cm
−1
.
Portland cement and quartz sand (CIQ)
As it is possible to see, in figure 35, in the region under 2000cm-1 the peaks change a lot. For example in 
the spectrum of the rough surface only peaks of calcite are visible (712, 873, 1409 and 1796cm-1). This 
phenomenon is observed also on other samples, in the rough surface. It could be due to a different divi-
sion of the phases near the surface during the hardening. On the 180 surface both peaks of calcite (715, 
879, 1412, 1460, 2516 and 3942cm-1) and quartz (1081 and 1219cm-1) are observable. The peak related to 
the splitting of quartz covers the peaks of cement silicates and sulphates. On the smooth face the peaks of 




▲Figure 35. From the top: reflection spectra (7500–400 cm−1) of 180, smooth and rough faces of specimen CIQ, the main peaks 
are at 712, 873, 1409, 1507, 1796, 2514, 2594, 2873, 2979, 3640, 3697, 4185, 4276, 4268 cm
−1
.
Natural hydraulic lime with Portland cement and quartz sand (NCIQ)
The main peaks of quartz, calcite and portlandite are clearly visible (460, 713, 778-6, 990-2, 1081, 1428-
17, 1162, 1417, 1621, 3439, 3643cm-1). In transmission and ATR mode the shoulder at 990cm-1 is probably 
due to the presence of hydrated silicates (figure 36). In ATR mode this band shifts to higher wavenumbers 
(992-1004cm-1). In reflection mode (figure 37), a band in this zone is clearly visible only on the smooth 
surface; on the other surfaces the splitting of quartz covers the other peaks between 990 and 1200cm-1.
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Figure 36. From the top: reflection spectra (7500–400 cm
−1
) of 180, smooth and rough faces of specimen NCIQ, the main peaks are 
at 713, 874, 990-2, 1081-4, 1428-17, 1621-46, 2513, 3392, 3439 and 3643 cm
−1
.
▲Figure 37. From the top: reflection spectra (7500–400 cm−1) of 180, smooth and rough faces of specimen NCIQ, the main peaks 







The numerous data collected during this preliminary study allowed us to build a “database” of possible 
variations in the signals obtained with different FTIR techniques. The results show for the first time the 
potential of portable FTIR instrumentation, that could be used both during in-situ preliminary study of 
the building materials and when the removal of samples from the artworks is not allowed. The dependen-
ce of shape and intensity of signals on the surface roughness was studied as well, as a valuable tool for the 
interpretation of in situ analyses.
Summarizing the three techniques highlights, some important differences between transmission and 
ATR modes were found, particularly in the region around 1000cm−1, where the relative intensities of the 
peaks change (figure 24) and also their shape, as could be seen in samples with gypsum (figure 27 and 33). 
Some interesting trends can also be noted in external reflection FTIR, such as the frequent splitting of the 
main band of the carbonate group (around 1430cm−1 v3 CO3−2 antisymmetric stretching) into two inverted 
peaks, with a spacing of about 100cm−1. Another similar feature is related to quartz, whose band around 
1100cm−1 is generally inverted and clearly split in two peaks with a very particular and recognizable sha-
pe. Some signals (such as overtones of CaCO3 at 2516 and 2594cm−1 and combination peaks at 2977 and 
2875cm−1) are strongly enhanced in their intensities in the reflection spectra; the characteristic peak of 
Ca(OH)2 at 3642cm−1 is clearly detectable also in the reflection mode.
Some important shifts (around 20–25 cm−1 at most) have been detected at to v3 CO3−2 antisymmetric 
stretching peak. The broad band centred at 3436cm−1 and ascribable to O-H stretching is only evident in 
ATR mode. Furthermore, in samples bound with gypsum, an impressive change in shape and intensity of 
H2O v3 and v1 signals between 3244 and 3645cm−1 could be noticed in reflection mode, where they could 
even merge in a unique broad band. These changes are remarkable for the identification of gypsum in real 
samples, where its presence could either be due to its use in the binder or ascribed to a decay by-product.
This non-invasive study provides the first systematic application of external reflection FTIR on mortar 
materials, and also tests the response of the technique to differently roughed surfaces. The results show 
the high potential of portable FTIR in studying mortars; even if distortions, derivative and inverted si-
gnals could be present, the spectra are very informative and reliable for mixtures as well. In addition, the 
combination and overtones bands over 4500cm−1 can give further signals that are useful for the identifica-
tion of the components of the mortars as the band at 5171 and 5219cm−1 (OH overtone). These  presence 
of cement are amplified and suggest the presence of ettringite also thank to their characteristic shape. 
The results of the response of differently surfaces roughness confirm the findings in the literature, and 
show how the intensity and the distortion of bands are influenced by the surface micro-morphology of 
the area analysed by the instrument. The experiments were designed expecting a better readability of the 
signals in the spectra of the smooth faces, as the appearance of the specimen surface was predicted to give 
less distorted signals, because of the less significance of the diffuse component. Conversely, no systematic 
correlation between roughness and legibility of peaks is evident from the data here presented, even if, 
generally speaking, spectra on smooth surfaces appear to be similar to traditional transmission spectra. 
Some specific peaks of the raw materials seem to be better defined in the rough faces. On the contrary, 
in the smooth faces other spectral ranges seem more informative. The derivative bands are thus always 
better defined in the rough face. Further systematic analyses of a larger set of specimens of various rou-
ghnesses would be of benefit. Moreover, in some cases as CIQ (figure 35), on the rough face the presence 
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of CaCO3 is dominant. This behaviour could be explained by a selective formation of phase on the border 
during the setting, in fact a thick layer composed mainly by Ca and O is identified by ESEM EDX analysis. 
(Environmental scanning electron microscopy, ESEM paragraph).
This first set of data will allow to face real cases on unknown samples, where a mortar is present as ren-
dering, plastering, bedding, stucco or as a support for painting layers. The use of the acquired spectral 
references will be of aid in case of studying calcium carbonate, present as binder, and gypsum, formed 
as by-products in decay processes, such as black crusts, encrustations and efflorescence, with the special 
improvement of monitoring their formation without sampling.
In mixed mortars is more difficult to distinguish the two components and the aggregate if compared to 
mortars composed by one binder. It is complex, especially when the cement is mixed with another binder, 
because it is not easy to separate the signals from one component to the other; some examples are CCIQ 
in figure 31 or CNQ in figure 30.
It is also difficult to distinguish the components when their composition is chemically the same but the 
sources of the raw materials are different, for example CaCO3 could be present in the aggregate or/and in 
the binder. In figure 38 a comparison of three samples is shown
▲Figure 38. Comparison between samples GsM, CGs and GGs in transmission, ATR and reflection mode.
The following table summarize the advantages and the drawbacks of transmission, ATR and reflection 






OH vibrations are more clearly shown than in 
ATR spectra
After sample is mixed with KBr no other analyses 
are possible 
More references in literature.




The sample could be reused for other analyses. Shift of some peaks. 




No need to sample. Splitting of some bands.
Portable. Roughness influence into peak shape.
Two or more components of the mortars are iden-
tified, also the quartz of the aggregate.
Sensible to the composition of the first layer: pro-
blems if there is zonation.
Most of the peaks identified have the same wave-
numbers as those of the peaks identified in trans-
mission.
Cement identification.
The spectrum range is larger than the other two 
modes, so there is more information to identify 
the composition of the sample.
Table 23. Summary of advantages and drawbacks of the three different infrared spectroscopies used.
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Specimens composed by one specific binder
▲Figure 39. Differential scanning calorimetry curves of the reference sample made of one binder.
Considering the differential scanning calorimetry curves (figure 39), the intense endothermic peak at 
800°C in samples C (hydrated lime) and G (lime putty) is assigned to the decomposition of calcium car-
bonate [1–5] (Figure 38), while the smaller loss of weight between 420 and 450°C is assigned to calcium 
hydroxide decomposition [1,2,4,6–8]. The peak between 241 and 253°C could be due either to some hy-
droxide compounds like magnesium hydroxide, even if they usually present a degradation band at higher 
temperatures [1,2], or to hydromagnesite [4]. Samples C and G present also the highest weight loss - 
about 40% - due to the presence of carbonates (figure 40).
The sample made with natural hydraulic lime (N) shows also an endothermic peak (787°C) due to the 
decomposition of carbonate phases with a weight loss of about 30% (figure 39 and 40). The specimen 
presents also a very small endothermic peak at about 450°C that could be due either to the presence of not 
yet carbonated portlandite or to the OH group of some hydrated hydraulic phases.
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▲Figure 40. Thermogravimetric curves of the reference sample made of one binder.
With regards to thermogravimetric curves, the specimen Gs composed by gypsum presents the expected 
characteristic peaks of dehydration at 149 and 165°C, due to the loss of 0.5 molecules of H2O and then 1.50 
molecule of H2O per formula unit, respectively [1,2,4,9]:
CaSO4 2H2O + heat -> CaSO4 ½H2O + 1 ½H2O 
CaSO4 ½H2O -> CaSO4 + ½H2O
Gs has also a small loss of weight and an endothermic peak at 750°C, given by the decomposition of calci-
um carbonate [1–5,10]. In this sample an exothermic peak at 366°C has been identified, that could derive 
either from some organic impurities in the material [2,4], or to the conversion of soluble to insoluble 
form of anhydrite [11], or to the rearrangement in anhydrous CaSO4 from hemihydrate to anhydrate 
structure [1]. Since anhydrite is also found in PXRD analysis, this last interpretation could be the most 
plausible.
The DSC curves of CI and CIV present a similar trend, as shown in figure 41. The mass loss under 200°C 
is due both to free water and to the dehydration of C-S-H gel layers (110-112°C) and ettringite (152-165°C) 
[1,2,6–9,12–14]. The endothermic peaks at 445-450°C derive from the dehydration of calcium hydroxide 
[1,2,4,6–8]. Dicalcium silicate hydrate I, Ca2(HSiO4)(OH), also gives an endothermic peak at 460-480°C, 
thus in this range an overlapping between portlandite and dicalcium silicate hydrate the dehydration could 
be observed. In the DSC graphs (figure 41), two endothermic peaks at 703 and 737°C for Portland cement 








CI CaCO3 Ca(OH)2 CSH (?) ettringite (?)
CIV CaCO3 Ca(OH)2 CSH (?) ettringite (?)
N CaCO3 Ca(OH)2
Gs CaSO4 2H2O CaCO3 anhydrite (?)
Table 24. List of the specimens and of the main chemical compounds found in specimens made with one binder.
In both cases, the occurrence of the lowest temperature peaks (683 and 703°C) could be due either to the 
presence of poorly crystallized calcium carbonate in the form of vaterite, calcite or aragonite and/or to 
the presence of finer particles of secondary calcite, that decompose at lower temperature [1,2,6,7,15]. The 
highest temperature peaks (737 and 773°C, respectively) probably originate from the decomposition of 
calcite in a more crystalline form (as can be a carbonate mineral contained in the rocks). In table 24 the 
main compounds found in sample made with one binder are summarized.
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Mortars composed by one specific binder and one specific aggregate
Specimens composed by one binder and carbonate sand
▲Figure 42. Differential scanning calorimetry curves of the reference samples made of one binder and carbonate sand. The 
carbonate decomposition band is underlined in each graph.
The DSC curves of CM and GM samples (figure 42) show the main endothermic peaks over 800°C, at 
818.3°C and 813.8°C respectively. They present a total weight loss of about 43%, as calculated by the TG 
curves (figure 43). The peaks are assigned to the decomposition of calcium carbonate [1,3,4]. We cannot 
exclude the presence of other carbonates, as dolomite or magnesium carbonate, whose decomposition 
could coincide with the intense peak of calcium carbonate [1,2]. The small endothermic peak at 385.8°C 
indicates the occurrence of a small amount of uncarbonated calcium hydroxide. In the specimens contai-
ning carbonate sand, an endothermic peak of decomposition of calcium carbonate can be observed over 
800°C. As previously hypothesized (Thermal analysis, Specimens composed by one specific binder), the 
high temperature is due to the presence of a better crystallized calcite, belonging to the aggregate fraction 
[2,6,7,15].
In the differential scanning calorimetry graphs of specimens CIM (peaks at 97, 137 and 436°C) and CIVM 
(93, 136 and 434°C), the presence of the binder phases is visible, even if overlapped with the loss of 
free water (at about 90°), the dehydration of C-S-H gel layers and the dehydration of sulphates (at about 




▲Figure 43. Thermogravimetric curves of the reference samples made of one binder and carbonate sand.
of carbonates is over 800°C and presents an intense weight loss. In specimen GsM the dehydration of 
gypsum is well visible at 132 and 141°C.
113
▲Figure 44. Differential scanning calorimetry curves of the reference samples made of one binder and quartz sand. The quartz 
transition from α	into β phase and the carbonate decomposition are underlined in each graph.
The	endothermic	peak	at	575.5°C	corresponds	to	the	quartz	phase	change	from	alfa	(α)	into	beta	(β)	form;	
this transition occurs without any loss of weight, and it is visible in each samples (figures 44 - 45). The en-
dothermic peak at 755.2°C corresponds to the decomposition of calcium carbonate and it is clearly visible 
in specimens CQ, GQ and NQ, where only calcium carbonate is present. The peak of quartz is visible in all 
the samples where it is contained. Hydraulic phases should also be present in NQ (natural hydraulic lime 
3.5 with quartz sand), but the peaks are not visible. Moreover, in these samples the carbonate bands ap-
pear under 800°C. This implies that here calcium carbonate is poorly crystallized, with small particle size, 
which is typical of a re-crystallized phase from calcium hydroxide [1,2,6,7,15]. An endothermic peak at 
424°C is also present in GQ and CQ, due to the dehydration of uncarbonated calcium hydroxide. Feldspars 
are not visible in the curve, even if they were identified by powder X-ray diffraction analysis (Specimens 
analyses, Powder X-ray diffraction, PXRD) [1,4,16]. For what concerns the cement specimens, CIQ and 
CIVQ, the carbonate decomposition bands are shifted to 706 and 713°C, respectively. The lowering of 
these temperatures is due to the poorly crystallized carbonates with small particle size which decompose 
more quickly [1,2,6,7,15]. Under 200°C, the loss of free water and the dehydration of CSH and ettringite 
have been identified at 95 and 137°C in CIQ and at 95 and 148°C in CIVQ. In cement samples the peak of 
dehydration of portlandite (at 438°C in both the samples) is more intense than in the other specimens. At 




▲Figure 44. Thermogravimetric curves of the reference samples made of one binder and quartz sand.
of C-S-H gel structural OH- groups after longer hydration, as suggested by Gabrovsek et al.; in alternative 
it could be due to the decomposition of a less crystalline carbonate [1,2,6,7,15]. In table 25 the main com-
pounds identified in samples made by one binder and one type of aggregate are listed.
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Mortars with quartz sand (Q)
Label Chemical compound
GQ CaCO3 SiO2 Ca(OH)2
CQ CaCO3 SiO2 Ca(OH)2
CIQ CaCO3 Ca(OH)2 SiO2 ettringite (?) CSH (?)
CIVQ CaCO3 Ca(OH)2 SiO2 ettringite (?) CSH (?)
NQ CaCO3 SiO2 Ca(OH)2
GsQ CaSO4 2H2O SiO2 Ca(OH)2




CIM CaCO3 Ca(OH)2 ettringite (?) CSH (?)
CIVM CaCO3 Ca(OH)2 ettringite (?) CSH (?)
NM CaCO3
GsM CaSO4 2H2O CaCO3




Specimens composed by a mix of two binders
Samples CN (figure 46) and GN present the same endothermic peaks (790 and 793°C, respectively, as-
cribed to the decomposition of carbonates) and the same weight losses (38.62% and 37%, respectively), as 
expected in similar specimens. No hydraulic phases have been found. The endothermic peak of portland-
ite is visible only in CN, probably because of a slower carbonation process.
▲Figure 46. Differential scanning calorimetry and thermogravimetric curves of the reference sample made of two binders: 
hydrated lime and natural hydraulic lime (CN).
In the specimen CGs (figure 47) and GGs the endothermic peaks of decomposition of gypsum have been 
identified at 155 and 158°C respectively. The dehydration of portlandite at 425 and 423°C and the decom-
position of carbonates at 782 and 750°C can also be observed. In sample CGs there is also a small endo-
thermic peak at 758°C, that could be related to the presence of a less crystalline carbonate decomposing at 
a lower temperature [1,2,6,7,15]. An exothermic peak at 441°C is shown in the sample GGs that could be 
related either to some organic impurities in the material [4], or to the conversion of soluble to insoluble 
anhydrite, or to the rearrangement in CaSO4 from hemihydrate to anhydrate structure [1,11], as already 
observed in Gs sample (Thermal analysis, Specimens composed by one specific binder)
The samples CCI and CCIV (figure 48) present a similar trend and the same endothermic peaks. The car-
bonate decomposition maxima are recorded at 779 and 781°C in DSC graph, respectively. A small signal 
of portlandite dehydration is also visible at 463 and 454°C, respectively. An exothermic peak is found at 
386°C, possibly due either to the decomposition of organic compounds [4], or to the conversion of soluble 
to insoluble anhydrite [11], or to the rearrangement in anhydrous CaSO4 from hemihydrate to anhydrate 
structure [1].
In the DSC curves (figure 48) an intense band under 200°C was observed, corresponding to the loss of almost 
4% of weight according to the TG data. In the DTG curve (figure 49) this region is clearer if compared to DSC 
curve and a peak at about 96°C has been identified. Most of the mass loss under 200°C is due to free water but 
we cannot exclude the dehydration of CSH gel layers and ettringite (152-165°C) [1,2,6–8,11] because the weight 
loss is higher compared to that observed in other samples showing a similar band, for example CN (figure 46). 
CN does not present any peak in DTG analysis, so the presence of CSH was excluded..
117
◄Figure 47. Differential scanning 
calorimetry and thermogravimetric 
curves of the reference sample made of 
two binders: hydrated lime and gypsum 
(CGs).
◄Figure 48. DSC curves of CCI and 
CCIV specimens.





The specimens GCIV (figure 51) and GCI present a similar trend. As it is visible in the DSC curves, the 
main endothermic peaks are similar to those observed in CCI and CCIV specimens (figure 48). In the 
DTG curve of sample GCIV (figure 52), an endothermic transition at about 623°C is visible; its shape dif-
fers from that visible in the DTG curve of CI (shoulder shape) (figure 50). It is present also in the sample 
GCI and it could be due either to a less crystalline carbonate decomposition, or to the presence of finer 
particle size of secondary calcite [1,2,6,7,15] or to a shift of the dehydration peak of CSH gel structural 
OH- groups after longer hydration, as suggested by Gabrovsek et al. [7].
▲Figure 50. DTG curve of hydrated Portland cement.
▲Figure 51. DSC curve of specimen GCIV. ▲Figure 52. DTG of specimen GCIV.
When the specimens are composed by natural hydraulic lime and cement I and IV (NCI and NCIV), they 
present amplified signals below 200°C which are more visible as displayed in figure 53. In fact, the endo-
thermic peaks at 57, 97 and 141°C are more intense, if compared to sample CCI (figure 49). This behavior 
is probably due to the presence of calcium silicate hydrate also in natural hydraulic lime and to the lower 
quantity of calcium carbonate in the mixture. In table 26 the main compounds identified in samples made 
by two binders are listed.
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◄Figure 53. Differential 
scanning calorimetry and 
thermogravimetric curves curve 
of sample NCIV as an example 
of natural hydraulic lime and 
cement mixed together.
Samples with a mix of two binders
Label Chemical compounds
GN CaCO3
GCI CaCO3 Ca(OH)2 CSH (?) ettringite (?)
GCIV CaCO3 CSH (?) ettringite (?)
GGs CaCO3 CaSO4 2H2O Ca(OH)2 CaSO4 (?)
CN CaCO3 Ca(OH)2
CCI CaCO3 Ca(OH)2 CSH (?) ettringite (?)
CCIV CaCO3 Ca(OH)2 CSH (?) ettringite (?)
CGs CaCO3 CaSO4 2H2O Ca(OH)2
NCI CaCO3 Ca(OH)2 ettringite CSH (?)
NCIV CaCO3 Ca(OH)2 ettringite CSH (?)
NGs CaSO4 2H2O CaCO3 CaSO4 (?)




Mortars composed by a mix of two binders and a specific aggregate
▲Figure 54. Differential scanning calorimetry and thermogravimetric curves of samples CCIM (left) and CCIVM (right).
A small endothermic peak at 76.7°C is present in the specimen NCIM (figure 55). It is connected to the 
absorbed water, but since its shape seems to be similar to those found in CI, CIV, CCI and NCIV (figures 
44, 49 and 53), it could also suggest the presence of some hydrated phase of cement pastes. However, 
the predominant phase is calcium carbonate. The endothermic peak of carbonate decomposition is over 
800°C, as seen in carbonate sand and in specimens made with carbonate sand. As already explained for 
specimens with carbonate sand, the carbonate decomposition of the sand occurs at higher temperatures if 
compared to the CaCO3 from the binder.
In samples where the carbonate component is predominant it is difficult to distinguish also the presence of ce-
ments, as in specimens CCIM and CCIVM containing carbonates both in the binder and in the aggregate (figure 
54). In sample NCIVM it is difficult to distinguish the phases from carbonate and calcium hydroxide, as well.
▲Figure 55.  Differential scanning calorimetry and thermogravimetric curves of specimen NCIM.
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In all the samples with quartz sand it is possible to identify the transition from quartz alpha to quartz 
beta at 575°C. Moreover, also the endothermic peaks of calcite, calcium hydroxide and gypsum have been 
identified. Unlike the specimens with carbonate sand, these samples present the endothermic peaks of the 
decomposition of calcium carbonate under 800°C. This phenomenon occurs when the calcite comes from 
the carbonation of the binder and so is in a less crystalline phase, while the calcium carbonate present in 
the carbonate sand is more crystalline. This happens because the carbonate from the sand comes from 
ground rocks that are a naturally more crystalline source, thus it is characterized by a higher decomposi-
tion temperature.
In figure 56 an example of cement mixed with lime and quartz sand is presented. In this graph, that is very 
similar to those recorded for samples GCIVQ, GCIQ and CCIVQ, no clear evidence of the presence of 
cement is evidenced in the mixture.
◄Figure 56. Differential scanning 
calorimetry and thermogravimetric curves 
of CCIQ specimen.
GCIQ presents the carbonate decomposition at 727°C, the quartz phase transition at 575°C, the dehydra-
tion of calcium hydroxide at 441°C and the water loss under 200°C. The shape of this last endothermic 
peak is similar to those found in cements and in cements mixed with natural hydraulic lime (figure 44 and 
49). In the DTG curve an endothermic peak at 683°C is evident as well, that is connected to a lower crys-
talline calcium carbonate phase (figure 57). In table 27 the main compounds identified in samples made by 




Samples with two binders and carbonate and quartz sand
Mortars with quartz sand (Q)
Label Chemical compounds
GNQ CaCO3 SiO2 
GCIQ CaCO3 Ca(OH)2 SiO2 ettringite (?) CSH (?)
GCIVQ CaCO3 Ca(OH)2 SiO2 ettringite (?) CSH (?)
GGsQ CaSO4 2H2O CaCO3 Ca(OH)2 SiO2 
CNQ CaCO3 Ca(OH)2 SiO2 
CCIQ CaCO3 Ca(OH)2 SiO2 ettringite (?) CSH (?)
CCIVQ CaCO3 Ca(OH)2 SiO2 ettringite (?) CSH (?)
CGsQ CaSO4 2H2O CaCO3 SiO2 Ca(OH)2
NCIQ CaCO3 Ca(OH)2 SiO2 ettringite(?) CSH (?)
NCIVQ CaCO3 Ca(OH)2 SiO2 ettringite (?) CSH (?)
NGsQ CaSO4 2H2O CaCO3 SiO2 









CGsM CaSO4 2H2O CaCO3 Ca(OH)2
NCIM CaCO3 ettringite (?) CSH (?)
NCIVM CaCO3
NGsM CaSO4 2H2O CaCO3 SiO2 (?)
Table 27. List of the samples made with two binders and aggregates.
Figure 57 DSC curve of GCIQ on the left and DTG and TG curve on the right.
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Discussion and conclusions
This technique has shown good results in the identification of the hydrated phases of mortars cement, 
but it fails when cement binders are mixed with different binders because it became harder to distinguish 
the components of the two binders. On the other hand, as expected, when hydrated lime and gypsum are 
mixed the signals of both are clearly visible.
The identification of hydraulic phases in natural hydraulic lime, as already seen in other techniques like 
infrared spectroscopy, is quite difficult because these phases are present in very low quantities. Usually 
only calcite is identified thanks to its very intense peak.
TG-DSC evidences the decomposition and dehydration of the phases and relative weight loss; in parti-
cular, a difference between different levels of crystallinity of calcium carbonate could help to evidence 
the presence of carbonate sand. In fact, carbonate sand is usually produced by grinding carbonate rocks 
that are more crystalline, due to their geological formation, compared to the calcium carbonate formed 
during the carbonation of hydrated lime in the binder. This technique has also underlined how, if the two 
carbonates are mixed together, the signal of the more crystalline phase is prominent. This implies that it 
is not possible to discern between two carbonate signals and identify the component of the aggregate and 
of the binder.
In samples with cement in the binder the quantification of the components has been attempted but, be-
cause of the overlap of the peaks of the phases present under 200°C, they could not be distinguished and 
quantified. Moreover, in most of the samples where calcite is found, it has different origins (from the 
binders and the aggregate) so it was not possible neither to distinguish between them nor to calculate the 
correct quantity for the samples with carbonate aggregate because the signals are overlapped. Anyway, 
in samples with carbonate aggregate the calcite decomposition usually occurs over 800°C. This factor can 
suggest the presence of this aggregate, to be checked with other techniques, like optical analysis.
The attempt to calculate the binder/aggregate ratio was performed on samples with quartz sand. It was 
possible to calculate it only on these samples because in the others the peak of decomposition of carbonate 
sand covers the peak of decomposition of calcium carbonate in the binder. To calculate the binder/aggre-
gate ratio it was assumed that carbonate, calcium hydroxide, gypsum etc. came from the binder. Then the 
quantities of the phases before the dehydration were calculated and subtracted to the initial weight of the 
samples. The binder/aggregate ratios were obtained accordingly. As shown in table 28, the samples that 
present the correct binder/aggregate ratio used in the preparation of the specimens (1/3) are a few. These 
samples are those that use hydrated lime as binder. The samples containing cements in the binder present 
a calculated ratio probably lower than the effective one because it was not possible to quantify the hydra-
ted phases, which are overlapped with sulphates phases. Also the samples with lime putty present lower 
values, explained by the proportion of the raw materials used. As the proportion was made by weight, so 
since lime putty contains also water, a lower content of hydrated lime was available in the specimens even 
compared to the other samples. These last results agree with thin section point counting results, in which 
the lack of binder is evident in samples made with lime putty (GM and GQ). For what concerns the other 
samples, the binder/aggregate ratio found by point counting is more similar to the 1:1 ratio while here the 
values vary from 0.3 to 0.1 (table 28). It is important to underline that in cement only the quantification of 
calcite was sure and, due to the overlapping of the peaks, quantification of other phases was not possible.






















Table 28. Binder/aggregate ratio calculated by TG 
analysis of specimens with quartz-sand.
Advantages Drawbacks
Quantitative analysis. Difficult identification of cement phases in mixed 
mortars.
Identification of the main compounds like CaCO3, 
CaSO4 2H2O, Ca(OH)2.
In mixed mortars is difficult the identification of 
cement compouns.
Identification of cement phases in samples in one 
binder mortars.
Table 29. Summary of the advantages and drawbacks of thermal analysis applied to all the specimens made in this study.
we used to prepare the samples, while µCT tomography and point counting give results in volume/volu-
me. For this reason there is not direct correspondence between the results obtained.
To summarize, TG-DSC could be useful in the quantitative analysis especially in lime mortars, while in 
cement mortars, due to the heterogeneity and the overlapping of the peaks, the calculations are more 
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Raman spectroscopy and micro infrared reflection spectroscopy (µ-FTIR)
Raman spectroscopy and micro infrared reflection spectroscopy (µ-FTIR) were performed on raw ma-
terials, mixes and hydraulic mortars to evaluate the potentiality of these techniques in the identification 
of hydraulic phases. For instrumental reasons the micro infrared reflection spectroscopy (µ-FTIR) was 
used only on the cross sections of hydrated pastes because this technique requires a very reflective surface.
Raman spectroscopy
Raw materials (powder)
The raw materials characterization was obtained on powders. In table 30 the main phases identified are listed 
for each sample. The presence of calcite is highlighted in CEM IV and CEM I, whereas it is uncertain for 
NHL 3.5 due to the overlapping of the main peak of calcite (1087cm-1) with portlandite which shows two 
main peaks at 1085cm-1 (v1[CO32-]) and 3620cm-1 (OH stretching vibration) [1–6]. The peak at 3620cm-1 
allows unequivocally identifying the presence of portlandite. The other peaks of calcite (713cm-1, 283cm-1, 









AF Carbon Quartz C
3
A Anatase Hematite
CEM IV • • • • • •
CEM I • • • • •
NHL 3.5 ? • • • ? • • •
Table 30. Results of Raman spectroscopy analysis of hydraulic raw materials.
The presence of C
3
S was detected in CEM IV and CEM I, as reported in figures 58 and 59. The peak at 
836cm-1 has been assigned to C
3
S v1 SiO4 vibration (figure 58) [2,3,7]. In figure 59 a spectrum collected on 
NHL 3.5 raw material shows the C
2
S signal at 856cm-1 (v1 SiO4 vibration) [2,8] and a possible presence of 
calcite (713cm-1 In-plane bending (v4) of CO32- and 1085cm-1 symmetric stretching (v1) of CO32-) [2–4,6,8,9].
▲Figure 58. C
3
S peak at 836cm
-1




S peak at 856cm
-1





) acquired on NHL 3.5 raw materials.
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In figure 60 the broad band of brownmillerite (C
4
AF) around 726cm-1 (v1 [(Fe, Al)O45-]) [6,10,11] is re-
ported. This characteristic broad band, detected in CEM IV and CEM I, has been identified according 
to Schmid et al. [6], whereas the maximum intensity presents a shift of about 10cm-1 if compared to the 
results obtained by Deng et al. [4]. However, due to the broad shape of this peak, the position of the max-
imum intensity could significantly change. In samples with natural hydraulic lime (NHL 3.5) the presence 
of hematite, anatase, carbon and gypsum has been identified. The presence of gypsum in this material 
it is not usual and it could be present because of some impurities of the material, moreover it has been 
identified only with this technique.
◄Figure 60. Spectra of brownmillerite (peak at 
726cm
-1




Hydrated pastes (without aggregate)
The analysis was performed on hydrated powders and on bulk samples. The results from both the mode 
used are in accordance. The mineralogical phases identified are reported in table 31. An example of char-
acteristic hydrated phase tobermorite, detected both in each of the hydrated cements without aggregate 
and in some of the mortars samples (in the next paragraph), is shown in figure 61. It is the signal of Si-O-
Si bending according to Kirkpatrick et al. [12].













CIV ? • • • • • • • •
CI • • • • • • • sulphates
N • • • • • gypsum • •
Table 31. Results of Raman spectroscopy analysis of hydraulic specimens without the aggregate.
▲Figure 61. Peak at 676cm-1 assigned to Si-O-Si bending of 
tobermorite collected on CI sample (Portland cement).
In figure 62 and 63, the ambiguity between gypsum and other generic sulphates is due to the fluctuation 
of the position of the main peak. For a more precise discrimination among the different sulphate phases 
other bands are required. In figure 62 the peak at 1007cm-1 has been assigned to v1 [SO42-] of gypsum, 
while the peak at 836cm-1 has been assigned to C
3
S (v1 SiO4 vibration of C3S) [2–4,6,7,13].
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▲Figure 62. Spectrum acquired on hydrated pozzolanic cement 
(CIV) where C
3
S and gypsum are present.
▲Figure 63. Spectra collected on hydrated pozzolanic 
cement (CIV) paste.
The spectrum in figure 63 is collected on hydrated pozzolanic cement (CIV). The peaks at 3615 and 
1083cm-1 have been assigned to OH stretching vibration and v1[CO32-] of portlandite [1,8]. The two peaks 
at 1607 and 1362cm-1 are assigned to carbon [14]. The peak at 993cm-1 is assigned to v1 sulphate vibra-
tion of the ettringite structure [13,15]. In the lower part of the spectrum the peaks at 729 and 655cm-1 
are assigned to the broad band of C
4
AF (brownmillerite) [6,10,11]. It is interesting to see the presence of 
gypsum in the sample N (natural hydrated lime) since with no other techniques used in this study gypsum 





On the mortar samples the analyses were carried out selecting the areas that microscopically show only 
the binder contribution. Tobermorite and brownmillerite (C
4
AF) were identified, even if in some cases 
the peaks are very close one to each other and overlapped (figure 64). In sample CIVM (figure 64), the 
Si-O-Si bending of tobermorite has been identified at 667cm-1 while the peak of brownmillerite has been 
recognized at 731cm-1 [1,6,10–12]. In this last spectrum also the peak of a sulphate is visible at 1002cm-1 
but its assignation is still uncertain. In the same spectrum the peak of v1[CO32-] at 1088cm-1 have been 
identified [6,8,16]. It is interesting to underline that in the sample NQ also ettringite has been identified in 
one measurement. This phase usually is found in cement, but since with Raman spectroscopy gypsum was 
identified in the raw materials, during the hydration it could have reacted with some aluminates present 
in the mortar to crystallize ettringite. 
Portlandite and calcite have been identified. Some impurities phases, as already identified in the raw 
materials, like hematite, anatase and carbon have been identified in hydrated mortars (table 32). As it is 
possible to observe in figure 65, calcite (1086cm-1) and anatase are identified by the clear presence of peaks 
at 146 (v6), 401 (v4), 516 (v3) and 641cm-1 (v1) vibrations, as reported in the RRUFF database (RRUFF 






AF carbon gypsum anatase
CIVQ ? • • •
CIQ ? • • •
NQ • • • • •
CIVM ? • • • • •
CIM ? • • ? •
NM • ? ? • • •
Table 32. Results of Raman analysis on hydraulic mortars.
◄Figure 64. Spectrum collected on CIVM 
specimen where tobermorite, brownmillerite, 
sulphate and calcite or portlandite  are detected.
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◄Figure 65. Spectrum collected on NM 









S: Hatrurite/Alite (Ca3SiO5): 835cm-1
C
2
S: Larnite/Belite (Ca2SiO4): 855-860cm-1
C
4
AF: Brownmillerite (4CaO Al2O3 Fe2O3) presents 
two broad bands between:
620-640 e 720-730cm-1










Table 33. In the table the main peaks found in this study are listed.
In table 33 the main diagnostic peaks identified in this study are summarized. Raman spectroscopy proved 







erite), tobermorite (CSH), ettringite, portlandite.







AF in reacted powders or samples. The C
4
AF phase is characterized by two broad bands 
whose position varies, from 620-640cm-1 and 720-730cm-1. Tobermorite can be hidden under the two 
bands of C
4
AF, in the hydrated cement. It may depend on its low Raman scattering and its low amount in 
the samples. When portlandite is present in the spectrum (identifiable as the peak at 3620cm-1) it is not 
possible to unequivocally identify calcite if only the peak at 1083cm-1 is present, due to the overlapping 
with the main band of portlandite. Moreover it is possible to identify generic sulphates, gypsum and 
ettringite whose bands vary from 970 to 1000cm-1, but in some cases more than one peak is required 
for a better assignation of the type of sulphates. Surprisingly, the C
3
A phase was never found by Raman 
spectroscopy.  It is important to underline that, if a phase is not found, it does not necessarily mean that it 
is not present. In fact the lateral resolution of the Raman is only a few microns thus the area analyzed in 
each measure is strictly connected to the laser’s spot dimensions. For this reason is defined as a punctual 
technique. Furthermore, some difficulties in the identification of the phases could be due to a low Raman 
scattering or they could cause fluorescence that covers all the other signals (this phenomenon takes place 
when a substance absorbs an electromagnetic radiation and emits light). The main advantages and draw-
backs are summarized in table 34. It is also important to be aware that Raman spectroscopy has been the 
only analysis, among those considered in this study that allowed the identification of some phases like 
hematite, anatase and gypsum in natural hydraulic samples. The other limitations of Raman analysis are 
the following: The final and relevant achievement of Raman analyses deals with the presence of hydraulic 
phases, which can be easily recognized through the presence of peaks in the range of 620-640cm-1 and 
720-740cm-1 and 835cm-1 and 855-860cm-1, independently by their assignment to a specific phase. This 
could be the first information that could be acquired during the analysis, and then a more in depth study 
of the vibrational signals could lead to the identification of the different phases.
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Advantages Drawbacks
Identification of hydraulic phases, especially if 
there are bands in the range: 620-740cm-1.
Fluorescence.
Identification of oxides like hematite and anatase 
that usually are not identified by the other tech-
niques.
Punctual analysis (a few microns); in case of in-
homogeneous samples some phases could not be 
identified even if they are present.
Identification of unhydrated hydraulic phase also 
in hardened pastes.
Substances without or with a low Raman scatter-
ing are not detected.





Micro-infrared reflection spectroscopy (µ-FTIR)
µ-FTIR was carried out on the polished cross sections of specimens with hydraulic binders previously 
analyzed by Raman spectroscopy. The instrument selected 100x100µm areas of analysis, thanks to the use 
of the microscope. µ-FTIR was performed only on the polished cross sections of hydrated pastes because 
this technique requires a very reflective surface. The analysis was mainly performed where an abundance 
of binder appeared at the optical microscope. All the spectra showed a similar trend to that obtained by 
infrared in external reflection mode (ER-FTIR). Unfortunately, this modality of analysis produces noise, 
especially in the spectral ranges above 3500cm-1 and around 1650cm-1. In the following paragraphs some 
spectra are discussed. In table 35 the results of the µ-FTIR on hydraulic binders are summarized. 
Figure 66. Portland cement polished cross section (CI) analyzed by µ-FTIR.
In the specimen (CI) containing Portland cement in the binder fraction (figure 66), the presence of the main peaks 
of CaCO3 (715, 879, 1397 and 1467cm-1) was observed [19–22]. The same splitting of the bands of calcite already 
observed in external reflection mode (1397 and 1467cm-1) is present. In this spectrum the presence of calcium 
silicate hydrate has been suggested too by the band at 967cm-1 (v3 of [SiO4]4-) [23,24]. The peak at 1022cm-1 is con-




, gibbsite according to Fernandez-Carrasco [25], while the signal at 1638cm-1 
has been assigned to sulphate, possibly ettringite [23,25,26].
With regards to sample CIV, the analysis was focused on a particle that has the appearance of a fly ash (figure 67). 
The main peaks of calcite (878cm-1 and the splitting at 1397 and 1457cm-1) and quartz (the doublet at 776 and 
797cm-1) were identified [19–22,26–29]. The peak at 966cm-1 is assigned to the presence of a hydrated calcium sili-
cate (for example CSH or tobermorite), an unhydrated calcium silicate, such as C
2
S [23,30,31], or gibbsite [25]. The 
peak at 1024cm-1 is assigned to bayerite (Al(OH)3) or to CAH10, according to Fernandez-Carrasco et al. [25], while 
the signal at 1068cm-1 could be related to the presence of fly ash, as suggested by Fernandez-Jimenez et al. [32].
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CI • • • ? ?
CIV • • • • ?
N • ? •
Table 35. Results of µ-FTIR analysis on hydraulic specimens made with one binder.
◄Figure 67. Pozzolanic cement cross 
section (CIV) analyzed by µ-FTIR. 
The image of the analysed area (a) and 






The samples with natural hydraulic lime were rough, so in some cases it was difficult to perform the 
analysis since µ-FTIR requires a very smooth surface to favor the reflection. Moreover, in some cases the 
resin was embedded in the sample pores altering the analysis.
In samples mortars, it was also possible to select the areas with a minor amount of aggregate to perform 
the analysis.
Figure 68. Portland cement with quartz aggregate polished cross section (CIQ) analyzed by µ-FTIR.
In the sample containing quartz aggregate (CIQ) the spectrum (figure 68) presented the main peaks of cal-
cite splitted to 1402 and 1452cm-1 and the signal at 873cm-1 [19–22]. The peaks at 847 and 925cm-1 could 








AS. The band at 1090cm-1 could be a shifting of that ascribed to tober-
morite, while the peaks at 1133cm-1 and 1643cm-1 have been assigned to ettringite. The signal at 665cm-1 
could suggested several phases: gypsum, according to Arrizabalaga, Hughes and Ghosh [23,24,33]; CSH, 
as discussed by Delgado et al. [34]; tobermorite, as suggested by Guo et al. [30]; gibbsite, according to 
Wilson [28]; anorthite, as determined by Farmer [27].
In the cross section of the samples containing natural hydraulic lime, no clear evidence of the presence 
of hydraulic phases was visible. In sample NM (natural hydraulic lime and carbonate aggregate) (figure 
69), the main peaks of calcite (873, 1415 and 2516cm-1) were identified [19–22]. The peak at 698cm-1 is 
assigned to quartz, according to Wilson [28], while the peaks at 1037 and 1072cm-1 could be due to the 
presence of silicates in the sample.
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Figure 69. µ-FTIR spectrum of natural hydraulic lime with carbonate aggregate specimen (NM)..




The main peaks of calcite were identified in the spectra of sample CIVM (713, 879, 1411 and 1488, 1797, 
2525cm-1) (figure 70). The peak at 962cm-1 is assigned to the presence of a calcium silicate hydrate (for 
example CSH or tobermorite), unhydrated calcium silicate, as C
2
S [23,30,31], or gibbsite [25]. The peak 
at 1033cm-1 and 1068cm-1 could be related to the presence of Al(OH)3 according to Fernadez-Carrasco 
et al. [25]. The signal at 1068cm-1 could be related to the presence of fly ash too, as suggested by Fer-
nandez-Jimenez et al. [32]. The sample NQ was difficult to analyze and no reliable results were found 
because it was not cohesive after the polishing of the cross section. In table 36 the main µ-FTIR results 
are summarized.





CIQ • • • • ? ?
CIVQ • • • sulphates • ?
NQ
CIM • • • •
CIVM • • • ? ?
NM • silicates •
Table 36. Results of µ-FTIR analysis on hydraulic mortars.
Discussion
In table 37 the main advantages and drawbacks of the application of µ-FTIR to hydraulic mortars and 
mixes are summarized. In all the mixes, except for the samples with natural hydraulic lime, the hydrated 
or not hydrated hydraulic phases were identified. The most important issue to take into account is that 
the samples need to be accurately polished, thus it is better if they are embedded into epoxy resin. µ-FTIR 
requires in fact a very smooth surface, in order to obtain a good reflection signal. Moreover, in the cement 
samples both hydrated and unhydrated calcium silicates were determined. Ettringite was identified in 
samples with cement binder too. Portlandite was not identified by µ-FTIR, probably for the high level of 
noise affecting the spectral region where its main peaks appear. Some derivative or split peaks were ob-
served in the spectra, as for portable reflection spectroscopy, for example the splitting of carbonate main 
peak (Specimens analyses, Infrared spectroscopy) .
Advantages Drawbacks
Identification of hydraulic phases. It requires a carefully polished cross section, diffi-
cult to obtain for some samples.
Identification of unhydrated hydraulic phase also 
in hardened pastes.
Small areas of analysis: some phases could not be 
identified even if present.
The spectra often present noise, especially in the 
spectral range over 3500cm-1 and around 1650cm-1.




Both techniques have shown their potentiality in the identification of hydraulic phases. One of main diffe-
rences is the area of analysis: Raman is in fact a punctual analysis (a few microns), while µ-FTIR analyzes 
an area of 100µm2. Any way both techniques could focus the source radiation on the area where appa-
rently no grains of the aggregate appeared, recording the signal coming from the binder. The presence 
of C
3
A and its hydrated phases was difficult to be identified with both techniques. µ-FTIR could suggest 
them only in some cases only. On the other hand, Raman spectroscopy identified hydraulic phases also in 
natural hydraulic lime specimens. 
Raman spectroscopy does not necessarily require a cross section, as powders could also be analysed. 
Both techniques highlighted the presence of unhydrated hydraulic cement phases in reacted powders 
or samples. This feature has been identified only by SEM and petrographical/optical analyses, while the 
other techniques used in this study proved to be ineffective. 
The next step of the research deals with the evaluation of the analytical capability of these techniques in 
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The main focus of this work is the characterization of the pore network properties of historical mortars 
to evaluate the advantages and the drawbacks of mercury intrusion porosimetry and micro-computed 
X-ray tomography, which are discussed in this chapter. These techniques have been applied to building 
materials with a particular attention to the benefit that these analyses bring in the study of historical 
mortars. In order to reach our purposes, twelve mixtures of mortars were prepared. The choice of the 
composition was decided on restoration practice and based on the most diffused mortars used in the past 
and currently. In the selected mixtures, two different cement mortars were included in order to evaluate 
modern mixtures. 
Mercury intrusion porosimetry is a well-known technique and the most used one for the characterization 
of pore size distribution in building materials [1,2,11,12,3–10]. MIP is based on the Washburn equation 
which	relates	the	contact	angle	(θ)	of	a	non-wetting	liquid	(Hg)	with	a	surface	of	a	solid	material	and	with	
the	surface	tension	(γ)	of	the	liquid	itself,	connected	to	the	pressure	(P)	applied	in	order	to	obtain	the	
measure of the equivalent pore radii (r) [13–15]:
r	=	-2γcosθ/P
Several studies have shown that the results should be interpreted with care [4,8,9,13,16–21]. This tech-
nique is affected by the so-called “ink bottle effect” that could overestimate or underestimate the pore radii 
[13]. In fact, this technique, due to the Washburn equation, measures the pore throat size at the beginning 
of the intrusion: so, if there is a larger volume inside, the analysis will measure it with a small radius. 
Hence it is supposed pores are cylindrical. Another drawback of this technique is that once the analysis is 
done, the sample cannot be studied with other techniques because it is totally saturated with Hg. Another 
restriction is that the MIP can only measure the porosity under 90µm. Moreover, MIP analysis, due to the 
high pressure applied, could alter the sample forming cracks inside sample that could modify the results of 
the analysis without being identified [4]. 
On the other hand X-ray µCT [3,4,28,29,6,14,22–27] is a powerful non-destructive analysis: it is im-
portant for a variety of topics over the porosity analysis; in fact, it also gives information on volume 
structure, aggregate, and cracks inside the samples. Another remarkable advantage in the use of µCT is 
that, contrary to MIP, it is possible to perform other analysis on the same sample after a µCT analysis. 
One of the drawbacks of this technique is that it cannot measure all the smaller pore sizes as MIP: in fact, 
µCT pore radii measures are recorded above 10µm (with the parameter used in this study) (figure 71). 
Furthermore, some choices during the data analysis could influence the results such as the threshold, the 
resolution, the dimension of the voxels and the segmentation, hence it is user dependent. The voxels are 
the three-dimensional equivalent of a pixel in a 2D image. It is the lower boundary on pore sizes that can 
be measured. In other words objects smaller than a voxel size cannot be distinguished with standard µCT 
and image analysis.
The combination of mercury intrusion porosimetry and computed X-ray tomography has been reported 
in different works [4,13,14,18,23] but not on the large and various set of mortars considered in this work, 
with interest for building and conservation science. A comparison between the two techniques was per-
formed in order to evaluate their limits on these materials with a particular attention to the advantages of 
the application on cultural heritage material. The possibility to study the material with a non-destructive 
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approach (µCT) allows several advantages: for example, different analysis could be performed on the same 
sample, it could provide more complete information and a deeper characterisation also from the inner 
part of the sample, where it is usually not allowed a direct observation. The main advantage of µCT is that 
it can identify large pores that are connected by very small pores and which are considered as ink-bottle 
in MIP. Moreover µCT porosity allows also to study and to visualize the microstructure, the cohesion and 
eventually identify some damages not visible from the outside part.
Mercury Intrusion Porosimetry (MIP)
Mercury intrusion porosimetry (MIP) was carried out using a Thermo Scientific PASCAL 140 and 
PASCAL 240. The measuring range (pressure) is 0.1-200 Mpa, the resolution (pressure) is from 0.01 Mpa 
to 100 Mpa and from 100 to 200 Mpa. The accuracy >0.2% while the resolution in volume is 0.1 mm3. 
The measuring range radius is between 7.5 and 3.7 X 10-3 microns. For each specimen two samples were 
analysed with this technique. 
The different mortars mixed design investigated are shown in table 38. Their composition was already 
discussed in a previous work [30]. The binder/aggregate ratio was 1:3 (weight/weight).
The specimens were prepared mixing the binders with the aggregates together with a measured amount 
of water, and then the mix was poured in silicone molds. The set was prepared in a steady environment 
room at 20°C and 65% of RH. Then the specimens with aerial binders were removed from the mold and 
cured in the same environmental conditions for 6 months. Cements and natural hydraulic mortars were 
stored in an environmental chamber with 90% of RU and 20°C according to EN196 [31]. 
At the end of the analysis the porous system data obtained by the two techniques were compared.






NQ natural hydraulic lime 3.5





NM natural hydraulic lime 3.5
GsM gypsum




X-ray computed micro-tomography (µCT) images were measured on the custom-built HECTOR scanner 
at the Centre for X-ray Tomography of Ghent University (UGCT). This scanner rotates the sample 360° 
during the analysis, and geometric settings resulted in a voxel size of 10 micron. Images were obtained 
with an X-ray tube operated at 160kV and 10W, equipped with a 1mm Al filter and by taking 1401 
frames. Beam hardening was reduced by the presence of a 1mm Al filter between the X-ray source and the 
sample. Octopus Reconstruction and Octopus Analysis were used for reconstruction and image analysis 
respectively. VGStudio was used for 3D visualizationn [32–35]. The dimension of the samples analysed 
are 1cm3.
For the calculation of the sphericity only voids with at least 3 voxels of equivalent diameter were consid-
ered in order to exclude the smallest volumes that could produce error in the calculation. The program 
Octopus analysis calculates the equivalent diameter as “the diameter of a sphere with the same number 
of voxels as the object” and the maximum opening as “the diameter of the largest inscribed sphere in the 
object (only possible if the Distance transform is determined)”. 
Due to the amount of data analysed and in order to perform the CT image analysis with a reasonable 
timing, the volume analysed for each sample was divided in two, and then the results were averaged. This 
factor, with others that will be discussed later, has to be taken into account in the interpretation of the 
results. In fact, it can lead to a partial over- or underestimation of the data due to the fact that there could 
be some pores between the two volumes that, during the software analysis, could be considered as part of 
different pores related to smaller or bigger volumes, as hypothesized by the software.
◄Figure 71. Comparison 
between µ-CT and MIP pore size 
distribution.
Results
Mercury Intrusion Porosity (MIP)
In table 39, the porosity results obtained by MIP analysis are summarized. As it is visible in table 39, the 
average pore radius and the total % porosity are very small for specimens made by cement (CIQ, CIM, 
CIVQ, and CIVM). This behaviour is probably related to the composition of these materials. In fact, 
these samples are made of two types of cement (CEM I and CEM IV). Always considering this set of four 




















CIQ 49.3 1.8 0.02 5.4 8.8%
CIM 46.1 2.0 0.03 5.2 9.4%
CIVQ 45.5 1.9 0.02 6.3 8.7%
CIVM 60.7 1.9 0.09 6.1 12%
CQ 133.3 1.6 0.58 1.3 21.7%
CM 133.2 1.9 0.44 1.5 24.8%
GsQ 146.5 1.7 0.65 0.8 25.5%
GsM 109.9 1.8 0.92 0.5 19.4%
GQ 126.4 1.7 4.35 1.4 21.8%
GM 134.0 1.9 2.42 1.2 25%
NQ 121.0 1.8 0.34 2.9 21.9%
NM 125.5 1.8 0.13 5.35 22.1%
Table 39. Results average of the MIP analysis
This sample recorded a larger average pore radius, a total cumulative volume and also a higher total 
porosity. This behaviour could be due to different causes, like some difference in the blending process, 
but it could depend also on the different aggregate used in CIVM from CIVQ. In CIVM the carbonate 
sand was used, while in CIVQ quartz sand was used. For what concerns the cumulative volume (%) 
distribution, figure 72 (a, b, c and d) shows its values in relation to the pore size distribution and the 
relative and the specific volume. As it is visible (figure 72) all the four cement samples present a high 
pore distribution between 0.1 and 0.01µm pore (throat) diameter. Samples (CIM, CIVQ and CIVM) also 
appear as trimodal; in fact, they present two other peaks of the distribution of pore (throat) diameter 
distribution between 0.1-1µm and between 1-10µm. Also the sample with natural hydraulic lime shows 
a trimodal pore size distribution. This behaviour could be related to multiple factors that could influence 
this parameter, for example the composition of the binder, or the way used to stir the mixture.
As regards the other samples analysed, a total porosity of generally than 20% was measured. All the other 
samples present a higher average pore radius compared to the values obtained for samples made with 
cement. Samples NM and NQ show an average pore radius lower than the samples not made of cement. 
It could be related to the more similar composition with the cementitious material although they present 
a higher porosity than the one obtained with cements. They present a higher pore radius compared to 
cementitious material and accordingly they present a higher total cumulative volume.
The samples made with gypseous binder present a very narrow pore size distribution at about 1µm. This 
particular feature was recorded only in this type of material and this appears to be characteristic of this 
blend (figure 73).
Lime mortars (lime putty and hydrated lime) show a bi-modal pore size distribution. Both the mixtures 
made with lime putty and hydrated lime show a similar behaviour, except for GM that appears more 
similar to a trimodal distribution.
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▲Figure 72 a, b, c, d. MIP Cumulative volume distribution of samples CIQ, CIM, CIVQ and CIVM.
a b
c d
▲Figure 73. The pore size distribution of samples with gypsum, note that the scale in the Y axis of these samples is different from 
the previous CIM, CIQ, CIVM and CIVQ. 
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X-ray Computed Tomography porosity
The µCT allowed evaluating porosity of air voids over 10 µm3. In table 40, the porosity, the maximum 
opening, the equivalent diameter and the sphericity are showed.
As it is possible to see (table 40), pores (> 10µm) in cement and NHL samples have the highest sphericity 
(sphericity closer to 1, correspond to spherical measured object), and it is also confirmed by the images in 
figures 74 and 75. Among these samples, it is possible to distinguish between the most spherical pores of 
CIQ, CIVQ and NQ (0.67, 0.59 and 0.63 respectively) and the least spherical CIM, CIVM and NM (0.57, 
0.46 and 0.47 respectively). This feature is probably related to the different aggregate used in the samples. 
In fact, half of the samples are made of quartz sand and the others of carbonate sand. Probably the com-
position and the shape of the aggregate grain influence the air voids distribution inside the samples. The 
samples with the highest sphericity seem to have quartz sand (rounded grains) and the others carbonate 
sand (rough and irregular grains). This trend is also visible in the other samples with hydraulic lime, lime 
putty and gypsum. 
The composition of the binder is similar to the aggregate in samples CIQ and CIVQ and for this reason, in 
these two cases, it is impossible to distinguish all the grain of the aggregate from the binder (figure 75 a, c).
▲Figure 74. Slices of X-ray tomography for samples NQ (a) and NM (b).
 a  b
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▲Figure 75. Slices of X-ray tomography for samples CIQ (a), CIM (b), CIVQ (c), CIVM (d). 
 a  b










CIQ 7.1% 46 32.2 0.67
CIVQ 3.5% 90.5 65.7 0.59
CQ 5.5% 43.7 25 0.54
GsQ 2,2% 45.9 28.1 0.56
GQ 18.24% 50.6 28.8 0.52
NQ 6% 62.4 46.7 0.63
CIM 7.45% 93.4 58.5 0.57
CIVM 5.9% 33.9 19.5 0.46
CM 6.0% 37.1 20 0.49
GsM 12.8% 26 14.5 0.48
GM 14.2% 59.8 28 0.47
NM 7.5 % 21.7 13.95 0.47
Table 40. Porosity of the micro-computed tomography results. 
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Comparison between MIP and µCT porosity results
MIP µCT












NM 22% 7.5 %
Table 41. Porosity results of MIP and X-ray tomography.
µCT allowed evaluating the total porosity. The most representative is the total porosity, since the open 
porosity measured with µCT is not comparable with the one measured with MIP because of instrumental 
differences. In any case, considerations on the total porosity of both techniques can be proposed.
In table 41 the porosity measured with mercury intrusion porosity and computed tomography are com-
pared. With the two techniques, in samples with the same binder’s compositions, and different aggregate 
the porosity values seems to follow the same trend. It is important to consider that the porosity of both 
refers to two different pores/air voids diameters distributions. Only a small region in the measuring range 
overlaps (between 10µm to 90µm). In the case of sample GsQ, for example, there is a huge difference be-
tween the porosity measured with MIP (25.5%) – where the porosity’s value is similar to non-hydraulic 
samples – and the porosity measured with µCT (2.2%). As it is visible in figure 73, the MIP’s pore diameter 
is centered at around 1µm, under the limit of detection of µCT, while the centred value of the maximum 
opening	measured	with	µCT	is	28.1μm.	This	difference	in	the	diameter	measured	shows	the	limits	of	the	
two techniques. This means that only the biggest air voids are detected with µCT. In case of MIP, results 
are affected by the ink-bottle effect, measuring some big pores by the size of their pore throat (hence as-
signing a large volume to this underestimated pore size).
GQ and GM are two samples that recorded a high porosity both in µCT and MIP analysis. µCT porosity 
is 18.2% for GQ and 14.2% for GM, while with MIP the values are: 21.8% and 25% respectively (figure 
76 and table 41). An explanation to the high porosity obtained with both techniques is that the sample has 
a	wide	pore	size	distribution,	including	pores	well	visible	with	MIP	(under	100μm)	and	µCT	(over	10μm).	





Comparable observations could be done for samples CIQ and CIM. It is important to underline that even 
if the values of porosity are similar, only a small range is in common between the two techniques, so the 
values of porosity refer to different ranges.
MIP CT Point counting
Samples Total porosity (%): Total porosity (%): Total porosity (%):
CIQ 8.8% 7% 7.4%
CIVQ 8.7% 3.5% 5.2%
CQ 21.7% 5.5% 13.4%
GsQ 25.5% 2,2% 3%
GQ 21.8% 18.24% 21.8%
NQ 21.9% 6% 3%
CIM 9.4% 7.45% 5.8%
CIVM 12% 5.9% 4.4%
CM 24.8% 6.0% 8.6%
GsM 19.4% 12.8% 8.4%
GM 25% 14.2% 17%
NM 22% 7.5 % 17.6%
Table 42. Comparison between MIP, µCT and point counting porosity results.
▲Figure 76. GQ (left) and GM (right) cumulative volume and pore size distribution of MIP and CT pore size distributions.
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In addition to MIP and µCT porosity, also point counting on the images collected by optical microsco-
py has been performed. The point counting analysis was performed with JMicroVision software using 
200 points and a random grind. Before performing point counting, the classes of selection were created. 
In table 42 the results of porosity obtained with MIP, µCT and point counting are compared. In some 
samples (GsQ, CIVM, CM, GM and NQ) the porosity percentages obtained by the point counting are 
similar to the ones measured with the CT images. This is due to the similar scale of resolution of the two 
images techniques. In fact, the point counting is performed on thin sections with optical analysis. In other 
samples the porosity values measured with point counting are higher than those measured with µCT. 
This may occur because of irregularities of the samples and differences in air voids shape and dimensions, 
which could be more visible in one or in the other technique. In other samples, like GQ and CIQ, the 
porosity percentages are similar in all the three techniques: this could be due because the pores are equally 
distributed in all the range of detection of all the three techniques.









CIQ - - - -
CIVQ - - - -
CQ 62.1 61.9 32.8 0.51
GsQ 52.1 115.5 65.7 0.56
GQ - - - -
NQ 52.6 34.3 18.8 0.52
GsM 50.8 75.2 42.7 0.53
CIM 51.2 60.9 34.3 0.52
CIVM 49.6 99.9 48.3 0.49
CM 53.3 85.7 49.9 0.56
GM 53.3 119.7 68.5 0.56
NM 55.7 85.6 46.8 0.52
Table 43. µCT aggregate analysis results.
µCT in this study was also applied to evaluate aggregate distribution in the sample and its quantification 
in volume (table 43 and figure 77).
The samples with quartz aggregate (GQ, CIQ and CIVQ), only on 3 out 6 samples it could be possible to 
clearly identify the aggregate grains. This problem occurs because of the low grey scale contrast between 
the aggregate grains and the binders, which depends on the material composition, the scan itself and on 
the morphology inside the samples. On the contrary, in the samples with carbonate aggregate there was 
no problem in evaluating the aggregate fraction.
In samples with carbonate aggregate, it was possible to distinguish the aggregate from the binder in all the 




about 55%, while for the samples with quartz aggregate there are more differences (from 52 until 62). 
The equivalent diameter and the maximum opening also change between one sample to another, while 
sphericity values remain more constant from 0.49 to 0.56 for all the analysed samples. These differences 
(also in the set of samples with the same aggregate) could be explained with some observations: since 
every binder has a different composition in every reconstruction of the scans, the grey scale histogram of 
the samples changes and so every time new threshold levels have to be defined. In samples with less con-
trast between binder and aggregate, it is therefore possible that the thresholding process becomes more 
complex and it does not select all the grains or binders. Moreover, even if the beam hardening corrections 
were applied, in some samples – because of their morphology – a lighter, just visible rim, was still present 
and it influences the selection of the threshold levels. Furthermore, the aggregate grains with a diameter 
less	than	10μm	could	not	be	identified	and	visualized	with	computed	tomography	analysis.













Table 44. CT volume % aggregate and binder values.
▲Figure 77 Aggregate volume distribution calculated with µCT analysis on NQ (left) and NM (right) samples.
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 Samples Binder Aggregate Porosity Other
CIQ 44.6% 48% 7.4% -
CIVQ 44.4% 50.4% 5.2% -
CQ 41.4% 45.2% 13.4% -
GsQ 44% 50.8% 3% 2.2%
GQ 23.2% 55% 21.8% -
NQ 41.4% 55.6% 3% -
CIM 46% 48.2% 5.8% -
CIVM 38% 57.6% 4.4%
CM 39.8% 51.6% 8.6% -
GsM 41.2% 48.4% 8.4% 2%
GM 20.6% 62.2% 17% -
NM 34.2% 48.2% 17.6% -
Table 45 Point counting results.
From the µCT analysis (table 44) the ratio between the binder and the aggregate does not appear constant 
throughout the sample, even if during the mixture process a ratio in weight of 1/3 binder/aggregate was 
used. Here the volumes are analysed with µCT analysis, so it is not easy to find a relation between the pro-
portions. The proportion in volumes is more similar to a 1:1 ratio (volume/volume). This is probably due 
to the difference between the volume ratio and the weight of the materials and because of the detection 
limit of the technique that could not select all the aggregate components. But for specimens belonging to 
the samples with one type of aggregate, the binder/aggregate ratio is the same. This is important because 
it proves that, even if there are differences in attenuation, reconstruction parameters etc., the technique 
could identify the aggregate from the binder. This last concept could also be applied to the point counting 
analysis (table 45). 
As it is possible to observe in table 42, the % of the aggregate is higher if compared to the binder’s more 
similar to the proportion used. In samples where the gypsum’s binder is present, some black particles were 
identified too and were sorted in the “other” category. By point counting they correspond to 2% inside the 
binder. The samples with lime putty present the lowest quantity of binder: this could be explained by the 
fact that the components of the mortar were weighted and because lime putty contains also water so the 





It can analyze the samples without destroying it. Problem in the identification of the two binders in 
mixed mortars.
It measure porosity over 10µm. The instruments are not diffused as MIP.
3D visualization of open and closed porosity. It does not measure porosity under 10µm.
It allow the analysis of the aggregate volume.
3D visualization of the aggregate and of the binder.
MIP
Advantages Drawbacks
It measure open porosity under 100µm. It is invasive and destructive (sample full of Hg).
The instruments are more diffused if compared to 
µCT.
The samples could not be analyzed with other te-
chnique after MIP analysis.
It measure porosity under 90µm. It can damage the sample and alter the measure of 
porosity.
It does not measure porosity over 90µm.
It does not measure the aggregate.
Table 46. Summary of advantages and drawbacks of  µCT and MIP analysis applied to mortars model.




The data acquired with mercury intrusion porosimetry for aerial lime samples (CM, CQ, GM, GQ) pres-
ent a pore size distribution comparable to those found by Mosquera et al. for the same type of binder 
with the same proportion binder/aggregate [5]. Also the porosity % and the bulk density (g/cm3) are 
comparable.
The cement total porosity (%) of our samples are similar to those found by Cnudde et al. 2009 [4] and also 
the micro CT results are similar to those found in our research for samples CIQ, CIVQ, CIM and CIVM. 
The difference between the cement samples analyzed in this research and those in Cnudde research is the 
pore size distribution: in fact, their samples do not present a trimodal trend like CIQ, CIVQ, CIM and 
CIVM. On the contrary, Arandigoyen et al. found a higher porosity (about 20%) compared to our results 
(8-12%) [1], as it is shown in his study (2007) regarding samples composed by a cement mortar, with the 
same binder/proportion used in this work. In a previous work of Arandigoyen et al. [36] for specimens 
made with lime they measured a MIP porosity between 49.9 and 58.8 with the increase of water/binder 
ratio. On the other hand, Arandigoyen’s results for lime mortars are similar to the data recorded by this 
research. In another article of 2006 Arandigoyen measured high values for MIP porosity both for lime 
and cement mortars [37]. In Wan et al. work [23] also it was evidenced a trimodal in µCT analysis, that 
is a trend that we found only in MIP analysis and not in µCT. It is important to underline that even if the 
values of porosity are similar, only a small range is in common between the two techniques, so the poros-
ity values refer to different ranges. The comparison with the literature helped us to see that our results 
are similar to those found by the other authors. Cook et al. [12] compared the porosimetric results on 
model cement sample with different water/binder ratio in order to study the difference in the pore size 
distribution. They obtained a pore size distribution unimodal and centered between 0.1 and 0.01µm, very 
different from what we have observed in our samples. In some cases a bimodal pore size distribution in 
observed in their sample related to the increase in the amount of water and aging time.
Moreover, thanks to this research, it was possible to evaluate the application of two porosimetric tech-
niques on a set of reference specimens for artificial building materials, a comparison that has never 
been done before. From the comparison of the results obtained with the two techniques, we proved the 
complementarity nature of these two techniques. As already discussed in advance, mercury intrusion 
porosimetry	provides	information	on	the	porosity	under	90μm	diameter,	while	computed	tomography	
gives	information	over	10μm.	In	addition,	while	interpreting	the	results	it	is	important	to	bear	in	mind	
the limits and the drawbacks of each technique in order to correctly interpret the results. For example, 
the mercury intrusion porosimetry tends to overestimate the micro-porosity while, on the contrary, the 
computed tomography analysis could underestimate the micro-porosity. Computed tomography has the 
advantage of providing information about the whole sample like the aggregate distribution or/and the 
presence of cracks. It can also give a 3D visualization (figure 78) of the results and it could be used for 
further investigations without destroying the samples. In table 46 the summary of the advantages and 
drawbacks of the two techniques is shown.
So, the use of one or both techniques depends on the type of the sample, on the aim of the research, which 
information is needed and what the analytical plan is. Both could give more information than just one of 
them alone: in fact, using both it is possible to provide a better characterisation of the sample than with only 
one of the two. Furthermore, the µCT could give more information about the whole sample structure.
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For what concerns future developments, the porosity of these sets of samples could be compared to the re-
sults of other techniques such as BET (Brunauer–Emmett–Teller theory), water immersion porosimetry, 
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Mortars composed by one specific binder and aggregate
The thin sections of samples containing one binder with the aggregate were used as reference, to help 
the identification of the mineralogical phases in blended mortars. In the following paragraph the most 
significant results are shown and discussed.
The mortars made with lime binder (hydrated lime and lime putty GM and GQ) present a brownish 
binder both in ppl (plane polarized light) and xpl (cross polarized light) images (figures 78, 79, 80 and 81).
▲Figure 79. Images ppl and xpl of hydrated lime and quartz sand (CQ), scale bar 500µm.
Moreover, the quartz sand size is medium to coarse and poor moderately sorted, the grains are round-
ed, and equant to elongated. In some cases, metamorphic quartz is visible (polycrystalline metamorphic 
quartz) (right bottom corner in figure 79). The pores are almost spherical (air voids). Also some lumps are 
identified in the binder matrix (figure 80). Lumps are a mass of binder that is not well mixed with the mix.
Thin section analysis
▲Figure 80. Images in ppl and xpl. Some lumps (highlighted by the circles) are present in the binder in sample CQ (hydrated 
lime and quartz sand), scale bar 200µm.
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The carbonate sand is poorly sorted and some calcite crystals are twined, as it is visible in xpl images 
(figures 81, 82 and 83). The carbonate sand grains have a heterogeneous texture, showing sub-angular, 
equant, irregular and elongate shapes.
Pores are rounded and irregular, also occasionally sub-angular. Some lumps are clearly visible in the bind-
er matrix also in CM specimens (figure 82).
▲Figure 81. Images  in ppl and xpl modes of sample CM (hydrated lime and carbonate sand), scale bar 500µm. 
▲Figure 82. Images in ppl and xpl. Some lumps (highlighted by the circles) are present in the binder of sample CM (hydrated 
lime and carbonate sand), scale bar 100µm.
The specimens with only lime putty with quartz or carbonate sand (GM and GQ) present several cracks 
in the lime binder (figures 83 and 84). The quartz sand presents rounded, moderately sorted aggregate 
with equant and elongate grains. Probably a feldspar grain (pink in xpl) is visible too in figure 83. The 




▲Figure 83. Ppl and xpl images of specimen GQ (lime putty and quartz sand), the feldspar grain is highlighted by the circles, 
scale bar 500µm.
▲Figure 84. Ppl and xpl images of specimen GQ (lime putty and quartz sand) scale bar 200µm.
Details of the sample where some shrinkage cracks are clearly visible in the binder are shown in figures 83, 
83 (arrows) and 85. The cracks are present also in the other sample made with lime putty, GM (figure 85). 
The phenomenon is probably due to a rapid hardening, to the lack of binder and due to shrinkage during 
drying. This phenomenon could happen in lime putty mortars because lime putty contains a big amount 
of free water, especially if compared to hydrated lime. As the proportions were made on weight and lime 
putty is already wet weighing more than a powder, the volumetric amount of lime putty is probably lower 
compared to other binders.
The aerial mortars made with gypsum (GsQ and GsM) appear darker and grayish in xpl images, if com-
pared to lime binders (figure 86-87). The binder appears so darker probably because it is composed by 
very small crystals of gypsum (figure 87). Anhydrite crystals are visible in the gypsum binder, for example 
in the right bottom angle of figure 87. In figure 88, 89 and 90 thermo-anhydrite is visible (it is usually 
found in modern high temperature gypsum). Anhydrite is easily distinguishable because of the high inter-
ference colors in cross polarized light [1].
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▲Figure 85. Images in ppl and xpl mode of sample GM (lime putty and carbonate sand), scale bar 500µm.
▲Figure 86. Images in ppl and xpl mode of sample GsQ (gypsum and quartz sand), scale bar 200µm.
▲Figure 87. Images of sample GsM (gypsum and carbonate sand) in ppl and xpl of gypsum binder where are visible gypsum 
crystals and anhydrite crystals (bottom right circle), scale bar 50µm.
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▲Figure 88. Images (ppl and xpl) of sample GsQ. On the bottom a crystal of thermo-anhydrite is well visible, scale bar 100µm.
▲Figure 89. Images (ppl and xpl) of sample GsQ (gypsum and quartz sand). On the top and on the bottom some crystals of 
anhydrite are well visible, scale bar 100µm.
▲Figure 90. Images (ppl and xpl) of sample GsQ (gypsum and quartz sand). On the bottom a crystal of thermo-anhydrite is well 
visible, scale bar 100µm.
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Concerning the cement mortars (CIQ, CIM, CIVQ and CIVM), cement binders (dark brown) are darker 
than lime binder. A carbonation rim is well visible near the border in xpl images (figures 91 - 95), and 
near the air voids in figure 93. It is lighter than the other part of the binder. Some examples are the 
following images where the rims appear clearer and brownish if compared to the bulk of the samples. 
The quartz aggregate size is medium to coarse, poorly sorted, equant to elongate, and also polycrystalline 
metamorphic quartz is present. Pores are almost spherical.
Carbonate sand aggregate is sub-angular, from equant to irregular. Pores are sub-rounded and irregular. 
The aggregate is poorly sorted and some crystals are twined (figure 95). Dark small crystals are probably 
part of unhydrated clinker particles and they are visible in all the samples with cement (figures 96 and 97).
In mortars with pozzolanic cement (CEM IV) also the presences of fly ashes have been evidenced as it is 
visible in figures 98 and 99.
▲Figure 91. Images (ppl and xpl) of sample CIQ (CEM I and quartz sand), scale bar 500µm.
▲Figure 92. Images (ppl and xpl) of specimen CIVQ (CEM IV and quartz sand), scale bar 500µm.
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▲Figure 94. Images (ppl and xpl) of specimen CIM (CEM I and carbonate sand), scale bar 500µm.
▲Figure 95. Images (ppl and xpl) of specimen CIVM (CEM IV and carbonate sand), scale bar 500µm.
▲Figure 93. Images (ppl and xpl) of specimen CIVQ (CEM IV and quartz sand), scale bar 500µm.
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▲Figure 96. Image of clinker relict (in the circle), unhydrated 
in sample CIQ (CEM I and quartz sand), scale bar 50µm.
▲Figure 97. Image of gray particles of unhydrated cement in 
sample CIM (CEM I and carbonate sand), scale bar 100µm.
▲Figure 98. Ppl image of sample CIVQ where some fly ash-
es (arrows) and clinker particles unhydrated are visible in the 
binder, scale bar 50µm. 
▲Figure 99. Ppl image of sample CIVM where some fly ashes 
(arrows) are visible in the binder, scale bar 50µm.
The natural hydraulic lime (NQ and NM) shows a reddish binder probably due to the presence some 
Fe-oxide components like hematite as confirmed by Raman analysis of the raw materials paragraph (Ra-
man spectroscopy and micro infrared reflection spectroscopy (µ-FTIR) paragraph). Some red particles 
were observed in the binder fraction, that could be residues contained in the raw materials (figure 100). 
Moreover, some gray crystals were observed, that could be some unhydrated calcium silicates present in 
the material (figures 101 and 102).
The aggregate is composed by a quartz sand which is poorly sorted and by carbonate sand that is sub-an-
gular from equant to irregular, with some elongated carbonate grains. Pores are sub-rounded and irregu-




▲Figure 101. Images (ppl and xpl) of reddish particles with some gray crystals, probably a part of hydraulic grains in (NQ), 
scale bar 100µm.
▲Figure 102. Images (ppl) of natural hydraulic lime samples. Red particles and gray particles are visible in the images (NQ), 
scale bar 50µm.
▲Figure 100. Images (ppl and xpl) of natural hydraulic lime mortars samples with quartz sand (NQ), scale bar 500µm.
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▲Figure 103. Ppl and xpl images of the specimen made by natural hydraulic lime 3.5 and carbonate sand (NM), scale bar 500µm.
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Mortars composed by two specific binders and one specifc aggregate
Mortars made by lime (hydrated lime or lime putty) and gypsum (CGsM, CGsQ, GGsM and GGsQ) as 
binder present a brownish color in ppl images, with some of the black particles already seen in gypsum 
binder which nature is not identified. Moreover, in xpl mode the binder becomes dark, similarly to what 
observed for gypsum binders (Thin section analysis of mortars composed by one specific binder and 
aggregate paragraph). Anhydrite is present too, for the interference colors in xpl images (figure 104-5). 
In addition, some lumps of lime are visible in the binder matrix (figures 106-7). In figure 104, near the 
border it is possible to observe a thick lighter layer (about 15µm) that could be due the presence of calcium 
carbonate. The carbonate aggregate shows some sub-angular from equant to irregular and some elongate 
twined carbonate grains, while the quartz sand is rounded and poorly sorted from equant to elongate 
(figure 108). The aggregate sand features just discussed have been observed in all the samples (figures 
104-108) [1–4].
▲Figure 104. Images in ppl and xpl mode of sample CGsM (hydrated lime, gypsum and carbonate sand), scale bar 200µm.




▲Figure 106. Images in ppl and xpl mode of sample CGsQ (hydrated lime, gypsum and quartz sand), scale bar 200µm.
▲Figure 107. Images in ppl and xpl mode of sample GGsM (lime putty, gypsum and carbonate sand), scale bar 200µm.
▲Figure 108. Ppl and xpl images of sample GGsQ (lime putty, gypsum and quartz sand (Qz in the photo)), scale bar 200µm.
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In mixed mortars prepared with cement, unhydrated cement clinker relicts were identified in each sam-
ple (figures 109-12, and figures 113 and 115) helping the identification of cement binder. Some fly ash 
spheres have been observed in mortars with pozzolanic cement (figure 111, 114 and 116). In some cases 
the carbonation rim near the border of the mortars was clearly visible (figure 117).
▲Figure 109. Ppl image of  unhydrated clinker in mortar 
CCIQ (hydrated lime, CEM I and quartz sand), scale bar 100µm.
▲Figure 110. Ppl image of unhydrated clinker in mortar CCIVM 
(hydrated lime, CEM IV and carbonate sand), scale bar 100µm. 
▲Figure 111. Ppl image of unhydrated clinker (circle)  and fly 
ash (arrows) in mortar CCIVQ (hydrated lime, CEM IV and 
quartz sand), scale bar 50µm.
▲Figure 112. Ppl image of unhydrated clinker in mortar 
GCIM (lime putty, CEM I and carbonate sand), scale bar 50µm
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▲Figure 113. Ppl image of unhydrated clinker (circle) in mor-
tar GCIVM (lime putty, CEM IV and carbonate sand), scale 
bar 100µm.
▲Figure 114. Ppl image of a fly ashes white and red (arrows) 
in mortar GCIVM (lime putty, CEM IV and carbonate sand), 
scale bar 50µm. 
▲Figure 115. Ppl image of unhydrated clinker in mortar 
CCIVM (hydrated lime, CEM IV and carbonate sand), scale bar 
50µm (zoom of figure 112).
▲Figure 116. Ppl image of a red fly ash (arrow) in mortar 
CCIVM (hydrated lime, CEM IV and carbonate sand), scale bar 
50µm.
▲Figure 117. Ppl and xpl image of the carbonation rim in cross sections of mortar GCIQ (lime putty, CEM I and quartz 
sand), scale bar 200µm.
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The samples taken from the mixed mortars with hydraulic lime, lime putty and natural hydraulic lime show 
reddish particles in the binder matrix. The pores are almost spherical, as in the mortars made with cement. 
In some cases, some cracks are visible in the binder (figures 118-19). The presence of some unhydrated 
hydraulic particles was not visualized during the analysis , except in the area shown in figure 120, where the 
grain in the center could be appear as unhydrated hydraulic particles but it is still uncertain [1–3].
▲Figure 118. Images at 5x in ppl and xpl mode of GNQ (lime putty, natural hydraulic lime 3.5 and quartz sand), scale bar 500µm.
▲Figure 119. Images in ppl and xpl mode of GNM (lime putty, natural hydraulic lime 3.5 and carbonate sand, scale bar 500µm.
◄Figure 120. Image in ppl mode of GNQ (lime putty, natural 




Summarizing the results of thin section analysis, we can underline some advantages and drawbacks (table 47).
When possible, the technique allows a good characterization of the aggregate, with the identification of 
the main mineralogical phases, shape and dimensions. The identification of binders in samples with one 
specific binder was easier than in the mortars with two specific binders, where the single components 
were not distinguished. In some cases, the identification of the unhydrated crystals could suggest the pres-
ence of cement, although quantification was not possible. Moreover, unhydrated cement crystals were 
identified in all the samples with cements, also when cements mixed with another binder. 
The observation of thin sections allowed the identification of the carbonation rims near the border of the 
specimens that is of major concern when studying the hydration of the mortars.
Advantages Drawbacks
Identification of cement unhydrated crystals, gyp-
sum and fly ashes.
In the mortars with two specific binders, where 
the single components were not distinguished.
Aggregate characterization.
It gives colour visualization of the sample.
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Environmental scanning electron microscopy (ESEM)
The environmental scanning electron microscopy has been applied to polished cross sections of mortars 
with quartz and carbonate sand made with one or two binders. It has been applied also to samples made 
only with hydraulic binders, because despite being widespread materials in historical mortars, the litera-
ture of reference is scarce.
Specimens composed by hydraulic binders
In figure 121, a grain of cement, from specimen CI (Portland cement), with his hydration rim, is shown. 
As it is possible to observe by the EDX spectra in point 1 and 2, in the rim there is a lower concentration of 
Ca in relation to the core of the particle. This happens because during the hydration the Ca tend to diffuse 
in the matrix and the EDX spectrum shows the decalcification effect of Ca-silicate grains [1]. Probably 
in point 1 the EDX signals are originated by different components. In fact, in figure 121 it is possible to 
glimpse the interstitial phase between the bright grains of Ca-silicate. It explains the presence of Fe and 





figure 122 the schematic visualization of the unhydrated/hydrate zones of the cement particle are shown.
1
2
▲Figure 121. ESEM analysis of sample CI: (a) EDX analysis of point 
1; (b) EDX analysis of point 2; (c) ESEM image of the area analysed, 
showing the two points 1 and 2 where EDX analysis was carried out.
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In the analysis of pozzolanic cement model sample (CIV), the fly ash particles are clearly recognizable 
(figure 123 a-b). The particles identified have a mixed iron/alumino-silicate composition, as it is visible in 
the EDX spectra, and present a dendritic pattern  [1–3].




◄Figure 122. The schematic visualization of the unhy-




◄Figure 124. CIV surface with cement particles partially 
hydrated with the hydration rim is shown.
In sample CIV the hydration rim that is visible around some cement particles was identified (figure 124). 
Probably, it is composed by hydration product such as C-S-H (figure 125 point 2), as suggested by EDX 
analysis. In fact, the brighter zone in the middle of the grain is richer in calcium (figure 125 point 1) than 
the rim. That means that there is a diffusion of calcium in the binder due to hydration of cement particles 
[1]. The relative intensities of the elements shown in figure 125 point 1, and the characteristic globular 
and ovoid shape of the particles suggest the presence of C
2
S (Ca2 SiO4) crystals [1,4–10].
1 2
▲Figure 125. EDX spectra collected in figure 118, in point 1 the EDX spectrum of the anhydrous cement residue is shown, while 
in point 2 the EDX spectrum of the decalcified zone around the Ca silicate is presented.
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The natural hydrated lime (N) specimens present a heterogeneous binder with several particles (figure 
126), where Ca, Si, Al, Mg and Fe are almost equally distributed; and only in some zones a major con-
centration of some elements is observed (figure 127). The binder of this model sample is very heteroge-
neous, as shown in figure 121, considering that the image is collected on a sample without the aggregate. 
The Ca map distribution shows that calcium is abundant in the external layer of the sample, probably due 
to the carbonation of the sample (figure 127). The EDX maps of calcium, silicium and aluminum show 
the distribution of these elements in the matrix of the sample, that could be connected to the presence of 
silicate and aluminates of hydraulic phases (figure 127).





▲Figure 127. EDX maps of Ca, Si and Al of sample N (natural hydraulic lime figure 120) are shown.
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Mortars of mortars composed by one binder and one aggregate
In figure 128 two BSE images of the specimen containing lime putty and quartz sand (GQ) are shown. 
The carbonation rim near the border of the sample is visible in figure 128 (a) and (b). Furthermore, in 
figure 128 (b) some shrinkage cracks are well visible in the binder between the aggregate grains too; this 
feature was observed also in the tomography images and thin section analysis (Microstructural analysis 
paragraph).
In the specimens made with gypsum (GsQ and GsM) the identification easily occurs by the presence of 
the characteristic needles crystals (figure 129 and 130). In figure 130, the EDX point analysis shows the 
elemental composition of the binder (S, Ca and O) (spot 1) and also the composition of the aggregate: in 
spot 2 Ca, O and C are prevalent, while in spot 3 also Mg is present (as already seen in PXRD results table 
16). It confirms the XRD analysis where also some phases with Mg were identified in the aggregate.
▲Figure 128. GQ polished cross section in BSE images. The carbonation rims (a) and some cracks (b) are visible the binder.
a b
◄Figure 129. GsQ (gypsum and quartz sand) BSE image, the 





▲Figure 130. GsM (gypsum and carbonate sand) BSE images and EDX analysis, Mg in the aggregate is identified: 
1) EDX spectrum of point 1; 2) EDX spectrum of point 2; 3) EDX spectrum of point 3.
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The aggregate grains are more clearly visible in sample NM (figure 131). Some darker zones can be ob-
served (figure 131 point 1 and 3), in the grains that correspond to higher intensities of signals of Mg, 
compared to the lighter part of the grain. This is confirmed by the EDS analysis on the aggregate grain 
and confirm the Mg phases found in the PXRD analysis.
1
32
▲Figure 131. NM (natural hydraulic lime 3.5 and carbonate sand) BSE image and EDX spectra of the 
aggregate grain, 1) EDX analysis of point 1; 2) EDX analysis of point 2; 3) EDX analysis of point 3.
In figure 132 the BSE image and the elemental distribution of CIM mortar are shown. The two grains 
indicated by the arrows present a hydration rim. In the core, a higher concentration of Ca was determined 
compared to the rim. The shape of the crystal and the composition are consistent with a crystal of partially 
hydrated cement mineral identified as alite, that usually presents a hexagonal shape [1].
In the samples with the aggregate and pozzolanic cement, the fly ash particles are clearly visible (figure 




▲Figure 132. Image of sample CIM in BSE and EDX elemental maps.
▲Ca
▲Al▲Fe
Figure 133. Cenosphere fly ash in CIVQ sample polished cross 
section.




Mortars composed by two binders and one specific aggregate
From a morphological point of view the gypsum needles are clearly visible in SEM BSE images if com-
pared to calcium carbonate phase, and are predominant. Thus, in mixed mortars the carbonate and the 
gypsum components are not easily discriminated by the morphological analysis and by the EDX analysis. 
Moreover, the EDX analysis does not give always a help, since calcium is present also in gypsum, and so if 
the two phases are uniformly mixed together both S and Ca are identified. Otherwise, if the two different 
binders are not well mixed together some lumps of one of the two will be found allowing the identifica-
tion of the components. An example of a sample where calcium carbonate and gypsum are mixed together 
is CGsM, which is shown in figure 135. The aggregate grains are embedded in a needle matrix and near 
the border a thin layer with less porosity is visible and the EDX analysis suggests that here a high concen-
tration of Ca is present, probably due to a layer of CaCO3. In figure 136 a detail is shown. As it is possible 
to observe between the gypsum needles there is the presence of other small crystals that could be CaCO3 
phase. This hypothesis is also suggested by the EDX point analysis. In fact, if we compare spot 1 and spot 
2, the signals of Ca are more intense than those of S.
▲Figure 135. CGsM (hydrated lime, gypsum and carbona-
te sand) BSE image with EDX point analysis spectra. 1) EDX 





▲Figure 136. Detail of the binder of the sample GGsM with EDX 
point analysis, 1) EDX spectrum acquired in point 1; 2) EDX 
spectrum acquired in point 2.
1
2
For what concerns mixed mortars with cements binders, it was possible to recognize some phases that 
could lead to identify cement presence. For example, unhydrated relict crystals of the clinker and the in-
terstitial phases formed in between them (figures 137 and 138). The presence of fly ashes was the marker 
of mortars with pozzolanic cement (figure 138). It is part of this type of cement according to norms of the 
cement classification [11].
Furthermore also a thin layer with abundance of Ca was observed on the borders of almost every sample. 
This could explain the presence of almost only CaCO3 in most of the external reflection infrared spectros-
copy spectra performed on the surfaces “rough” and “smooth”.
The particle in figure 137 represents some not hydrated crystals of cement. The analysis in spot 1 repre-
sents probably a calcium silicate phase C
2
S or more probably C
3
S by the shape of the crystals. In fact the 





In figure 138 a crystal of partially unhydrated cement particle is visible. In the center of the crystal, in the 
brighter zone there are more intense signals of Ca (poin 1) compared to the external rim (dark gray, point 2). 
Moreover, Ca, Al and S suggest the presence of some sulphates phases in this zone.
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▲Figure 137. Image of CCIM (hydrated lime, Portland cement 
and carbonate sand) where the not hydrated cement crystals are 




AF phase; 2) EDX 





◄Figure 139. 200x BSE image of GCIVQ 
(lime putty, pozzolanic cement and 
quartz sand), fly ashes are well visible in 
the matrix (arrows).
▲Figure 138. SEM BSE image of mortar CCIQ (hydrated 
lime, Portland cement and quartz sand) the points of analysis 
are indicated in figure: 1) EDX spectrum of point 1; 2) EDX 





In mortars NCIVQ (natural hydraulic lime 3.5 with CEM IV and quartz sand), NCIM (natural hydraulic 
lime with Portland cement (CEM I) and carbonate sand) and NCIVM (natural hydraulic lime with poz-
zolanic cement (CEM IV) and carbonate sand) some decalcified cements grains (figure 140, 141, 143 and 
144) are clearly visible. The mortar shown in figure 140 and 141 contains ovoid grains which are probably 
unhydrated clinker crystals, while the dark particles are decalcified C
2
S phase [1]. It is also confirmed by 
the low Ca/Si ratio present in EDX spectra, where the counts of Ca are very low. An example of spectrum 
collected in the rounded dark crystals is shown in figure 141. The EDX spectrum of the brighter zone 




A [1,6,10,12–13] (figure 142). 
◄Figure 140. SEM BSE image of a 
region of a sample taken from NCIVQ 
mortar where ovoid grains in the top 
and bottom center are unhydrated 




In figure 141, 143 and 144 some decalcified cement crystals are visible. In figure 145 the EDX spectra 
acquired on NCIVM specimen are shown. Spot 1 shows the spectrum of a decalcified Ca-silicate crystal 
with low Ca, while spot 2 shows the spectrum of the brighter phase around the Ca-silicate crystals, that is 







◄Figure 141. Detail of figure 139, it shows a decalcified crystal of 
belite in mortar NCIVQ.
1 2
▲Figure 142. EDX spectra collected on NCIVQ in figure 140.
▲Figure 143. NCIM (natural hydraulic lime, Portland cement and carbonate sand) 
BSE image of decalcified crystals (black) and interstitial phase (the brighter area).
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◄Figure 144. NCIVM (natural hydraulic lime, pozzolanic 
cement and carbonate sand) BSE image with de-calcified 




AF phases (white), 1) 
point of EDX analysis number 1; 2) point of EDX analysis 
number 2.
▲Figure 1445 NCIVM (natural hydraulic lime, pozzolanic cement and carbonate sand) spectra of EDX analysis (point 1 and 
2) acquired on figure 143.
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In samples with natural hydraulic lime it was more difficult to identify the unhydrated hydraulic phase in 
the samples. In figure 146 an example of hydraulic phase, in sample CNM, is shown. The picture shows 
the partial hydration of calcium silicate particle: in spot 1 the signals of calcium are more intense than in 
the hydration rim (spot 2), where also S is present. The presence of some sulphates is also identified by 
Raman spectroscopy and infrared spectroscopy in raw materials (Raman spectroscopy and micro infrared 
reflection spectroscopy (µ-FTIR) paragraph) even if it is not expected in this type of samples. In figure 146 
also a layer near the border is well visible. The EDX analysis shows a high intensity of the signals of Ca, O 





▲Figure 146. CNM BSE image and EDX spectra are shown. 1) spectrum of EDX point analysis 1; 2) spectrum of EDX point 




The scanning electron microscope allows the characterization of the mortars’ microstructure as it allows 
to visualize the morphology of crystals, aggregate and pores. Moreover, it is possible also to see the pre-
sence of carbonation rims. Then the EDX analysis could add information on the elemental composition 
by point or map analysis. The BSE images could also identify the presence of possible stratigraphy in the 
sample. 
For what concerns the mortars made using one binder the identification of the type of mortar is relatively 
easy. Obviously, there are no differences between lime putty mortars and hydrated lime samples apart 
from the presence of cracks in specimens made with lime putty, probably connected to a too rapid carbo-
nation process or a lack of binder in the mortars or to the shrinkage process connected to the presence of 
too much water.
Focusing on the mixed mortars, the possibility of distinguishing the different components of the two bin-
ders became harder. For example, in the mixes made by lime putty and gypsum (as binders) the presence 
of gypsum is clearly visible by the presence of needle crystals, while the presence of calcium carbonate is 
more difficult to detect, as it is shown in sample GGsM (lime putty, gypsum and carbonate sand) (figure 
136).
In mixed mortars where one of the two binders is cement, the identification of clinker as unhydrated 
crystal relicts helps to recognize the presence of a cement component in the mortar. The clinker particles 
present in fact a characteristic shape and morphology that is informative. Furthermore, BSE coupled with 
EDX analysis helps in the identification of cement unhydrated phase; the relative intensities of the EDX 
spectra, collected on the same area of the sample, could provide suggestions of the mineralogical phases 
analysed by calculating the ratio intensities (Ca/Si) for Ca-silicate phases.
If the recognition of the presence of cements is almost straightforward, the presence of other binders 
mixed together (lime putty, hydrated lime or natural hydraulic lime) is not so clear. In fact, CaCO3 is pre-
sent in aerial binders, but it is also present both in cements and in natural hydraulic lime, so the possibility 
of distinguishing the different binders mixed together is hard. In the mortars made with natural hydraulic 
lime, the binder appears very heterogeneous as it is visible in figure 126, but the identification of crystals 
that could suggest the presence of an hydraulic phase was very difficult because only a few of them were 
found. In some cases like in figure 146 the unhydrated calcium silicate phase was identified in a mixed 
mortar (CNM, hydrated lime, natural hydraulic lime and carbonate sand). In table 48 the main advantages 




Identification of gypsum phase. Problem in the identification of the two binders in 
mixed mortars.
Identification of unhydrated cement crystals in all 
the mortars with cements binders.
The samples have to be embedded in polished 
cross sections for a better identification of the 
components (it is a restriction for historical mor-







No coating is required.
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Before starting the discussion of the results, it is important to remember that the core idea of this project 
was inspired by the need of robust and reliable analytical methods for the characterisation of mortars. In 
particular, the main concern was to collect information on how to build up the analytical procedure in 
order to get results able to specify the mortar typology, balancing time and costs. In addition, several new 
techniques have been recently introduced in conservation science; consequently the improvement in-
duced by the knowledge of mortars has been considered. In order to test the chosen analytical techniques, 
designing an analytical protocol a series of model samples were prepared. The evaluation of the applica-
tion of different techniques to mortar model samples has been done. The analytical protocol was focused 
in particular to distinguish the obtained results in those coming from the binder from those coming from 








The analyses performed on specimens prepared with one specific binder (G, C, CI, CIV, Gs and N), 
without the aggregate, were considered as references. Without the presence of the aggregate the signals 
of the binder were better characterized and the main components have been identified. The knowledge 
of the composition of the binder is important to define the typology of the mortars (lime mortars, hy-
draulic mortars, cement mortars mixed mortar, etc…). With infrared spectroscopy we have seen a good 
characterisation of the main compounds like CaCO3, Ca(OH)2, CaSO4 2H2O, the presence of silicates and 
SiO2. In the specimens made with a cement binder the hydrated hydraulic phases as tobermorite have 
been identified and also the presence of ettringite, which is a characteristic occurrence of cements. This 
phase presents peaks clearly visible in transmission and ATR mode and also in reflection mode, where the 
combinations bands are intense and well visible over 4000cm-1 [1–11] (Micro-infrared reflection spec-
troscopy (µ-FTIR) paragraph). Powder X-ray diffraction presents its main restriction in the identification 
of hydrated silicate phases that are poorly crystallized, usually in gel phases. Furthermore the diffraction 
peaks of tobermorite are overlapped by those of larnite and hatrurite, which are the anhydrous hydraulic 
silicate phases present in cements. X-ray diffraction also has shown the presence of different polymorph 





a different carbonation mechanism in presence of hydraulic compounds [12–19]. SEM-EDX analysis on 





AF in the matrix of the specimens (as in CCIM, NCIVQ, NCIM or NCIVM) and fly ashes in 
those made with pozzolanic cement [20–27]. Also Raman spectroscopy identified the presence of hydrau-
lic unhydrated and hydrated cement phases [28–36]. DSC-TG identified the occurrence of carbonates, 
gypsum, portlandite, and cement hydrated phases. In DSC curves the cement hydrated phases were pres-
ent, but they overlapped each-other (under 200°C), thus is harder to quantify the singles phases. On the 
other hand, in natural hydraulic lime no hydraulic phases were identified with TG-DSC analysis [37–44].
The results found in the specimens with a single binder are confirmed, but when introducing the aggre-
gate, this could create interference with the identification of cement hydrated phases.
In infrared spectroscopy spectra the bands of quartz fall very close to those diagnostic for the identifi-
cation of hydrated hydraulic silicates in cements. For mortars without cement binder, the presence of 
carbonate in the aggregate is added to that present in the binder, without any possibility to distinguish 
the two different origins. Powder X-ray diffraction allows the identification of ettringite in samples with 
cements but no determination of calcium silicate hydrate in hydraulic mortars. TG-DSC led to the iden-
tification of the main phases, including the cement hydrated phases. When the carbonate sand is added, 
there is the shift of the decomposition peak of carbonates to higher temperatures, which accounts also 
for the decomposition of binder carbonate. It could suggest the presence of the carbonate aggregate but, 
in the presence of a mortar blended with a carbonate phase, it is not possible to distinguish between their 
origins. On the contrary, scanning electron microscopy and thin section analysis on the samples with 




AF, and the nature of the 
aggregate. The two techniques also permitted the visualization of carbonation rims in the samples, if pres-
ent. Raman spectroscopy proved to be able in the identification of hydraulic phases in hydraulic mortars.
The analyses on specimens made by two different types of binders were done to evaluate the influence 
of the two binders without the aggregate. Also in these specimens the presences of the main compounds 
have been identified with infrared spectroscopy. Cements have been identified by the presence of et-
tringite, even if ettringite was not individuated in each of the cement specimens. Moreover, in X-ray 
diffraction the main phases are highlighted but, when cements are mixed with another binder, it was not 
possible to identify ettringite in all cases. Also TG-DSC technique presents some difficulties in the identi-
fication of the different phases in mixed mortars. SEM-EDX and thin sections analysis allowed to clearly 
observe clinker relicts in the specimens, but these two techniques could not distinguish the components 
from one binder to the other.
The presence of two binders mixed with the aggregate in order to produce the mixed mortars, increases 
the difficulties in the identification of the compounds and of the origins of the phases. In samples with 
quartz aggregate, the presence of quartz could cover some infrared spectroscopy signals of hydrated sili-
cates. Moreover, the carbonate aggregate increases the signals of carbonates in the specimens, lowering 
and covering other peaks. On the contrary, SEM-EDX analysis and thin section analysis allowed the 




AF or fly ashes in all the samples where they were 
present. In these samples the presence of quartz from the aggregate is visible in the TG-DSC and the 
carbonate decomposition in the aggregate shifts at higher temperatures. Moreover, it was possible to 
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calculate the binder/aggregate ratio (B/A) in mortars with quartz aggregate (assuming that the aggregate 
is only composed by quartz and the total amount of decomposed CaCO3 comes from the binder). The 
TG-DSC results provide a B/A ratio which is more similar to the proportions used to prepare the speci-
mens, while CT tomography and point counting give results as volume/volume ratio which is difficult to 
convert in weight with such heterogeneous materials.
In the following paragraphs different analytical approaches are suggested, on the basis of the objectives 
of the analysis and the type of the samples. The sequence is elaborated considering the practical and 
analytical advantages and drawbacks which emerged in this study. First of all, thanks to the good results 
obtained with ER-FTIR spectroscopy, this technique is suggested as the first step before sampling. In fact, 
it can give suggestions of the main composition of the analysed area. It is important to remember that 
infrared spectroscopy in external reflection gave different results in relation to the surface roughness and 
the presence of a carbonation rim nears the surface. These factors have to be considered when portable 
infrared is used. On the basis of the analytical questions, which change case by case, it can suggest the best 
sampling points. In the interpretation of this first result the characteristic of this type of measure has to 
be taken into account. 
After the choice of the sampling area, if the samples are powders or we have enough to grind a part of it, 
a fine grinding is suggested. In order to perform powder X-ray diffraction usually almost 1g of sample 
is needed (with a minor amount of sample in some sample-holder the powder could move and deform 
the diffractograms). After this analysis, if it is possible to perform infrared spectroscopy with bench-top 
instruments (in transmission or ATR mode) using the same powder from the XRD analysis it should 
be done to implement the results. FTIR could give more information on the hydrated phases, especially 
in the case of hydraulic hydrated phases of hydraulic mortars, such cements and natural hydraulic lime. 
Moreover, ettringite in some cases is not detected in PXRD. After these analyses if there still are some 
uncertainties about the presence of hydraulic compounds, Raman spectroscopy is suggested. It gives the 
possibility to detect these phases even if the instrumental setting usually has to be adjusted from case to 
case, to avoid heating, burning the sample or fluorescence generation. Furthermore it is a point analysis, 
hence the search of these phases could take several time. In order to have quantitative values of the main 
phases TG-DSC could be performed; it can also give the binder/aggregate ratio in mortars with silicate 
aggregate. In case of carbonate aggregate, we have observed that the decomposition band of carbonate 
shifts to over 800°C, probably because of well-ordered crystals from the aggregate. An attempt to create a 
logical and methodological order in the multi analytical sequence procedure could be observed in figure 





◄Figure 147. Schematic procedure for the sampling and the analysis of a powder and massive sample.
As shown in figure 147, a preliminary analysis with portable infrared spectroscopy is suggested, in order 
to evaluate the main components of the sampling surfaces and plan the sampling, prior to the analysis of 
the powder and massive samples. Then two procedures are suggested in relation to the kind of sample 
(powder or massive fragment). Powder X-ray diffraction is followed by the use of the same powder for 
the infrared, Raman and TG-DSC analysis. PXRD is the first step, because it requires a greater amount 
of powder compared to the other analysis. In the powder analysis we suggest also XRF/TXRF analysis 
that could give information on elemental composition, trace elements and it can help in the provenance 
studies. Regarding the analysis of the massive sample as it is, the µCT could be performed if we are inter-
ested in microstructure analysis. Then, on the basis of the initial analytical question, if we are interested 
in the composition, the cross sections or thin sections could be prepared to perform microscope observa-
tions and chemical analyses. On the other hand, if we are interested in the pore size distribution, also the 
mercury intrusion porosimetry could be performed. We have to consider that after the MIP analysis the 
sample could not be used anymore because of the intrusion of Hg. On the contrary, after µCT the samples 
could be re-used because their composition does not change.
The green boxes figure 147 lists some techniques that could be used to improve the in situ analysis. These 
are already used in mortar studies but they are not widely diffused and an in depth study of their applica-
tion to mortar materials is required. On the in situ analysis, portable Raman spectroscopy, portable X-ray 
diffraction and portable X-ray fluorescence have been suggested. Due to the good results obtained with 
bench-top Raman spectroscopy in would be interesting to test the portable instrument on these materials 
even if the problems underlined in this study, especially in the acquisition of the spectra. Portable X-ray 
diffraction is a relatively new instrument that is still not widely diffused but has great potentialities. The 
ability to carry out mineralogical analysis in situ could help in the sampling choice and in the study of the 
materials when sampling is not possible. Moreover, also portable X-ray fluorescence could help in the in 
situ analysis by giving the elemental composition of the materials analysed and maybe suggest the sam-
pling points. This technique in its bench-top modalities could be used in the analysis of the powder sam-
ples, especially, if raw materials or other comparison samples are present provenance studies could be car-
ried out. Also LA-ICP-MS is suggested in the study of cross sections for elemental analyses: in fact, it can 
also give the spatial distribution of the elements or the trace elemental analysis. Moreover, on the cross 
sections also Raman spectroscopy imaging could be used to connect the spatial position with the compo-
sitional data. The choice between cross sections and thin sections depends on the analytical questions and 
also on the cost, time and ability of the operator. In fact, to create a thin section specific instruments and 
a certain ability of the technician who prepares it, is required, since the sample has to be polished, stacked 
on a glass and then its thickness reduced to 30µm. If the thickness is not correct, there will be a change in 
the interference colors that are very important in the interpretation of the analysis. A cross section in this 
case is usually obtained from the emended sample cut off from the thin section. On the other hand, the 
preparation of a cross section is quicker and cheaper. These are the reasons why there is a double arrow 
in the flow chart. In fact, the remains left from the thin section preparation are usually a cross section that 
could be polished and used. While to prepare a thin section a cross section not too much polished is re-




is possible to perform elemental analysis on the binder and on the aggregate in order to have the elemental 
composition of the point or the area analyzed. It does not give the mineralogical composition as the thin 
section or PXRD analysis but only the chemical composition. For example, with the thin sections it is also 
possible to obtain the mineralogical composition, since it gives information on the origins of minerals (for 
example: polymorph quartz, the presence of feldspar that could not be distinguished with SEM-EDX etc.). 
In figure 148 the scheme of the powder sample analysis is expanded to show the main diagnostic point and 
sequence. For each technique the main diagnostic peaks or phases that could lead to the identification of 
the binder or aggregate compounds are specified. In the scheme the most significant peaks are reported. 
The flow chart follows the idea that if the indicated phases are not found in our sample, it can be deduced 
that it is composed by other binders which are not mentioned (lime binder etc). In figure 149 the flow 
chart for the analysis of the massive samples is explained. It describes the main characteristic features for 
the identification of the mortar typology. Also in this case the choice of the analysis is influenced by the 
analytical question at the beginning of the single case studies. 






◄Figure 149. Schematic analytical sequence of analysis of a bulk sample.
▲Figure 150. Analytical procedure for the identification of cement/hydraulic mortars.
In figure 150 the analytical procedure suggested in this study to identify the presence of cement or hy-
draulic compounds is exemplified. In the scheme both the analyses of the cross and thin sections and the 
powder analysis are shown. The main diagnostic peaks are identified and they indicate the following step 
according to the results. The focus on mortars with cement was done because one of the most frequent 
questions coming from unknown samples from a heritage building is if there is cement or not (for exam-
ple coming from a rejoin, or a reconstruction work). It is important to identify cement because it could 
damage the adjoining elements.
First of all, a screening with infrared portable instrument is recommended before sampling. Then the 
sample is required, to be analyzed as a massive or as a powder sample: the choice depends on the amount 
of sample available, the costs and the instrumentation at disposal. With the polished cross section analysis 
it is possible to identify clinker unhydrated relicts: in this study we found them in all the mortars and 
mixed mortars with cement. The same results have been obtained with the observation of thin sections 
too. After the powder analysis, if ettringite or calcium silicate hydrates are not detected, it does not mean 
that cement is not present, thus further analyses are required. FTIR analysis and Raman spectroscopy 
could help with the identification of hydrated products of cements. It is important to underline that the 




techniques, and it will need further detailed studies in the future.
In this study it was possible to evaluate the application of mercury intrusion porosimetry and µ-computed 
tomography on a set of reference specimens for artificial building materials. From the comparison of the 
results of the two techniques, it is possible to see how complementary they are. Mercury intrusion poro-
simetry provides information on the porosity under 90μm diameter, while computed tomography gives 
information over 10μm. Mercury intrusion porosimetry (MIP) tends to overestimate the micro-porosity, 
and the computed tomography analysis tends to underestimate the micro-porosity, it is important to 
consider these factors while interpreting the data. Furthermore the choice between µCT or MIP depends 
on the questions we are trying to answer. Are we interested in micro-porosity? Macro-porosity? Or both? 
Consider the aim of the research, the information needed and the analytical plan?
Another key point to consider is that computed tomography has the advantage of providing information 
about the whole sample like the aggregate distribution or/and the presence of cracks without breaking 
the sample, that could be used for further investigations. In the end a 3D visualization of the results can 
provide helping data interpretation.
With µCT it was also possible to calculate the binder/aggregate ratio by volume. Also with the use of TG-
DSC the quantitative analysis is provided, and the calculation of B/A ratio is obtained. In our specific case 
it is more comparable with the method we used to prepare the specimens by weight proportion (w/w) 
while CT tomography gives results in volume/volume. For this reason there is no direct correspond-
ence between the results obtained, but they could anyway provide information on binder/aggregate ratio. 
Moreover, also the point counting performed in thin section analyses could give the ratio between pores, 
aggregate and binder and provide information on the distribution of the components in the sample. 
Even if µCT does not provide compositional information it could suggest the presence of one or another 
component: for example, the sphericity of the pores could suggest the presence of a hydraulic binder. Also 
MIP pore size distribution can suggest the presence of one specific binder if compared to another: for 
example, cement tends to present low porosity while gypsum, for instance, has a very narrow pore size 
distribution. Anyway, these hypotheses have to be confirmed by compositional analysis.
For what concerns future developments, the comparison between different porosity measures could be 
improved by the evaluation of the results of other techniques such as different resolution of CT analysis, 
BET (Brunauer–Emmett–Teller theory), water immersion porosimetry and NMR imaging relaxometry 
measures. From the compositional point of view, other techniques could be added to this research. Port-
able instrumentations such as XRD, XRF, Raman spectroscopy have not been yet fully developed but in 
the future they could improve in-situ mortar analysis. The laser ablation inductively coupled plasma mass 
spectrometry (LA-ICP-MS) could be used on cross section either to study the stratigraphy or the border 
interaction between the aggregate and the binder, or to trace elements. It can provide spatial resolution 
thanks to the possibility of creating elemental distribution maps of the analysed area. Another technique 
that could improve the mortar analysis is the solid state nuclear magnetic resonance (MAS NMR), as in 
literature there are just few examples on the study of the hydration of cements and the gel phases that are 
difficult to be identified with techniques like PXRD. In the following tables (tables 49-60) are reiterated, 
synthesised and summarized the main advantages and drawbacks of the techniques. Moreover the quan-
titative analyses are an important key point when studies on mortars are carried out because it gives the 
quantities of the components that compose the mortars and help in the design of more compatible repair 
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mortars. In the future it may be useful to deepen the study of quantitative analyses with X-ray diffraction, 
with thermal analyses, or with X-ray fluorescence.
Advantages Drawbacks
Identification of crystalline phases No identification of gel phases
Identification of different CaCO3 polymorphs. No identification of C2S and C3S hydrated phases 
(gel).
Identification of ettringite in samples with cement 
and in mortars made by cement and aggregate.
difficult identification of ettringite in samples with 
cement in mixed mortars and samples made by 
two binders.
In natural hydraulic lime 3.5, the identification 
of hydraulic compounds is possible in the raw 
material.
Impossibility of distinguishing between samples 
with natural hydraulic lime (N) and samples with 
lime (C, G).
Identification or lime and gypsum when mixed 
together.
Table 49. Summary of advantages and drawbacks of powder XRD analysis applied on mortars model samples.
Powder X-ray diffraction (PXRD)
Thermogravimetric analysis and differential scanning calorimetry (TG/DSC)
Advantages Drawbacks
Quantitative analysis.
Identification of the main compounds like (CaCO3, 
CaSO4 2H2O, Ca(OH)2).
Difficult identification of cement phases in mixed 
mortars.
Identification of cement phases in samples in one 
binder mortars.
In mixed mortars is difficult the identification of 
cement compouns.
Table 50. Summary of the advantages and drawbacks of thermal analysis applied to all the specimens made in this study.
Raman spectroscopy
Advantages Drawbacks
Identification of hydraulic phases, especially if 
there are bands in the range: 620-740cm-1.
Fluorescence.
Identification of oxides like hematite and anatase 
that usually are not identified by the other 
techniques.
Punctual analysis (a few microns); in case of 
inhomogeneous samples some phases could not be 
identified even if they are present.
Identification of unhydrated hydraulic phase also 
in hardened pastes.
Substances without or with a low Raman scattering 
are not detected.







OH vibrations are more clearly shown than in 
ATR spectra.
After sample is mixed with KBr no other analyses 
are possible .
More references in literature.




The sample could be reused for other analyses. Shift of some peaks.




No need to sample. Splitting of some bands.
Portable. Roughness influence into peak shape.
Two or more components of the mortars are 
identified, also the quartz of the aggregate.
Sensible to the composition of the first layer: 
problems if there is zonation.
Most of the peaks identified have the same 
wavenumbers as those of the peaks identified in 
transmission.
Cement identification.
The spectrum range is larger than the other two 
modes, so there is more information to identify 
the composition of the sample.
Table 52. Summary of advantages and drawbacks of the three different infrared spectroscopies used.
Infrared spectroscopy (Transmission, ATR and reflection mode)
Micro-infrared reflection spectroscopy (µ-FTIR)
Advantages Drawbacks
Identification of hydraulic phases It requires a carefully polished cross section, 
difficult to obtain for some samples
Identification of unhydrated hydraulic phase also 
in hardened pastes
Small areas of analysis: some phases could not be 
identified even if present
The spectra often present noise, especially in the 
spectral range over 3500cm-1 and around 1650cm-1





Identification of cement unhydrated crystals, 
gypsum and fly ashes.
In the mortars with two specific binders, the single 
components were not distinguished.
Aggregate characterization.
It gives colour visualization of the samples




It can analyze the samples without destroying it. Problem in the identification of the two binders in 
mixed mortars
It measure porosity over 10µm The instruments are not diffused as MIP
3D visualization of open and closed porosity It does not measure porosity under 10µm
It allow the analysis of the aggregate volume
3D visualization of the aggregate and of the binder
MIP
Advantages Drawbacks
it measure open porosity under 100µm It is invasive and destructive (sample full of Hg)
The instruments are more diffused if compared to 
µCT
The samples could not be analyzed with other te-
chnique after MIP analysis.
It measure porosity under 90µm It can damage the sample and alter the measure of 
porosity
It does not measure porosity over 90µm
It does not measure the aggregate




Environmental scanning electron microscope (ESEM)
Advantages Drawbacks
Identification of gypsum phase. Problem in the identification of the two binders in 
mixed mortars.
Identification of unhydrated cement crystals in all 
the mortars with cements binders.
The samples have to be embedded in  polished 
cross sections for a better identification of the 
components (it is a restriction for historical 







No coating is required.
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In conclusion, this research provides information to be interpreted and used from different perspectives. 
The formulation of the question to be answered is of crucial importance. In fact, this work could present 
different levels of interpretation depending on the end user. It may result specific for a conservator scien-
tist who has to carry out the analysis, because it helps him/her in choosing the analytical procedure and 
in interpreting the results.
It could also be used by a restorer, who needs the full knowledge of the materials concerned by the conser-
vation work; in this case the collaboration with a conservation scientist is needed, as the flow charts here 
designed suggest which laboratory should be contacted for the analyses and allow to better understand 
which result could be obtained following the different procedures. Furthermore, it helps the restorer to 
better comprehend the possible analyses that could be carried out and what the conservator scientist is 
proposing as diagnostic campaign. 
The proposed protocols depend also on the typology and amount of the samples. 
This research of course does not solve all the problems associated with the analyses of mortars; in fact, 
some crucial problems remain open, such as the difficulties in separating the aggregate signals from those 
from the binder, or the identification of the mixed mortars because the presence of each of the compo-
nents is not always clearly determined. Nevertheless, it is important to underline that this research pro-
vides an improvement in the study of the composition of the mortars, building up the possible answers 
by different techniques when applied to a set of known composition specimens. Moreover, the applica-
tions of innovative and not diffused techniques such as ER-FTIR, µFTIR and Raman spectroscopy or the 
combination of µCT and MIP provides new data for the research community on the characterization of 
mortars.
If we compare our protocol proposal with those already published, we can underline some differences. 
First of all, we considered a wider set of analytical techniques, also those not available at the publishing 
time of some protocols (for example Normal 27/88). In case of RILEM [1–4], the authors divided the 
research in mineralogical and chemical characterization. With regards to the mineralogical characteri-
zation, they considered XRD, microscopic observations (thin sections), SEM and thermal analysis, while 
they reserved only a mention to infrared spectroscopy. Moreover, they reported some examples for a 
selection of these techniques explaining some of the results. On the other hand, in the chemical character-
ization they mainly focus on wet chemistry separation methods without considering infrared or Raman 
spectroscopy. In detail in the Report of RILEM TC 167-COM the “Characterization of old mortars with 
respect to their repair” in chapter 2 they divide the characterization of mortars in the following way: 
In-situ visual analysis and practical sampling of historic mortars, mineralogical characterization of histor-
ic mortars, chemical characterization of historic mortars, mechanical tests on mortars and assemblages 
and porosity of mortars. After the chemical and mineralogical characterization the committee proposed 
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Chapter 5
two flow charts similar to which we produced. These flow chart are more detailed if compared to the pre-
vious one [5–7], but still lack in analytical techniques like Raman spectroscopy or portable instruments. 
Furthermore these flow charts are not evaluating the differences between the different modalities of ap-
plication of the techniques cited (i.e. FTIR in transmission or ATR or portable). Moreover in RILEM TC 
167-COM also porosity characterization is considered underling some of the limitations and advantages 
that we have experimented in this research, 
In standard normatives such as ASTM C114, UNI 11088, UNI 11089 and UNI 11189 [8–11], the models 
refer only to wet chemistry methods to estimate each component of mortars. These procedures are time 
consuming and require a certain amount of samples that at the end of the analysis will be destructed, re-
ducing the possibility to perform other analyses on the same samples; moreover, the analyses are destruc-
tive that could be a severe restriction in case of a procedure applied on Cultural Heritage. 
In the proposal by Alessandrini et al., Normal 27/88 and Veiga et al., the authors did not create a detailed 
flow chart as guide for the end user [1,4,5,7,12,13], but provide just general information on the results 
that could be obtained with each technique; the authors did not face the problems that could occur with 
different typology of mortars (mortars with on single binder or mixed mortars).
In the flow charts here proposed, we are confident that some problems in the identification of the differ-
ent components have been fully detailed, suggesting also an alternative analysis on the basis of the results. 
The protocols propose innovative analyses to improve the studies on mortars. Moreover, we suggest for 
the first time the use of portable instruments as the first step before sampling, in order to collect some 
materials information prior to the sampling step.
In conclusion the significant outcomes of this work are:
• the flow charts proposed
• the analytical method used
• the comparison between different techniques
• the evaluation of the ability of the technique in the identification of the composition
• use of portable infrared on mortar samples
• application of tomography and mercury intrusion porosimetry on mortars.
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